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CHECKLIST FOR LAWN IRRIGATION APPLICATIONS 
CONTRACTOR: _________________________________ PHONE: __________________ FAX: ________________________ 

OWNER: _______________________________________ BLDG ADDRESS: ________________________________________ 

REQUIRED ITEMS: 

1. One completed Application for Building Permit. 

2. One Sub-Contractor Verification Form for the Licensed Plumber who is to install each of the backflow devices and for a Licensed 
Electrician to install any 120-volt outlet or equipment other than low voltage. 

3. Two copies of the Specifications and Installation Requirements sheet for each of the required backflow devices. 

4. Two copies of a Site Plan showing the areas to be irrigated, the location of each of the required backflow devices and the location of 
wells, septic tanks and drainfields when applicable. 

5. Utility System Backflow Assembly for premise containment. Install in the water service line between the water meter and the premises, 
at the meter. Contact the water utility provided for their requirements before application. 

Manufacturer:______________________________ Size:____________________________ 

Type:_____________________________________ Model Number:___________________ 

6. Irrigation System Backflow Device. Install in the irrigation system supply line between the irrigation system and the water source. 

Manufacturer:______________________________ Size:____________________________ 

Type:_____________________________________ Model Number:___________________ 

NOTES (For the irrigation system and backflow device): 

1. Irrigation lines from a potable water source are considered to be potable water lines and as such, shall not be located laterally within 
ten feet of a septic system drainfield. (Chapter 10D-6, F.A.C.) 

2. The requirements of the FBC 8th Edition - PLUMBING, Section 606 should be consulted regarding minimum installation standards. 
Also, all devices must comply with the Florida Building Code-Plumbing 8th Edition – Sec. 608.17.5 and Table 608.1. 

3. Types of backflow prevention devices permitted: 
a. Atmospheric type vacuum breaker; 
b. Reduced pressure principle backflow device; or 
c. Pressure type vacuum breaker. 

4. Atmospheric type vacuum breakers shall be installed downstream of the last control valve and at least 6” above the level of the highest 
sprinkler head. 

5. All backflow devices shall be installed in an accessible location to allow for inspection and maintenance and so as to isolate the sprinkler 
system from all other piping in the water system. 

6. The irrigation system shall be equipped with a rain sensing device or switch that will automatically override the irrigation cycle when 
adequate rainfall has occurred. (Florida Statute 373.62) 

CONTRACTOR SIGNATURE:____________________________________DATE:_________________________ 
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