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IMPORTANT NOTICE 
Bulletin # 2024-0001 

 
Subject: Significant Code Changes for One and Two-family Dwelling Units 
 
Based on requirements set forth in Article 230.85 of the 2020 National Electrical Code, the following 
conditions apply to Electrical Services: 
 

• For new electrical services, reconfigured electrical services, service upgrades, or where electrical 
service equipment is replaced, the Emergency Disconnecting Means detailed in NEC 230.85 must 
be provided and installed at an outdoor, readily accessible location. 

Based on requirements set forth in Chapter 19 of the 8th Edition Florida Building Code (2023) and the 
2020 National Electrical Code, the following conditions apply to all Permanently Installed 
Generators: 
 

• Carbon monoxide (CO) alarms must be installed at the locations detailed in Chapter 19, Section 
M1905.2.5, Exception, for generators located less than 10’ from building openings: 

 
o A carbon monoxide (CO) alarm is required within 10 feet of each room used for sleeping 

purposes. 
o An additional carbon monoxide (CO) alarm is required to be installed as close as possible to 

the building opening nearest the generator’s exhaust. 
 

(Note: In no case may a generator be placed less than 5’ from a building opening.) 
 

• A Remote Emergency Shutdown is required for all generators rated greater than 15kw, in 
accordance with NEC 445.18: 
 
o The remote emergency stop switch must disable all prime mover start circuits and must 

require a manual reset. 
o The remote emergency stop switch must be located outside the generator equipment room 

or enclosure. 
o The remote emergency shutdown must be installed in a readily accessible, exterior location. 

 
• Emergency Disconnect (NEC 230.85): 

 
o The installation of a whole-house automatic transfer switch between the utility meter and 

the service disconnecting means constitutes a new/reconfigured electrical service. The 
requirements of NEC 230.85 for an exterior, readily accessible emergency disconnect must 
be met.  

 
Note: These requirements must be illustrated or noted on the Site Plans and/or Riser Diagrams submitted for 
plan review.  
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