
  

 
OFR Mechanical Changeout or Replace Inspection  

 

Search the Apple or Google store to download the app.  The VuSpex GO website 
https://vuspex.com/go  also has the link to download the app as well as the User Guide. 
 
Once you have downloaded the VuSpex GO app, (download is only required one time to your 
phone or tablet) refer to the checklist below of the required photos to upload and name the 
necessary photos for review by Sarasota County Inspection Services. 
 
 
OFR Mechanical Changeout or Replace Inspection – Offline Field Report 
 
Pictures must be taken at the location site for geo location verification. Failure to do 
so could result in a failed inspection. Any missing required photos could also result in 
a partial result or failure. Once the pictures are uploaded into the VuSpex GO app at 
the work site, you may submit the Offline Field Report at any location with a good 
cellular signal. The inspection will be called OFR Mechanical Changeout or Replace 
Inspection. 
 
You must submit one or more pictures listed in this checklist for each item below.  
One picture could cover multiple items, but you must indicate the items on the 
comments of the photo.  

General 

1. Photo of the front of house with address number on house or mailbox. 
2. Photo of permit card. 
3. Photo of Notice of Commencement (if applicable). 
4. Photo of the electrical panel with the overcurrent protection clearly marked. 
5. If multiple units installed on same permit, each must be labeled individually along 

with the corresponding overcurrent devices – ex: Unit 1, Unit 2. 

Air Handler 

1. Overall picture.  
2. Close up, legible photo of the label information including the model, serial, heater size, and 

overcurrent size requirement. 
3. Primary condensation drain line, cleanout, trap, and float switch, and insulation if required. 
4. Secondary condensation overflow drain pan, float switch, and secondary drain line if 

applicable. 
5. Electrical disconnect (if applicable) including breaker/fuse size, the wire size, bonding, 

and seal tight/ flex connections at the disconnect and the equipment. 
6. Location and access to filter. 
7. Top chord of truss attachment. (if applicable). 

https://vuspex.com/go


8. Ceiling penetrations. 
9. Plenums attached to unit and sealed properly. 
10. If the system incorporates a gas furnace, show the supply line and valve, drip leg, gas 

connection, and flue. 
 
Condensing Unit 

1. Overall picture including pad elevation. 
2. Anchors. 
3. Close up, legible photo of the label information including the model, serial, and maximum 

overcurrent protection (MOP) as indicated on the data plate. 
4. Electrical disconnect with breaker/fuse size, including showing wire size and bonding.  
5. Refrigerant line locking caps. 
6. Refrigerant line set chase sealed.  
7. Seal tight/flex connections to unit and disconnect. 
8. UV protection of exterior pipe insulation. 
9. Overcurrent protection size (breaker size) at disconnect or main panel. 

Package Unit  

1. Pad elevation. 
2. Attachment of unit to pad or concrete. 
3. Label information (provide a clear and legible close-up photo). 
4. Model and serial number with breaker/fuse size (provide close-up of label 

information, allow device to focus). 
5. KW of heat strip (provide close-up photo of label information). 
6. Duct shroud and rodent proofing verified. 
7. Power supply back to disconnect with wire size and bonding (if applicable). 
8. Circuit panel with breakers clearly marked (provide close-up of label information). 
9. Condensate drain trap. 
10. Tamper proof caps if exposed. 

 


