Sarasota County

scgov.net | 941.861.5000

Neighborhood Workshop Request Form

This form is to be submitted to Planning Services upon completion of the Pre-Application (Development Review Coordination)
and shall include: e acover memo explaining the request

e acopy of the development concept plan; and

e aprocessing fee of $215.00

A Planning staff member is required by Resolution 2025-082 to attend the Neighborhood Workshop. Please provide us
with the desired date, time and location of the workshop.

Project Name: FL389 Kings Gate Club

Pre Application Conference Date: 10/3/2024
Date of Workshop: 7/22/2025

Time: 6:00 PM
Location: Venice-Nokomis Elks Lodge #1854,1021 Discovery Way, North Venice, FL 34275

» A Notice of Neighborhood Workshop must be mailed at least 10 days prior to the date of the workshop.

Is the subject property within a Neighborhood Homeowners Association: No
(If yes, fill in the name of the homeowners association)
Is the subject property located within a Planned District? No

Is the subject property within 2 miles of another County or Municipality? Yes

List Parcel Identification Number(s) below: (Include any adjacent properties under the same ownership as the subject

property)
0362001011 adjacent: 0379011332

[
Contact Information:

Mattaniah S. Jahn, Esq. Electronic Files Provided: Word formatted
Name labels and Excel spreadsheet

935 Main Street, Suite C4

Address , Submitto:  planner@scgov.net

Safety Harbor, Florida 34695

City /State / Zip Please allow 2-3 business days for processing

727-773-2221

Phone Number
miahn@thelawmpowered.com;

Email Address cleblanc@thelawmpowered.com
-

Sarasota County Planning and Development Services « 1001 Sarasota Center Blvd., Sarasota, FL 34240
Phone 941-861-5244 « FAX 941-861-5593

Revised 5/06/2025






06/18/25 357 PM_by:

FLORIDA BUILDING CODE: FBC 2020, 7TH EDITION
ELECTRIC CODE: 2017 NEC OF FLORIDA

STRUCTURE CODE: TIA/EIA-222-H

2010 ADA GUIDELINES: FACILITY IS UNMANNED AND NOT
FOR HUMAN HABITATION, THEREFORE, HANDICAPPED
ACCESS REQUIREMENTS ARE NOT REQUIRED.

TRAFFIC: THE PROPOSED COMMUNICATION TOWER WILL BE
UNSTAFFED AND WILL TYPICALLY GENERATE NO MORE
THAN ONE TRIP PER CARRIER PER MONTH

RISK CATEGORY I: 144 MPH

RISK CATEGORY II: 155 MPH

RISK CATEGORY III: 166 MPH

RISK CATEGORY-IV: 173 MPH

MRI 10 YEAR: 86 MPH

MRI 25 YEAR: 102 MPH

MRI 50 YEAR: 117 MPH

MRI 100 YEAR: 127 MPH

RISK CATEGORY DESIGN WIND SPEEDS ARE BASED ON
ASCE 7-16 CRITERIA FOR A 3-SECOND GUST. REFER TO
STRUCTURAL ANALYSIS IN THE EVENT A CONFLICT ARISES
BETWEEN STANDARD REQUIREMENTS AND LISTED CODES,
THE MORE RESTRICTIVE REQUIREMENT WILL TAKE
PRECEDENCE.

BUILDING CODES AND STANDARDS

SARASOTA POLICE DEPARTMENT
2099 ADAMS LN

SARASOTA, FL 34237

PHONE: (941) 263-6773

ATTN.: CUSTOMER SERVICE

NOKOMIS FIRE DEPARTMENT
111 PAVONIA RD

NOKOMIS, FL 34275

PHONE: (941) 488-8855

ATTN.: CUSTOMER SERVICE

dng

Gate AL

KAATL

KINGS GATE FL389
174" AGL MONOPOLE COMMUNICATION TOWER
SITE ADDRESS (E-911 TBD)

1380 RANCH RD
NOKOMIS, FL 34275
SARASOTA COUNTY

LATITUDE: 27° 09' 09.70" N
(NAD 83) (27.152694°)
LONGITUDE: 82° 25' 24.85" W
(NAD 83) (-82.423569°)

TAX/PIN #: 0362001011
ZONING: OUE1 (OPEN USE ESTATE)
FLU: MODERATE DENSITY RESIDENTIAL
DIAMOND ID: FL389

EL
—PROJECT INFORMATION:

SITE NAME:
KINGS GATE FL389
SITE #: FL389
PARCEL ID: 0362001011
1380 RANCH RD
NOKOMIS, FL 34275
SARASOTA COUNTY

CPLANS PREPARED BY:

MUNICIPALITY:
SARASOTA COUNTY

STATE:
FLORIDA

TOWER TYPE:
MONOPOLE TOWER

TOWER HEIGHT:
170" (174" TO HIGHEST APPURTENANCE)

NUMBER OF CARRIERS:
1PROPOSED, 3 FUTURE

USE:
PROPOSED TELECOMMUNICATIONS TOWER
AND UNMANNED EQUIPMENT

FLOOD INFO

SITE IS LOCATED WITHIN FEMA FLOOD MAP
AREA 12115C0243G DATED 03/27/2024 WITHIN
FLOOD ZONE X.

SURVEYOR
POINT TO POINT LAND SURVEYORS
100 GOVERNORS TRACE, STE. 103
PEACHTREE CITY, GA 30269
PHONE: (678) 565-4440

ATTN: G. DARRELL TAYLOR L# 6904

DEVELOPER

DIAMOND COMMUNICATIONS
120 MOUNTAIN AVENUE
SPRINGFIELD, NJ 07081
PHONE: (973) 544-6834

ATTN: RICHARD HUBER

POWER COMPANY

GA POWER

PHONE: (888) 660-5890
ATTN.: CUSTOMER SERVICE

PROPERTY OWNER
KINGS GATE CLUB, INC
1380 RANCH RD
NOKOMIS, FLO 34275
PHONE: N/A

ATTN.: N/A

CONSULTANT

KIMLEY-HORN AND ASSOCIATES, INC.
11720 AMBER PARK DRIVE, SUITE 600
ALPHARETTA, GEORGIA 30009
PHONE: (770) 545-6105

ATTN.: CHRISTOPHER STRANGE

SHEETNO. | SHEET TITLE
T COVER SHEET R |m|ey ») Horn
= SITE SURVEY (SHEET 10F 5
= SITE SURVEY (SHEET 2 OF 5) T e, n oo "
- SITE SURVEY (SHEET 3 OF 5 SR ORR.cOM
- SITE SURVEY (SHEET 4 OF 5
- SITE SURVEY (SHEET 5 OF 5
N1 GENERAL NOTES
co ZONING MAPS
c1 OVERALL PARCEL PLAN Andrew L Pils &
K] OVERALL SITE PLAN
c2 SITE PLAN
c20 EQUIPMENT PAD LAYOUT
c2.1 EQUIPMENT RACK DETAILS - FRONT
c22 EQUIPMENT RACK DETAILS - REAR
c23 CONCRETE PAD FOUNDATION DETAILS
c24 WAVEGUIDE BRIDGE DETAILS
c3 FENCE, GATE, AND COMPOUND DETAILS 8
c4 GRADING AND EROSION CONTROL PLAN ;
cs GRADING AND EROSION CONTROL DETAILS <
co ACCESS ROAD DETAILS "
c7 SITE SIGNAGE DETAILS 3
cs ANTENNA AND TOWER ELEVATION DETAILS 2
X TREE SURVEY 1| 06/18/25 | CONSTRUCTION | ALP
L2 TREE SURVEY TABLE 0 | 05/19/25 | CONSTRUCTION | ALP
3 TREE REMOVAL PLAN FUCENSER—————
2] LANDSCAPING PLAN i,
E1 ELECTRICAL NOTES \‘\;‘;& LAMA;';"':,
E2 OVERALL UTILITY SERVICE ROUTING PLAN
E2.1 UTILITY SERVICE ROUTING PLAN
E3 METER RACK DETAILS - FRONT
E3.1 METER RACK DETAILS - REAR
R [T T oL TN O UE
AR SRS
E5 ELECTRICAL DETAILS %s&wg“o\:é‘ M,:
6 GROUNDING NOTES ‘l:,,gi'm“;“ﬁ\‘\k
E7 GROUNDING PLAN —KHA PROJECT NUMBER::
E8 GROUNDING DETAILS
E9 GROUNDING DETAILS [
DRAWN BY:_____CHECKED BY:
SHEET INDEX v
SHEET TITLE:
SARASOTA COUNTY PLANNING DEPARTMENT
1301 CATTLEMAN RD COVER SHEET

SARASOTA, FL 34232
PHONE: (941) 378-6126
ATTN.: CUSTOMER SERVICE

DRIVING DIRECTIONS

PROJECT SUMMARY

CONTACTS

PERMIT INFORMATION

SHEET NUMBER:

—

Thia document together with the concepls ond designa presented harsn, ca an insirumant of service, s intarded only for the spaciic pumess and clert for Which 1 W prepared. Reuse of ond impropar refance on s document Wthout wrtin authorization ond adaplatin by Kimley Horn and Assocctes, Inc_ shall be WRhout Kty 1o Kinley—Horn and Assacictes, i

Gopyright Kiriey—Horn and. Aescciotes, ., 2024
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GENERAL NOTES

* THIS SPECFIC PURPOSE SURVEY IS FOR THE LEASED PREMISES AND EASEMENTS ONLY.
THS SPECIFIC PURPOSE SUj REPARED FOR THE EXCLUSVE USE OF DIAMOND
COMMLNICATIONS LLC_AND EXCLUSIVELY FOR THE TRANSFERRAL OF THE LEASED PREMISES
AND THE RIGHTS OF EASEMENT SHOWN HEREON AND SHALL NOT BE USED AS AN EXHEF
OR EVIDENCE IN THE FEE SIMPLE TRANSFERR THE PARENT PARCEL NOR ANY PORTION
OR PORTIONS THEREOF. BOUNDARY INFORMATION SHOWN HEREON HAS BEE] I
FROM_TAX APt

PARCEL WAS PERFOR

THS DRAWING DOES NOT REPRESENT A BOUNDARY SURVEY.

EQUIPMENT USED FOR ANGULAR & LNEAR NEASURENENTS: GEOMAX 700M ROBOTIC AND
CARLSON BRx7 BASE AND ROVER [DATE OF LAST FIELD VISIT: 02/18/2025]. SEE GNSS
NOTES FOR GNSS EQUIPNENT

THE 1" CONTOLRS AND SPOT ELEVATIONS SHOWN ON THI SPECIFIC PURPOSE SURVEY ARE
ADJUSTED TO NAVD 88 DATN (CONPUTED USING GEOID18) AND HAVE A VERTICAL
ACCURACY OF + 0.5 CONTOURS OUTSIDE THE IMNEDIATE SITE AREA ARE APPROXINATE.

BEARINGS SHOWN ON THIS SPECIFIC PURPOSE SURVEY ARE BASED ON GRID NORTH (NAD
83) FLORIDA WEST ZONE.

PER THE FEMA FLODDPLAIN MAPS, THE PARENT PARCEL AND THE LESSEE PREMISES ARE
LOCATED IN AN AREA DESICNATED' AS ZONE X (AREA OF MINIMAL FLOGD HAZARD). PORTION
OF THE 20' NON-EXCLUSVE ACCESS, FIBER & TILITY EASEMENT IS LOCATED IN AN AREA
DESICNATED AS ZONE X _(SHADED) AS SHOWN HEREON. CONMUNITY PANEL NO. :
12115C0243C DATED: 03/27/2024

ND WETLAND AREAS HAVE BEEN INVESTIGATED BY THIS SPECFIC PURPOSE SURVEY.
ALL ZONNG INFORMATION SHOULD BE VERIFIED WITH THE PROPER ZONING OFFICIALS.
Y UNDERGROUND TLITES, SHOWN HAYE BEEN LOCATED FROM ASOVE GROUND FELD

PHYSICALLY LOCATED ANY UNDERGROUND LTILITES.

ADDITIONS OR DELETIONS TO THIS SURVEY MAP BY OTHER THAN THE SIGNING PARTY IS
PROMIBTED WTHOUT WRITIEN CONSENT OF THE SIGNING PARTY.

ORICINAL SURVEY IS KEPT ON FILE N THE SURVEYOR'S OFFICE.

THS MAP IS NOT A CERTIFIED SURVEY AND HAS NOT BEEN REVIEWED BY A LOCAL
GOVERNMENT AGENCY FOR COMPLIANCE WITH ANY APPLICABLE. LAND DEVELOPNENT
REQULATIONS. THIS 4P IS ONLY INTENDED FOR THE PARTES AND PURPOSES SHOWN. THIS
MAP IS NOT FOR RECORDATION.

GNSS NOTES

THE FOLLOWING GNSS STATISTICS UPON WHICH THIS
SURVEY IS BASED HAVE BEEN FRODUCED AT THE 5%
CONFIDENCE LEVEL:

POSITIONAL ACCURACY: 0.03 FEET (HORZ) 0.20 FEET (VERT)
TIPE OF EQUPMENT: TARISON BR«7 BASE AND ROVER, MULT-FREQUENCY
TIPE OF GNSS FIELD PROCEDURE: ONLINE POSITION USER SERVICE
DATE OF SURVEY: 10/24/2024

ATUN / EPOCH: NAD_B3(2011)(EPOCH:2010.0000)

PUBLISHED / FIXED GONTROL USE: N/A

GEOD NODEL: 1

COUBINED 6D FACTOR(S): 0.90995508

CENTERED ON THE ONT A5 SHOWN HEREON,

CONVERGENCE ANGLE: —0.18323689°

BENCHMARKS USED: DR4402, DF7990, DF7046

T ITEM HAS BEEN ELECTRONCALLY SKNED AND SEALED BY DARRELL TAOR USWE DIGTA SIATIRE
D (HTE. PRNTED COPES GF THS OGLUMENT ARE NOT CONSDERED SENED AND SEAED AND THE
ST WUST B VERFED OV AVY ELECTAONIC COPES.

| HEREBY GERTIFY THAT THIS NAP IS CORRECT AND WAS DRAWN UNDER MY
DIRECT SUPERVISION. ANY VISIBLE ENCROACHNENTS ARE SHOWN HEREON.

Digitally signed by Glenn Darrell Taylor
Glenn Darrell Taylor 5,552 555 oson

G DARRELL TAYLOR, FLORIDA PROFESSIONAL SURVEYOR & VAPPER FLSO6904
THIS MAP 15 NOT A CERTIFIED SURVEY AND HAS NOT BEEN REVIEWED BY A
LOCAL GOVERNMENT AGENCY FOR COMPLIANCE WITH ANY APPLCABLE. LAND

DEVELOPMENT REGULATIONS. THIS MAP IS ONLY INTENDED FOR THE PARTIES AND
PURPOSES SHOWN. THIS WAP IS NOT FOR RECORDATION.

* SPECIFIC PURPOSE SURVEY PREPARED BY:

Business License Number: LB8148
100 Governors Trace, Ste. 103
Peachtree City, GA 30269
direct) 678.565.4440 (fox) 678.565.4497 (w) p2pls.com

SPECIFIC PURPOSE SURVEY PREPARED FOR:

S Diamond

Commurications

DIAMOND COMMUNICATIONS LLC
120 MOUNTAIN AVENUE, SPRINGFIELD, NJ 07081

KINGS GATE
SITE

. 9
SOUTHWEST %4 OF THE SOUTHEAST 1/4 OF SECTION 20,
TOWNSHIP 38 SOUTH, RANGE 19 EAST,
SARASOTA COUNTY, FLORIDA

PARENT PARCEL

OWNER: THE KING'S GATE CLUB, INC., A FLORIDA CORPORATION NOT FOR PROFIT

SITE ADDRESS: 1380 RANCH RD, NOKONIS, FL 34275
PROPERTY 1D: 036200101 1

AREA: 385,759 SO. FT. (PER TAX ASSESSOR)
ZONED: QUET (OPEN USE ESTATE)

REFERENCE: DEED BOOK 1916 PAGE 1677

100, I 200 400

—
GRAPHIG, SCALE N, FEET
SCALE: 1° = 200 (11x17)

DRAIN B7: REE IEEEE

CHECKED BY: JKL

APPROVED: D. MILLER

DATE: NOVENBER 12, 2024

EXFant To Pant Dropbor\P2P Cament Jobs\Z0A\ZA THATFLKings Gate\ZATHTLpr0

P2P JOB §: 2414470

SURVEY NOT VALID WITHOUT AL SHEETS



]
g

CRID NORTH

LESSEE PREMISES:
(RIGHTS TO BE ACQUIRED)

LEGEND

P08 PONT OF sECIG
PONT OF COUMENGEUENT

A7
EDGE OF PAENENT
K OF CURE

RIGHT-OF- WY
iy e
oy e ANCHOR
e oL
BENCHMARK.

s
2
2
5
3

[P

027.5"

L19;
© N
= =
S|
N
3
1 L17] Lin
| {1251
"7POB: PREMISES: Q‘
ios

108.6"

BASE POINT
NAL SET

ELEV: 12.76

POND

o3 ) T

LESSEE’S 20’ NON—EXCLUSIVE

ACCESS, FIBER & UTILITY EASEMENT
(RIGHTS TO BE ACQUIRED)

EDGE OF warew
SR

1075 7-14

CURVE TABLE

LINE TABLE

SION
"STORAGE AREA"

CASTLE DRIVE

RCP.
I 120

POC:_SE_CORNER OF S

& 7!
20, TS RI9E

\ NEB'40°28"W 1483.62°
\ (TIE_ALONG SOUTH

NATCH LINE

SECTION LINE)

\ POB: ESMT.

I s 0 LETRINCALY SONED D LD 01 DAL LG NG DT SOUTRE
D (HTE. PRNTED COPES GF THS DGOUMENT ARE NOT CONSDERED SINED AND SEAED
ST WUST B VERFED OV AVY ELECTAONIC COPES.
| HEREBY GERTIFY THAT THIS NAP IS CORRECT AND WAS DRAWN UNDER MY
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Digitally signed by Glenn Darrell Taylor
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G DARRELL TAYLOR, FLORIDA PROFESSIONAL SURVEYOR & MAPPER #LS6304
THIS MAP IS NOT A CERTIFED SURVEY AND HAS NOT BEEN REVIEWED BY A
LOCAL GOVERNMENT AGENCY FOR COMPLIANCE WITH ANY APPLICABLE_ LAND

DEVELOPMENT REGULATIONS. THIS MAP IS ONLY INTENDED FOR THE PARTIES AND
PURPOSES SHOWN. THIS MAP IS NOT FOR RECORDATION.

* SPECIFIC PURPOSE SURVEY PREPARED BY:

Business License Number: LB8148
100 Governors Trace, Ste. 103
Peachtree City, GA 30269
direct) 678.565.4440 (fox) 678.565.4497 (w) p2pls.com

SPECIFIC PURPOSE SURVEY PREPARED FOR:

'Diamond

Communicasions

DIAMOND COMMUNICATIONS LLC
120 MOUNTAIN AVENUE, SPRINGFIELD, NJ 07081

KINGS GATE
SITE

SOUTHWEST 1 4 OF THE SOUTHEAST 1/4 OF SECTION 20,
OWNSHIP 38 SOUTH, RANGE 19 EAST,
SARASOTA COUNTY, FLORIDA

SITE INFORMATION

LESSEE PREMISES = 2,500 SQUARE FEET (0.0574 ACRES)

AT CENTER OF LESSEE PREMISES
LATITUDE: _ 97°00°00.70° (NAD 83) (27.150604')
LONGTUDE: _ 627524 857 (D 83) (~82.425509)
ELEVATION = 12.0° AM.

VERTICAL DATUN: NAVD 1988 (COMPUTED USING GEOID1S)
HORIZONTAL DATUM: NADE3

BEARINGS ARE BASED ON FLORIDA GRID NORTH (WEST ZONE)

T
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GRAPHIC, SCALE_IN. e
SCALE: 1" "= 60° (11x17)

0.| DATE REVISION DRAWN BY: REE SHEET:

CHECKED BY: JKL

APPROVED: D. MILLER

DATE: NOVENBER 12, 2024

P2P JOB §: 2414470

EXPa To Fomt Dropbor\P2P Carret

SURVEY NOT VALID WITHOUT AL SHEETS
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| HEREBY GERTIFY THAT THIS NAP IS CORRECT AND WAS DRAWN UNDER MY

DIRECT SUPERVISION. ANY VISIBLE ENCROACHNENTS ARE SHOWN HEREON.

Digitally signed by Glenn Darrell Taylor

Glenn Darrell Taylor o525 12142 o400
6. DARRELL TAYLOR, FLORIDA PROFESSIONAL SURVEYOR & MAPPER FLS6904

THIS MAP 15 NOT A CERTIFIED SURVEY AND HAS NOT BEEN REVIEWED BY A
LOCAL GOVERNMENT ACENCY FOR COMPLIANCE WITH ANY APPLCABLE. LAND
DEVELOPMENT REGULATIONS. THIS MAP IS ONLY INTENDED FOR THE PARTIES AND
PURPOSES SHOWN. THIS MAP IS NOT FOR RECORDATION.

* SPECIFIC PURPOSE SURVEY PREPARED BY:

Business License Number: LB8148
100 Governors Trace, Ste. 103
Peachtree City, GA 30269
direct) 678.565.4440 (fox) 678.565.4497 (w) p2pls.com

SPECIFIC PURPOSE SURVEY PREPARED FOR:

'Diamond

Communicasions

DIAMOND COMMUNICATIONS LLC
120 MOUNTAIN AVENUE, SPRINGFIELD, NJ 07081

KINGS GATE
SITE NO.
SOUTHWEST 1/4 OF THE SOUTHEAST 1/4 OF SECTION 20,
TOWNSHIP 38 SOUTH, RANGE 19 EAST,
SARASOTA' COUNTY, FLORDA

DETAIL VIEW

T

30 I 50 120

SURVEY NOT VALID WITHOUT AL SHEETS

EXPa To Fomt Dropbor\P2P Carret



TITLE EXCEPTIONS
S, SURNEY WAS CONPLETED WITH THE AD 07 TILE WORK PREPARED B1 0LD REPUBLC NATONAL TITLE NSURANGE
DATE BEING FROM 07/22/1982 TO 10/07/2024, BEING REPORT NO. 01-24082739-015, FOR THE
FAREAT BARCEL o DETERMNE THE INPACTS OF EXSTNG THE BXCEPTONS.
(1) EASEUENT N, FAVOR OF GOUNTY OF SIRASOTA, A POLICAL SUBDVISION OF THE STATE OF FLORIDA. RECORDED
(/04/1963, AS BOOK 418, PAGE 852 OF SARASOTA COUNTY RECORDS.
[THIS ITEM IS NOT APPLICABLE TO THE PARENT PARCEL AS IT DESCRIBES THE 190-FOOT WIDE DRANAGE RIGHT-OF—AY
LOCATED T0 THE WEST OF THE PARENT PARCEL AND IS PLOTIED HEREON.]
(2), ASEUENT FOR PUBLIC ACCESS, DRANAGE, AND UTLITES. I FAVOR O ALL ABUITING PROVERTY OWNERS, RECORDED
13/1979 AS BOOK 1317, PAGE 931 OF SARASOTA COUNTY RECORDS.
[THIS MEM IS NOT APPLICABLE T THE PARENT PARCEL AND DESCRIBES AN EASEMENT FOR PUBLIC ACCESS, DRANAGE &
UTLITIES LOCATED T0 THE NORTH OF THE PARENT PARCEL]

(3), GRAIT OF EASEUENT. B1 WD BETVEEN KIS CATE CLUB, NG, AND CONCAST OF WEST FLORDA, INC., AND
CORDED 02/18/2011 AS INSTRUMENT NO. 2011013628 OF SARASOTA' COLNTY RECORDS:

[THIS ITEM MAY BE APPLICABLE TO THE PARENT PARCEL HOWEVER DOES NOT CONTAIN A PLOTTABLE DESCRIPTION AND IS
NOT SHOWN_ HEREON.]

{8) SRALT O RHT OF WAY FOR. ROKD PURPUSES BY COURT OROER OF TAKIG. RECORDED 01/22/2014 A5 INSTRUNENT
NO. 2014007973 OF SARASOTA COUNTY RECORDS.

[THIS TEM IS APPLICABLE TO THE_PARENT PARCEL AND DESCRIBES THE ADJOINER LOCATED TO THE EAST OF THE PARENT
PARCEL AND IS PLOTTED HEREON]

PARENT PARCEL

(PER REPORT NO. 01-24062739-01S)
SITUATED IN THE COUNTY OF SARASOTA AND STATE OF FLORIDA AND DESCRIBED AS FOLLOWS:

COMMENCE AT THE SOUTHEAST CORNER SECTION 20, TOMNSHP 38 SOUTH, RANCE 19 EAST, TENCE NORTH 83-48100"
TH LINE OF SAID SECTION 20. 1481.86 F! THE INTERSECTION OF THE SOUTHIESTERLY

R O HE G NTERSTATE 7 PR & PONT OF BEG\NN\NG TH[NCE CONTNUE NORTH 86°

ALONG 54D SOUTH LINE 80243 FEET 70 THE INTERSECTION OF Tt OUNDARY OF THE (muzwm%

BERWANENT RANAGE EXSEVENT (OF COVPEN SLOUGH) R[CDRDED i DFHC\AL RECDRD BOOK 41

PuBLE RECORDS OF SIRASOTA CONE: ORI THENCE NORTE 183520 HisT ALONS SAl BTy BOUKDARY

25205 T T NERGEENON- O TIE ALCREVENRONED SOLTMVESTERLY RIEHT-OF-WAY OF NTERSTATE 7o
THENCE SO0TH 325720" EXSF ALONG D ROHTLGF AY LNE. 105585 FLEF 10 TE FONT GF BEGRNING

LESS AND EXCEPT LAND CONVEYED TO COUNTY OF SARASOTA BY COURT ORDER OF TAKING, RECORDED 1/22/2014 AS
INSTRUNENT NO. 2014007073 OF SARASOTA COUNTY RECORDS.

TAX 1D NO: 0362001011
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DEVELOPMENT REGULATIONS. THIS MAP IS ONLY INTENDED FOR THE PARTIES AND
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SOUTHWEST 1/4 OF THE SOUTHEAST 1/4 OF SECTION 20,
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LESSEE’S 20’ NON—EXCLUSIVE ACCESS,
FIBER & UTILITY EASEMENT

TOGETHER WITH A 20-FOOT WIDE NON-EXCLUSIVE ACCESS, FIBER & UTILITY EASEMENT, LYING AND BENG IN THE
SOUTEST ) 0 THE SOUTHEAST 4 OF SECTION 20, TOUNSHP 38 SOUTH, RANEE 19 EAST, SIASOTA COUNTY, FLORIA,

'S’ GATE 15, RECOROED N DEED 00K 1916, PACE 1677 &
AUl o0k e A 5 RASOIR COUNTY RECORDS. AND BENG NORE PARTCLLARY DEGCRERD AS FOLL

To FIND THE PONT OF BEGNNNG, COMMENCE AT THE SOUTHEAST CORNER OF SAD SECTION 20, THENCE RUWNG Aok

THE SOUTH LINE OF SHD SECTON' 20, NORTH 854028" WEET 1483 £ LEANG SAD SOUTH LNE
BB A"EoRr A T TRUE PONT DF BESNNING: TUERCE o1

Q174D NEST, 305 PLET T0 & PONT TNCE. SOUTH STakser EAST, 7075 EET 10 A PONT, THENCE, B e

Aove e RO R CURVE TO THE LEFT, HAVING A RADIS OF° 10,00 FEAT AUD BENG SCREED B A CHORD BEARNG,

54455 EAST, 815'D
R\GHT P UNE OF HONORE AVDNUE: THENGE SONNIE ALCNG SAD WESTERLY AHT_GF ey LRE. SOUT 51 41
- 200 FEET, 10 A FONT, THENCE LEAVIG SuD VESTERLY RIGT-OF -WAY LINE AND RUNNNG, SOUTH 5815°05" WEST,
B0 FEET 0 A PONT, THINCE, 1,12 6 THE ARC OF ACURIE 10 THE RGHT, WAVIG A RDUS OF 3000 FEc
D BENG SCREED BY A CHORD 60 i NORT To s, Vst 245 fe1 10 A AN, THENCE, ORI 5
A POINT, THENCE, HORTH 01" EST, 344 FEET T0 A PONT; THeNCE o L7 WesT,
151 92 F[Er 158 PONT, TNCL, 12983 FEEF ALONS THE ARC.OF & o M LEFT A RS OF 14000
BANG SCRIBED B A CHORD BEARNG, NORTH 5615 44" WEST 113 17 FEET T0 A FONT; THENCE,
EFI9H VEST Soh 0 A POINT; THENCE, 50.29 FEET ALONG. A CORMVE 10/ G RIS 4
ROLS OF 500 F[EF AND EE\NC SCRBED B K CDkD.BEARING. NORTH 4708 b7 WEST £6.07 FRET T A FONY: iEnce,
00000 FEET 10 A PONT; THENCE, NORTH 30°00'00" WEST, 15,70 FEET T0 A PONT ON THE LESoce
BRETES] THENCE RUINNE ALONG 34 IFSee FREMiSES, NORTH 000000” BT VNG
SADLESSEE PREVISES D, RUNNING, NORTH 5000 70 FEET 10 A PDWT THENCE oo a st
104.28 FE T LA, 1 A6 T TN THE ARC S A CURE 1 7 KNG A bl OF 1808 FEET
0 SENS SCRBED B 4 CHORD BEARING, SOUT 4108 47 EAS. To 78 FEHTTO & PONT TNCE, SOUTH G7195¢ Eie,
#0645 FEET 10.A PONT; TENCE, 145,75 FEET ALONG THE RC 0 A CURVE 10 THE RIGHT, HAING A RADIS OF 16000
FEET AND BEING SCRIBED BY A CHORD BEARING, SOUTH 5615'44” EAST, 140.77 FEET TO A POINT, THENCE, SOUTH
30°07°55% EAST, 157.62 FEET 10 A POINT AND THE POINT OF BEGNNING.

BEARINGS BASED ON FLORIDA GIRD NORTH, NADS3, WEST ZONE.
SAID EASEMENT CONTAINS 0.7140 ACRES (31,100 SQUARE FEET), MORE OR LESS.

LESSEE PREMISES

AL THAT TRACT O PARCEL OF LAND LYNG MND BENG N THE SOUTANEST 4 OF THE SOLTHEAST 4, OF SECTON 20,
TONNSHIP 38 SOUTH, RANGE 19 EAST, SARASOTA COUNTY, FLORIDA, AND BEING A PORTION OF THE LANDS OF THE
KING'S GATE DLUB INC., AS RECORDED IN DEED BODK 1916, PAGE 1677, SARASOTA COUNTY RECORDS, AND BENG
MORE PARTICULARLY DESCRIBED AS FOLLOWS:

0_FND THe PONT OF BECNNNG, COMNENCE AT THE SOUTIEAST CORIER OF SAD SELTION 20, THENCE RUNING

INT; THENCE, NORTH
RN THENGE, 86T Gtor o VESr 3300 FEET 10 A PONT ATt PN of BRGNNG

BEARINGS BASED ON FLORIDA CRID NORTH, NADB3, WEST ZONE.
SAD TRACT CONTAINS 0.0574 ACRES (2,500 SQUARE FEET), MORE OR LESS.

ET 70 A

S i ¥ LCTRINULY SOE D S &1 VR TADG NG DT, SOMTRE
D T, PRIE THS OGCUMENT ARE NOT CONSDERED SINED D SEAED

SOultRE T B VEAPED o A BTG COES

| HEREBY GERTIFY THAT THIS NAP IS CORRECT AND WAS DRAWN UNDER MY

DIRECT SUPERVISION. ANY VISIBLE ENCROACHNENTS ARE SHOWN HEREON.

Digitally signed by Glenn Darrell Taylor
Glenn Darrell Taylor oeasts2: 72150 oioo

G DARRELL TAYLOR, FLORIDA PROFESSIONAL SURVEYOR & MAPPER #LS6304
THIS MAP IS NOT A CERTIFED SURVEY AND HAS NOT BEEN REVIEWED BY A
LOCAL GOVERNMENT AGENCY FOR COMPLIANCE WITH ANY APPLICABLE_ LAND

DEVELOPMENT REGULATIONS. THIS MAP IS ONLY INTENDED FOR THE PARTIES AND
PURPOSES SHOWN. THIS MAP IS NOT FOR RECORDATION.
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Peachtree City, GA 30269
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DIAMOND COMMUNICATIONS LLC
120 MOUNTAIN AVENUE, SPRINGFIELD, NJ 07081

KINGS GATE
SITE NO. 9
SOUTHWEST 1/4 OF THE SOUTHEAST 1/4 OF SECTION 20,
TOWNSHIP 38 SOUTH, RANGE 19 EAST,
SARASOTA' COUNTY, FLORDA
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1.00 GENERAL NOTES

1.01

m

112

113

ALL MATERIALS AND WORKMANSHIP SHALL CONFORM TO THE
DRAWINGS AND SPECIFICATIONS. ALL WORK SHALL BE DONE IN
ACCORDANCE WITH THE LATEST EDITION OF THE STATE, LOCAL AND
NATIONAL CODES, ORDINANCES AND OR REGULATIONS APPLICABLE
TO THIS PROJECT.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING THE
WORK OF ALL TRADES AND SHALL CHECK ALL DIMENSIONS. ALL
DISCREPANCIES SHALL BE CALLED TO THE ATTENTION OF THE
PROJECT MANAGER AND/OR ENGINEER AND BE RESOLVED BEFORE
PROCEEDING WITH WORK. WHERE THERE IS A CONFLICT BETWEEN
DRAWING AND AT&T SPECIFICATIONS, THE DIAMOND
COMMUNICATIONS PROJECT ENGINEER SHOULD BE CONTACTED FOR
CLARIFICATION.

ALL INFORMATION SHOWN ON THE DRAWINGS RELATIVE TO EXISTING
CONDITIONS IS GIVEN AS THE BEST PRESENT KNOWLEDGE, BUT
WITHOUT GUARANTEE OF ACCURACY. WHERE ACTUAL CONDITIONS
CONFLICT WITH THE DRAWINGS, THEY SHALL BE REPORTED TO THE
PROJECT MANAGER AND/OR ENGINEER SO THAT PROPER REVISIONS
MAY BE MADE. MODIFICATION OF DETAILS OF CONSTRUCTION SHALL
NOT BE MADE WITHOUT WRITTEN APPROVAL OF THE PROJECT
MANAGER AND/OR ENGINEER.

CONTRACTOR SHALL REVIEW AND BE FAMILIAR WITH SITE
CONDITIONS AS SHOWN ON THE ATTACHED SITE PLAN AND/OR
SURVEY DRAWINGS.

WAVEGUIDE BRIDGE AND EQUIPMENT CABINETS ARE SHOWN FOR
REFERENCE ONLY. REFER TO SEPARATE DRAWINGS FOR SPECIFIC
INFORMATION.

ALL FINISHED GRADES SHALL SLOPE MINIMUM 1/4 IN./FT. AWAY
FROM EQUIPMENT IN_ ALL DIRECTIONS. CONTRACTOR SHALL SLOPE
SWALES AS REQUIRED ALONG EXISTING TERRAIN TO DRAIN AWAY
FROM COMPOUND AND ACCESS DRIVE.

THE PROPOSED TOWER AND TOWER FOUNDATIONS WERE DESIGNED
BY OTHERS. TOWER INFORMATION PROVIDED ON THESE PLANS ARE
PROVIDED FOR REFERENCE PURPOSES ONLY. NOTIFY ENGINEER OR
PROJECT MANAGER OF ANY CONFLICTS OR DISCREPANCIES.
CONTRACTOR TO OBTAIN COPY OF TOWER DESIGN DRAWINGS, IF
AVAILABLE, FROM DIAMOND COMMUNICATIONS PROJECT MANAGER
TO CONFIRM COAX ROUTING AND ANTENNA MOUNT INFORMATION.

THE CONTRACTOR SHALL PROVIDE ADEQUATE EXCAVATION SLOPING,
SHORING, BRACING, AND GUYS IN ACCORDANCE WITH ALL
NATIONAL, STATE, AND LOCAL SAFETY ORDINANCES.

UPON COMPLETION OF CONSTRUCTION, CONTRACTOR IS
RESPONSIBLE FOR REPAIRING ANY DAMAGE CAUSED BY
CONSTRUCTION ACTIVITIES TO THE EXISTING ACCESS ROAD AND
COMPOUND GRAVEL AREAS. ANY NEW FILL MATERIALS SHALL BE
COMPACTED.

THE CONTRACTOR IS HEREBY NOTIFIED THAT PRIOR TO
COMMENCING CONSTRUCTION, HE IS RESPONSIBLE FOR CONTACTING
THE UTILITY COMPANIES INVOLVED AND SHALL REQUEST A
VERIFICATION AT THE CONSTRUCTION SITE OF THE LOCATIONS OF
THEIR UNDERGROUND UTILITIES AND WHERE THEY MAY POSSIBLY
CONFLICT WITH THE PLACEMENT OF IMPROVEMENTS AS SHOWN ON
THESE PLANS. THE CONTRACTOR OR ANY SUBCONTRACTOR FOR
THIS CONTRACT WILL BE REQUIRED TO NOTIFY "FLORIDA 811" 48
HOURS IN ADVANCE OF PERFORMING ANY WORK BY CALLING THE
TOLL FREE NUMBER (850) 432-4770 (OR 811). ANY UTILITIES
DAMAGED BY CONSTRUCTION ACTIVITIES SHALL BE REPAIRED BY
THE CONTRACTOR, AT NO EXPENSE TO THE OWNER.

CONTRACTOR TO PROVIDE DUMPSTER AND PORTABLE TOILET
FACILITY DURING CONSTRUCTION.

CONTRACTOR TO PROVIDE STYMIE LOCK OR EQUIVALENT AS
APPROVED BY DIAMOND COMMUNICATIONS PROJECT MANAGER.

CONTRACTOR TO PROVIDE ANY NECESSARY SIGNAGE PER DIAMOND
COMMUNICATIONS PROJECT MANAGER'S INSTRUCTIONS. SEE DETAIL
ON SHEET C7.

1.00 ZONING NOTES

2.01
LIGHTING: WIRELESS COMMUNICATION FACILITIES SHALL NOT BE ARTIFICIALLY
LIGHTED EXCEPT AS REQUIRED BY FEDERAL, STATE, OR LOCAL LAWS OR
REGULATIONS.

SIGNAGE. THE WIRELESS COMMUNICATIONS FACILITY SHALL HAVE SIGNAGE
TO IDENTIFY THE FACILITY AS A "NO—TRESPASSING AREA,” AND TO PROVIDE A
CURRENT EMERGENCY CONTACT, TELEPHONE NUMBER, SITE ADDRESS AND
OTHER INFORMATION AS MAY BE REQUIRED BY APPLICABLE FEDERAL, STATE,
OR LOCAL LAWS OR REGULATIONS. NO OTHER SIGNAGE SHALL BE ALLOWED ON
ANY WIRELESS COMMUNICATIONS FACILITY.

ABANDONMENT:

(A) IN THE EVENT THE USE OF ANY WIRELESS COMMUNICATIONS FACILITY IS
DISCONTINUED FOR A PERIOD OF 180 CONSECUTIVE DAYS, THE FACILITY
SHALL BE DEEMED TO BE ABANDONED. DETERMINATION OF THE DATE OF
ABANDONMENT SHALL BE MADE BY THE COUNTY ADMINISTRATOR, WHO
SHALL HAVE THE RIGHT TO REQUEST DOCUMENTATION AND/OR AFFIDAVITS
FROM THE TELECOMMUNICATIONS TOWER OWNER/OPERATOR REGARDING THE
ISSUE OF TOWER USAGE. EXCEPT WHERE THE COUNTY HAS DETERMINED THE
NON—USE CONSTITUTES AN UNSAFE CONDITION, AND A SHORTER RESPONSE
PERIOD IS SPECIFIED IN THE COUNTY'S NOTICE OF ABANDONMENT, THE
TOWER OWNER/OPERATOR SHALL RESPOND WITHIN 60 CALENDAR DAYS TO
THE ABOVE NOTICE OF ABANDONMENT.

(B) FAILURE OR REFUSAL BY THE TELECOMMUNICATIONS TOWER
OWNER/OPERATOR TO RESPOND FOR ANY REASON SHALL CONSTITUTE
PRIMA FACIE EVIDENCE THAT THE TOWER HAS BEEN ABANDONED.

E L
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Law Office of Mattaniah S. Jahn, P.A.

Law Office of Mattaniah S. Jahn, P.A.
Prepared specifically for:
Diamond Communications LLC
-PROPRIETARY/NOT FOR DISTRIBUTION TO OUTSIDE PARTIES-

Zoning Map — OUE-1 (1 du/5 ac)

10122124

CONFIDENTIAL Law Office of Mattaniah S. Jahn, P.A.

Law Office of Mattaniah S. Jahn, P.A.
Prepared specifically for:
Diamond Communications LLC
-PROPRIETARY/NOT FOR DISTRIBUTION TO OUTSIDE PARTIES-

CONFIDENTIAL

FLU Map - Moderate Density Residential (22 and <5 du/ac)
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KEY NOTES - ELECTRICAL EQUIPMENT

/ 1"\ OVERALL UTILITY ROUTING PLAN

PROPOSED LESSEE 20' WIDE
ACCESS AND UTILITY EASEMENT

\E2/ scate: =200

KEY NOTES - CONDUIT, CONDUCTORS, & MISC.

©
@

®

EXISTING LIT-FIBER HANDHOLE /PEDESTAL.

®

TRAFFIC RATED TELCO VAULT LABELED "DIAMOND FIBER". (SPACED
EVERY 500, AT MAJOR TRANSITIONS, AND AS NEEDED TO ALLOW
DARK FIBER TO BE PULLED)(SEE NOTE 4.05 ON SHEET Ef)

EXISTING ONE FIBER HANDHOLE (CONTRACTOR TO CONFIRM EXISTENCE
AND LOCATION)

TWO (2) 2” PVC CONDUIT FOR "DIAMOND FIBER" WITH TWO (2) PULL
ROPES. (SEE DETAIL 1/E5); (APPROXIMATELY 1,617+ LF); GENERAL
CONTRACTOR TO CONFIRM NEED FOR CONDUITS TO RIGHT OF WAY
AND HANDHOLE AT RIGHT OF WAY WITH DIAMOND CONSTRUCTION
MANAGER.

4" PVC BRIDGE FIBER CONDUIT. (IF NO EXISTING LIT FIBER
HANDHOLE /PEDESTAL IS PRESENT CONTRACTOR TO PROVIDER A 5'
LONG CAPPED STUB BRIDGE CONDUIT).

4" PVC BRIDGE FIBER CONDUIT. (IF NO EXISTING ONE FIBER
HANDHOLE IS PRESENT, BRIDGE CONDUIT WILL BE BY OTHERS)

] 100 200

GRAPHIC SCALE: 1" = 200"

NOTES:

GENERAL CONTRACTOR IS TO CONFIRM WITH VERIZON CONSTRUCTION
MANAGER WHETHER INSTALLATION OF THE TWO (2) 2" CONDUITS TO THE
RIGHT OF WAY WILL BE PART OF THE INITIAL CONSTRUCTION.

PROPOSED VERIZON TELCO VAULT WITHIN RIGHT OF WAY LOCATED
APPROXIMATELY 27° 09° 00.7°N, 82" 25' 13.5"W BASED ON GOOGLE EARTH
IMAGERY.
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- — KEY NOTES - ELECTRICAL EQUIPMENT
— _
‘ (3) UTILITY METER H—FRAME (SEE DETAIL 1/E3). Lroror mromunmon
‘ @ POWER STUB UP (SEE NOTE 4.04 ON SHEET E1). SITE NAME:
‘ KINGS GATE FL389
‘ —_— _——— — @ EXISTING LT FIBER HANDHOLE/PEDESTAL. (CONTRACTOR TO SITE #: FL389
l:n/‘ CONFIRM EXISTENCE AND LOCATION). PARCEL ID: 0362001011
(%) TRAFFIC RATED TELCO VAULT LABELED "VZW FIBER”. NoKOWS, T 34375
‘ (SEE NOTE 4.05 ON SHEET E1) SARASOTA COUNTY
—PLANS PREPARED BY: —————
‘ (5) TELCO BOX (SEE SHEET C4). ﬁ
(&) CIENA UNIT, IF NEEDED (SEE SHEET C2.1). mley)»Hom
(7) INTEGRATED LOAD CENTER (SEE SHEET C2.1). ALPHARETTA G 30000
ALNLEYHORN.CO
‘ VERIZON CONCRETE EQUIPMENT PAD (SEE SHEET C2.3).
(3) VERIZON CONCRETE GENERATOR PAD (SEE SHEET C2.3).
‘ DISCONNECT SWITCH (SEE SHEET C2.1).
‘ (i) NEMA HOFFMAN BOX (SEE SHEET E3.1)
‘ KEY NOTES - CONDUIT, CONDUCTORS, & MISC.
£ ‘ ® TWO (2) 4” PVC POWER CONDUITS FOR INCOMING SERVICE [REV—DATE:——ISSUED FOR——BY.—
LATERALS FROM LOCAL UTILITY (SEE TRENCH DETAILL 1/E5). 8
= 7
‘ 2" PVC POWER CONDUIT FROM PROPOSED METER RACK TO 5
3 EQUIPMENT RACK (SEE TRENCH DETAIL 1/E5). s
H TWO (2) 2" PVC TELCO CONDUITS, WITH TWO (2) PULL ROPES 4
g (© EncH (see TRENCH DETAL 1/E5). 3
a 4” PVC BRIDGE FIBER CONDUIT. (IF NO EXISTING LIT FIBER 2
2 ‘ (D) HANDHOLE /PEDESTAL IS PRESENT CONTRACTOR TO PROVIDE A 1 | 06/18/25 | CONSTRUCTION | ALP
3 5 LONG CAPPED STUB BRIDGE CONDUIT). 0 | 05/19/25 | CONSTRUCTION | ALP
TWO (2) 2" PVC CONDUITS FROM RIGHT OF WAY W/TWO (2) —LICENSER::
| ‘ L..__.._.._ (© PULL ROPES (SEE TRENCH DETAIL 1/E5 AND SHEET E2). —
! N 1,
o 2” PVC CONDUIT FOR ROUTING POWER CONDUCTOR TO THE “\\“\“ LAMA;{"&,,
2 (5 GENERATOR. (SEE TRENGH DETAIL 1/£5). SRR A
‘ 1” PVC CONDUIT FOR ROUTING GENERATOR CONTROL AND
‘ () ALARM SIGNAL CABLES TO THE GENERATOR
‘ (SEE TRENCH DETAIL 1/ES).
L —————— — — — — — — — — — — — 1” PVC CONDUIT FOR ROUTING POWER CONDUCTOR TO THE e Fws
. () GENERATOR BATTERY CHARGER AND THE GENERATOR BLOCK “ox iTATE OF 4§
X RN S8
HEATER (SEE TRENCH DETAIL 1/ES5). ."’6:9 ‘OR\‘!;& s
K TPy o I
“ip ONAL Eo®
1 UTILITY SERVICE ROUTING PLAN ) S
il ! \Y'
3 \E2.1/ scaie =10 W NOTES: T
p GENERAL CONTRACTOR IS TO CONFIRM WITH VERIZON CONSTRUCTION [m
MANAGER WHETHER INSTALLATION OF THE TWO (2) 2” CONDUITS TO DRAWN BY: CHECKED BYZ
THE RIGHT OF WAY WILL BE PART OF THE INITIAL CONSTRUCTION. e
[ 5 10 20
SHEET TITLE:
GRAPHIC SCALE: 1" = 10"
UTILITY SERVICE
ROUTING PLAN
SHEET NUMBER———————
g E2.1
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KEY NOTES - CONDUIT, CONDUCTORS, & MISC

GALVANIZED RIGID STEEL CAP, TYPICAL.

3" GALVANIZED RIGID STEEL PIPE, TYPICAL.

- " GALVANIZED STEEL CHANNEL (UNISTRUT #P1000 OR APPROVED
EQUWALENT) WITH PLASTIC END CAP (UNISTRUT #P2860), TYPICAL.

ONE (1) #2 AWG BARE SOLID TINNED COPPER BONDING CONDUCTOR IN §* P
CONDUIT FROM H-FRAME VERTICAL PIPE TO GROUND RING, EXOTHERMIC WELD
BOTH ENDS.

3" PVC CONDUIT WITH 6" EXPANSION SLEEVE FOR INCOMING SERVICE LATERALS
FROM LOCAL UTILITY. SEE DETAIL 3/E7 FOR TRENCHING INFORMATION.

1" PVC WITH ONE (1) — 3/0 BARE STRANDED TINNED COPPER GROUNDING ELECTRODE
CONDUCTOR (GEC) TO GROUND ROD, EXOTHERMIC WELD GEC TO GROUND ROD.

GROUND RING (SEE SHEETS E6—E7).

GROUND ROD, EXOTHERMIC WELD TO GROUND RING (SEE DETAIL 2/E7).

CONCRETE FOUNDATION FOR H-FRAME VERTICAL PIPE. CONCRETE SHALL
HAVE A 28-DAY COMPRESSIVE STRENGTH OF 3,000 PSI.

1J%” PVC POWER CONDUIT TO LGT PANEL.

CICICIORVNG @@0@

KEY NOTES - ELECTRICAL EQUIPMENT

200 AMP METER SOCKET IN NEMA 3R ENCLOSURE, TYPICAL OF 4.

FURNISH AND INSTALL SERVICE ENTRANCE RATED GANGED METER CENTER WITH
FOUR (4) — 200 AMP (22KAIC), 120/240 VOLT SINGLE PHASE SERVICE
POSITIONS IN NEMA 3R ENCLOSURE. COORDINATE SPECIFIC REQUIREMENTS WITH
LOCAL UTILITY.

@ 200 AMP, 2 POLE (22KAIC) DISCONNECT CIRCUIT BREAKER FOR TOP METER
ONLY. CONTRACTOR SHALL MOUNT THE METER CENTER SUCH THAT THE TOP
CIRCUIT BREAKER IS NO MORE THAN 6’ ABOVE GRADE.

©
®

P

/ 1\ METER RACK DETAILS - FRONT

\E3/ notToscALE

=)
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NEMA HOFFMAN BOX
(IX3' OR 4'X4’)
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8-0"
60" —PROJECT INFORMATION:
SITE NAME:
KEY NOTES - CONDUIT, CONDUCTORS, & MISC KINGS GATE FL389
SITE #: FL389

GALVANIZED RIGID STEEL CAP, TYPICAL.
3" GALVANIZED RIGID STEEL PIPE, TYPICAL.

1%" x 1%" GALVANIZED STEEL CHANNEL (UNISTRUT #P1000 OR APPROVED EQUIVALENT) WITH
PLASTIC END CAP (UNISTRUT #P2860), TYPICAL.

ONE (1) #2 AWG BARE SOLID TINNED COPPER BONDING CONDUCTORS (BC) FROM H—FRAME
VERTICAL PIPE TO GROUND RING, EXOTHERMIC WELD BOTH ENDS.

KEYNOTE NOT USED.

KEYNOTE NOT USED.
KEYNOTE NOT USED.

GROUND RING (SEE GROUNDING NOTES AND DETAIL SHEETS).

GROUND ROD, EXOTHERMIC WELD TO GROUND RING. (SEE GROUND ROD DETAIL).
CONCRETE FOUNDATION FOR H-FRAME VERTICAL PIPE. CONCRETE SHALL HAVE A 28 DAY

COMPRESSIVE STRENGTH OF 4,500 PSI.

KEYNOTE NOT USED.

KEYNOTE NOT USED.

TWO (2) 4" CONDUIT TO OUTSIDE FENCED COMPOUND, STUBBED AND CAPPED.

KEYNOTE NOT USED.

#2 SOLID TINNED IN %" PVC CONDUIT, CAD WELDED TO GROUND BAR AND GROUND RING.

KEY NOTES - ELECTRICAL EQUIPMENT

KEYNOTE NOT USED.

KEYNOTE NOT USED.

PARCEL ID: 0362001011
1380 RANCH RD
NOKOMIS, FL 34275
SARASOTA COUNTY

TPLANS PREPARED BY:

Kimley»Horn

11720 AMBER PARK DRIVE, SUITE 600

WNKINLEY—HORN.COM

TREV:Z—DATE:——ISSUED FOR—BY:—,
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@ HOFFMAN BOX IN NEMA 4X ENCLOSURE. ’o, \?_B,}_. “ 1B
'41,, ONALQ“ \a
(4) xewore Nor useD. gaan™ \p)
—KHA PROJECT NUMBER:
@ ONE (1) 2" X 12" COPPER GROUND BAR. [m
DRAWN BY:_____CHECKED BY:
DMF
NOTE: FOR CLARITY PURPOSES, THE REAR X
ELEVATION OF THE "H" FRAME ONLY SHOWS SHEET TLE:
EQUIPMENT AND CONDUIT ASSOCIATED WITH THE
REAR SIDE. SEE SHEET E4 FOR DETAILS
ASSOCIATED WITH EQUIPMENT AND CONDUIT METER RACK
MOUNTED ON THE FRONT SIDE OF THE "H" FRAME, DETAILS - REAR
/ 1\ METER RACK DETAILS - REAR —
\E3.1/ notTOsCALE ( E3.1
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RF
CABINET

Generator

Control
Module

REQUIRED SIGNAGE PER NEC 702 AT SERVICE DISCONNECT
"WARNING: Shock hazard exists if grounding electrode conductor or bonding jumper connection
in this equipment is removed while alternate source(s) is energized. Opening the equipment
disconnect will cause the stand-by generator to start. To remove power entirely from the
equipment, the generator must be turned OFF using emergency stop switch."

REQUIRED SIGNAGE PER NEC 702 AT SERVICE
DISCONNECT & INTEGRATED LOAD CENTER

"NOTE: Emergency power is supplied by a stand-by
generator located behind Verizon equipment rack.”

/ 1"\ ELECTRICAL SINGLE LINE DIAGRAM

\E4/ notToscaLe

KEY NOTES - CONDUIT, CONDUCTORS, & MISC

@RI UEEIDEEE®

ry

TWO (2) 4" CONDUITS BY CONTRACTOR FOR INCOMING SERVICE LATERALS
BY LOCAL UTILITY FOR 800 AMP, 120/240 VOLT SINGLE PHASE SERVICE.

BOND GROUND BUS TO NEUTRAL BUS AND GROUND BUS TO ENCLOSURE
WITH 2/0 BONDING JUMPERS.

ONE (1) 2/0 BARE STRANDED TINNED COPPER GEC TO GROUND ROD,
EXOTHERMIC WELD GEC TO GROUND ROD.

THREE (3) 3/0 CONDUCTORS AND ONE (1) #6 AWG GROUND IN 2"
NDUIT.

TWO (2) #12 AWG CONDUCTORS AND ONE (1) #12 AWG GROUND IN 1"

CONDUIT.

ONE (1) #2 BARE TINNED COPPER FROM GROUNDING LUG IN ILC TO
GROUND ROD, EXOTHERMIC WELD TO GROUND ROD.

AUTOMATIC TRANSFER SWITCH ALARM AND GENERATOR CONTROL CABLES
IN 1" CONDUIT.

FOUR (4) #12 CONDUCTORS AND ONE (1) #12 AWG GROUND IN 1”
CONDUIT.

THE GENERATOR, WHEN UTILIZING A TWO POLE ATS WITH A SOLID
NEUTRAL, IS NOT A SEPARATELY DERIVED SYSTEM. THEREFORE, DO NOT
BOND THE NEUTRAL TO THE GROUND AT THE GENERATOR.

TWELVE (12) #10 AWG THHN CONDUCTORS AND THREE (3) #10 AWG EG IN
2" PVC CONDUIT.

ALARM CABLES IN 1" PVC CONDUIT.

ONE (1) — #2 BARE TINNED COPPER FROM GROUNDING LUG IN
DISCONNECT SWITCH TO GROUND RING, EXOTHERMIC WELD TO GROUND
RING.

THREE (3) 3/0 AWG CONDUCTORS AND ONE (1) #4 AWG EG IN 2"
CONDUIT. VERIFY GENERATOR BREAKER DOES NOT EXCEED 200 AMPS.

1" PVC CONDUIT FOR ROUTING POWER CONDUCTORS FROM THE ILC TO THE
EMERGENCY GENERATOR STOP SWITCH.

TWELVE (12) #10 AWG THHN CONDUCTORS AND THREE (3) #10 AWG. FOR

RECTIFIERS AND TWO (2) #10 THHN CONDUCTORS AND ONE (1) #10 AWG
FOR CABINET MOUNTED GFI OUTLET, ALL IN ONE 2" PVC CONDUIT.

EY NOTES - ELECTRICAL EQUIPMENT

Q@ &8 BEE ©

FURNISH AND INSTALL 800 AMP, 3—WIRE, SINGLE PHASE, 120/240 VOLT,
22KAIC, FOUR—SPACE MULTI-GANG METER CENTER WITH 200 AMP RATED
METER SOCKETS IN NEMA 3R ENCLOSURE, SE RATED. CONTRACTOR SHALL
FURNISH AND INSTALL 200 AMP CIRCUIT BREAKER AT METER BASE IF NOT
ALREADY EXISTING.

20 AMP GFCl DUPLEX OUTLET RECEPTACLE AND TIMER SWITCH, ENERLITES
HETO6 SERIES (OR APPROVED EQUIVALENT) IN LOCKABLE NEMA 3R
ENCLOSURE.

FURNISH AND INSTALL SE RATED 240 V, 200 AMP, 2 POLE, NON—FUSED
DISCONNECT IN NEMA 3R ENCLOSURE.

200 AMP, 120/240 VOLT, ILC WITH 42 SPACE PANEL AND AUTOMATIC
TRANSFER SWITCH. ALL CIRCUIT BREAKERS SHALL BE RATED 10KAIC
MINIMUM. ILC IS FURNISHED BY VZW AND INSTALLED BY GENERAL
CONTRACTOR.

FURNISH AND INSTALL TWO (2) AREA LIGHTS, (LITHONIA
HFR—250M—TA120—-DNA-LP1), (OR APPROVED EQUIVALENT).

50 KW GENERATOR, CONTRACTOR SHALL COORDINATE SPECIFIC GENERATOR
CONFIGURATION WITH OWNER AND INSTALL THE GENERATOR I

ACCORDANCE WITH MANUFACTURER'S INSTALLATION INSTRUCTIONS.
GENERATOR BREAKER SIZED AND PROVIDED BY GENERATOR
MANUFACTURER.

EMERGENCY GENERATOR STOP SWITCH IN NEMA 3R ENCLOSURE WILL BE
FURNISHED BY VERIZON AND INSTALLED BY GC.
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{4
PANEL SCHEDULE - VERIZON INTEGRATED LOAD CENTER 'w‘
Voltage: 240/120 Volts MCB Size: 200 Amps
Phase, Wires: Single Phase, 3 Wire AIC Rating: 10,000 Amps min L AROJECT INFORMATION:
Mounting Typ Bus Rating: 200 Amps T
Enclosure Type: NEMA 3R Neutral Rating: 100% SITE NAME:
KINGS GATE FL389
Load (kVA) | gircuit | Ckt Ckt| Circuit | Load (KVA) 5 ARCSEIIEIIZ’; :;3"6328090101 4
Load Served A B | BkrSize| Nbr Nbr| BkrSize| A B | Load Served 1380 RANGH RO
NOKOMIS, FL 34275
RECTIFIER 1 1.78 oo 2| 1P-20 | 058 AREA LIGHTS/GFCl SARASOTA COUNTY
1.78 3 4| 1P-20 1.50 | GEN BLOCK HEATER CPLANS PREPARED BY: —————
RECTIFIER 2 1.78 oo |5 6| 1P-20 | 0.30 GEN BATTERY CHARGER] lele ») Horn
1.78 7 8 0.00 | SPACE
11720 AMBER PARK DRIVE, SUTE 600
RECTIFIER 3 1.78 oo |2 10 0.18 CAB DUPLEX OUTLET A
1.78 11 12| ——— 0.00 | SPACE WWNKINLEY-HORN.COM
1.78 13 14 1.78
RECTIFIER 4 2P-20 —— —— 2pr-20 RECTIFIER 9
1.78 15 16 1.78
1.78 17 18 1.78
RECTIFIER 5 2P-20 — f— 2p-20 RECTIFIER 10
1.78 19 20 1.78
1.78 21 22 0.00
RECTIFIER 6 2P-20 [— 1 2P-20 RECTIFIER 11 (SPARE)
1.78 23 24 0.00
1.78 25 26 0.00
RECTIFIER 7 2P-20 ——r —— 2P-20 RECTIFIER 12 (SPARE)
1.78 27 28 0.00
L RECTIFIER 8 1.78 P20 29 30 —— 0.00 SPACE ~REV:Z—DATE:_—ISSUED FOR::
a 1.78 31 32| ——— 0.00 | SPACE 8
E SPACE 0.00 ———— |33 34| ———— | 0.00 SPACE z
N 6
E SPACE 0.00| ———— | 35 36 | ———— 0.00 | SPACE S
g SPACE 0.00 — |7 38| ———— | 0.00 SPACE 4
8 3
B TVSS 0.00 39 40 | ———— 0.00 | SPACE
& (INTERNAL TO ILC) 2P-30 —— 2
ol 0.00 M 42 —— 0.00 SPACE 1 | 06/18/25 [ CONSTRUCTION [ ALP
) 05/19/25 | CONSTRUCTION | ALP
8 Sub-Total (kVA) | 14.24 | 14.24 462| 508 Sub-Total (kVA) Lo Loo/1a/2s [ ©
I A B —LICENSER:
!
! 18.86 | 19.30 Ty,
o 1y,
J SO LAMAg s,
K LOAD SUMMARY 38.16 Total Connected (KVA) ) S
Connected Demand >
Load (kVA) | Demand | Load (kVA)
Load Description A B Factor A B
RECTIFIERS /EQUIP 17.80 [17.80 1.00 17.80 |17.80 7
33 STATE Jws
LARGEST MOTOR 0.00 | 0.00 1.00 0.00 | 0.00 ‘,’%f oi >.$45
2 anion Y ot 1 H
ALL OTHER MOTORS 0.00 | 0.00 1.00 0.00 | 0.00 ’o,(@b....me“(?‘s M,.
(/ \)
g LIGHTING 0.40 | 0.00 1.25 0.50 | 0.00 "mg,“f,‘,\‘;.“\“w
o DUPLEX RECEPTACLES | 0.36 | 0.00 1.00 0.36 | 0.00 KHA PROJECT NUMBER' —————
M TOTAL MISCELLANEOUS | 0.30 | 1.50 1.00 0.30 | 1.50 [m
Total Power per Phase |18.96 [19.30 | kVA DRAWN BY: CHECKED BY:
Total Demand Current per Phase |158.00|161.00| Amps —
Total Demand Power 38.26 KVA
*NOTE:  CIRCUIT LOAD AND DEMAND FACTOR PROVIDED BY VERIZON. PANEL SCHEDULE
m PANEL SCHEDULE SHEET NUMBER———————
3 \E4.1/ noTToscALE E41
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FINISHED GRADE.

CRUSHED AGGREGATE, SEE
CIVIL DRAWINGS FOR DETAILS.

12"

COMPACTED BACKFILL.

24" MIN, 36" MAX

6" WIDE METALLIC UTILITY WARNING
TAPE. IDEAL INDUSTRIES #42-251
OR APPROVED EQUIVALENT.

VARIES

UNDERGROUND CONDUITS, SEE
PLANS FOR SIZE & QUANTITY.

& 1o &

24"

NOTES:

1. IF GROUND SURFACE IS OTHER THAN NEWLY GRAVELED AREA. CONTRACTOR IS TO RESTORE

TO ORIGINAL CONDITION.

2. PROVIDE PVC CONDUIT BELOW GRADE EXCEPT AS NOTED BELOW.

3. PROVIDE SCHEDULE 40 OR SCHEDULE 80 PVC CONDUIT & ELBOWS AT STUB UP LOCATIONS
(1.E. POLES, EQUIPMENT, ETC.)

4. PROVIDE SCHEDULE 8O PVC CONDUIT BELOW PARKING LOTS AND ROADWAYS.

/ 1"\ TYPICAL TRENCH DETAIL

\E5/ notToscale
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GROUNDING NOTES

THE GROUND RING SHALL CONSIST OF #2 AWG BARE SOLID TINNED
COPPER (STC) CONDUCTOR, UNLESS NOTED OTHERWISE, BURIED AT
30" BELOW FINISHED GRADE (OR BELOW FROST LINE). LOCATE 24”
MINIMUM AND 36" MAXIMUM FROM EQUIPMENT AREA AND FROM
TOWER FOUNDATION. ALL CONNECTIONS SHALL BE MADE USING A
PARALLEL TYPE EXOTHERMIC WELD, UNLESS NOTED OTHERWISE.

INSTALL GROUND RODS AS SHOWN AND AS REQUIRED. GROUND
RODS TO BE COPPER CLAD STEEL, 5/8” DIAMETER AND 10FT IN
LENGTH. SPACING BETWEEN GROUND RODS SHALL BE 10FT MINIMUM
AND 15FT MAXIMUM. TOP OF GROUND ROD TO BE 30" MINIMUM
BELOW GRADE (OR BELOW FROST LINE). BOND TOP OF GROUND
ROD TO GROUND WIRE WITH EXOTHERMIC WELD. DO NOT
EXOTHERMICALLY WELD ANYTHING TO GROUND ROD EXCEPT GROUND
WIRE WHICH PASSES OVER TOP OF GROUND ROD (CLAMPED
CONNECTIONS TO GROUND ROD PER TOWER MANUFACTURERS
DETAILS ARE ACCEPTABLE).

EQUIPMENT GROUND RING SHALL HAVE A MINIMUM OF 4 GROUND
RODS, INSTALLED AT THE CORNERS OF THE GROUND RING PLUS
ADDITIONAL RODS AS REQUIRED TO COMPLY WITH THE SPACING
REQUIREMENTS. TOWER GROUND RING SHALL HAVE A MINIMUM OF 3
GROUND RODS, EXCEPT USE 4 RODS AT A MONOPOLE TOWER.
WHERE SPREAD TOWER FOOTING WOULD PREVENT GROUND RODS
FROM BEING DRIVEN INTO SOIL ADJACENT TO TOWER, PROVIDE
VERTICAL 1" DIAMETER PVC SLEEVES EMBEDDED IN FOOTING TO
ALLOW INSTALLATION OF GROUND RODS.

EQUIPMENT GROUND RING AND TOWER GROUND RING SHALL BE
BONDED TOGETHER WITH TWO #2 STC GROUND LEADS, TYPICALLY
ONE ON EACH SIDE OF ICE BRIDGE.

BOND TOWER TO TOWER GROUND RING AT THREE LOCATIONS WITH
#2 STC GROUND LEAD. SELF SUPPORT TOWERS SHALL HAVE EACH
LEG BONDED TO GROUND RING, MONOPOLES AND GUYED TOWERS
SHALL HAVE GROUND LEADS EQUALLY SPACED AROUND TOWER.
EXOTHERMICALLY WELD GROUND LEADS TO TOP OF BASE PLATES,
OR ATTACH TO TOWER USING TOWER MANUFACTURER PROVIDED
DETAIL.

PROVIDE #2 STC RADIALS FROM THE TOWER GROUND RING TO EACH
FENCE CORNER POST. RADIALS SHALL HAVE GROUND RODS AS PER
THE REQUIRED SPACING. THE GROUND ROD AT THE END OF EACH
RADIAL SHALL BE 24" MAXIMUM FROM FENCE CORNER POST.
EQUIPMENT AREA GROUND RING AND CONNECTING GROUND LEADS
[BETWEEN EQUIPMENT AREA AND TOWER GROUND RINGS] MAY BE
USED AS PART OF THE RADIAL GOING TO THE FENCE CORNER
POST CLOSEST TO THE EQUIPMENT AREA.

MINIMUM BEND RADIUS FOR #2 AWG GROUND WIRE IS 12", EXCEPT
USE 24" FOR TOWER GROUND RINGS AND EQUIPMENT PAD GROUND
RINGS.

GROUND ALL EXTERIOR EXPOSED METAL OBJECTS. USE TWO HOLE
LUGS FOR CONNECTION TO FLAT METAL SURFACES. USE ONLY
STAINLESS STEEL HARDWARE ON ALL MECHANICAL CONNECTIONS.
CLEAN ALL SURFACES (AND STRIP PAINTED SURFACES) TO BARE
BRIGHT METAL PRIOR TO MAKING GROUND CONNECTIONS. APPLY
ANTI—OXIDE_COMPOUND TO ALL CONNECTIONS. APPLY ZINC RICH
PAINT (COLD GALV.) TO ALL EXOTHERMIC WELDS, AND TO ANY
METAL EXPOSED BY CLEANING, STRIPPING, GRINDING, CUTTING OR
DRILLING.

ALL GROUNDING CONDUCTORS ABOVE GRADE SHALL BE RUN IN
3/4" FLEXIBLE PVC CONDUIT. CONDUIT SHALL BEGIN WITHIN 3/4"
OF ABOVE GROUND CONNECTION POINT, SHALL EXTEND 24 BELOW
GRADE MINIMUM, AND SHALL BE FILLED WITH SEALANT AT ABOVE
GROUND CONNECTION POINT. SECURE CONDUIT EVERY 24" ON
VERTICAL RUNS AND EVERY 36" ELSEWHERE WITH NON—METALLIC

10B.

. AT GUYED AND SELF SUPPORT TOWERS MOUNT TDSGA—PA14

TOWER BOTTOM GROUND BAR ON DEDICATED POST DIRECTLY BELOW
COAX CABLES COMING OFF TOWER. POST TO BE 3.5" 0D
GALVANIZED SCHEDULE 40 PIPE WITH GALVANIZED PIPE CAP. TOP
OF POST TO BE 78" ABOVE GRADE. EMBED POST 30" MINIMUM IN
12" DIAMETER BY 36" DEEP MINIMUM CONCRETE FOOTING WITH TOP
OF FOOTING 6” BELOW GRADE. IF TOWER FOUNDATION OBSTRUCTS
AUGERED FOOTING, USE POST WITH 10" SQUARE GALVANIZED STEEL
FLANGE PLATE WELDED TO BOTTOM AND BOLT FLANGE TO TOP OF
CONCRETE TOWER FOOTING.

AT MONOPOLE TOWERS CLAMP TDSGA-BC14 TOWER BOTTOM
GROUND BAR DIRECTLY TO TOWER. IF RUNNING COAX INSIDE
MONOPOLE, CLAMP ONTO BOTTOM LIP OF EXIT PORT. IF BANDING
COAX TO OUTSIDE OF TOWER, CLAMP ONTO STEEL ANGLE WHICH IS
BANDED TO TOWER. BOND TDSGA-BC14 TO TOWER GROUND RING
WITH TWO #2 STC LEADS LUGGED TO GROUND BAR AND
EXOTHERMICALLY WELDED TO GROUND RING.

AT EQUIPMENT AREA, INSTALL TDSGA—-PA14 EXTERIOR GROUND BAR
(THRU—BOLTED STYLE) AT BASE OF (2) INTERIOR H—FRAME POSTS
AND AT TOP OF ICE BRIDGE POST WHICH IS NEAREST TO (BUT
CLOSER TO TOWER THAN) THE COAX CABLE TERMINATION. MOUNT
GROUND BAR TO H—FRAME POSTS AT 6" ABOVE GRAVEL AND TO
ICE BRIDGE POST AT BFT ABOVE GRAVEL.

ALL ICE BRIDGE SECTIONS ARE TO BE JUMPERED TOGETHER WITH
#2 WIRE, EITHER BARE TINNED COPPER OR GREEN INSULATED
STRANDED. ICE BRIDGE SHALL BE GROUNDED AT EACH END WITH
#2 STC WIRE LUGGED TO ICE BRIDGE AND EXOTHERMICALLY WELDED
TO UPPER PORTION OF NEAREST ICE BRIDGE POST. ICE BRIDGE
SECTIONS ABOVE H—FRAME SHALL BE BONDED TO EACH OTHER
WITH JUMPERS AT EACH END — THIS ASSEMBLY WILL BE
CONSIDERED AS A SINGLE ICE BRIDGE SECTION FOR GROUNDING
PURPOSES.

BOND EACH ICE BRIDGE POST, H—FRAME POST OR DEDICATED
GROUNDING POST TO BURIED GROUNDING SYSTEM WITH #2 STC
LEAD EXOTHERMICALLY WELDED TO POST BELOW TOP OF GRAVEL
AND EXOTHERMICALLY WELDED TO GROUND RING. EACH POST TO
HAVE SEPARATE GROUND LEAD DIRECTLY TO GROUND RING — DO
NOT DAISY CHAIN POSTS TOGETHER.

BOND EACH RF CABINET TO EQUIPMENT GROUND RING WITH #2
AWG TINNED SOLID BARE COPPER CONDUCTOR LUGGED TO CABINET
BODY AND EXOTHERMICALLY WELDED TO GROUND RING. LUG TO
CABINET BODY USING LOCATION AT WHICH STUDS ON CABINET
CHASSIS HAVE DIRECT GROUND WIRE CONNECTION TO CABINET
INTERNAL GROUND BAR. RUN CONDUIT AND CONDUCTOR ACROSS
BACK OF CABINET (DO NOT RUN TOWARDS NEAREST CORNER OF
CABINET AND THEN BEND GROUND WIRE SHARPLY), ACROSS
CONCRETE PAD BELOW CABLE LADDER, THEN DOWN INTO GRAVEL

BOND EACH BATTERY CABINET TO GROUND RING WITH #2 AWG
TINNED SOLID BARE COPPER CONDUCTOR LUGGED TO CABINET
BODY AND EXOTHERMICALLY WELDED TO GROUND RING. RUN
GROUND LEAD IN FLEX CONDUIT ALONG BACK OF RBA72 CABINET,
ACROSS CONCRETE PAD BELOW CABLE LADDER, THEN DOWN INTO
GRAVEL AREA. CONNECT TWO HOLE LUG TO BACK OF CABINET AT
FACTORY PROVIDED GROUNDING STUDS.

BOND GENERATOR TO GROUND RING WITH #2 STC AT TWO
DIAGONALLY OPPOSITE LOCATIONS BY DRILLING AND BOLTING TWO
HOLE LUG TO FINS ON GENERATOR BASE STRUCTURE. GROUND
LEADS SHOULD TAKE SHORTEST PATH ACROSS CONCRETE PAD TO
GRAVEL AREA, THEN CONTINUE TO GROUND RING.

20.

21,

22.

23.

24.

25.

26.

S

WHERE PROPANE TANK IS INSTALLED TO FUEL GENERATOR, BOND
PROPANE TANK TO GROUND RING WITH A SINGLE #2 STC CLAMPED
TO FILLER PIPE OF PROPANE TANK AND EXOTHERMICALLY WELDED
TO GROUND RING. GROUND LEAD SHOULD RUN TO TANK SUPPORT
AND TAKE SHORTEST PATH ACROSS CONCRETE PAD TO GRAVEL
AREA, THEN CONTINUE TO GROUND RING. IF PROPANE TANK FUEL
LINE IS METALLIC AND CROSSES EQUIPMENT GROUND RING, BOND
FUEL LINE TO EQUIPMENT GROUND RING WHERE THE TWO LINES
CROSS WITH A SINGLE #2 STC CLAMPED TO FUEL LINE AND
EXOTHERMICALLY WELDED TO GROUND RING.

BOND GPS ANTENNA and GPS ANTENNA MOUNT TO TSDGA GROUND
BAR AT BOTTOM OF H—FRAME POST WITH #2 GREEN INSULATED
STRANDED GROUND WIRE.

PROVIDE TWO GROUND RODS OUTSIDE GATES OF COMPOUND.
DISTANCE BETWEEN GROUND RODS SHALL MATCH WIDTH OF GATE
OPENING, AND DISTANCE FROM FENCE SHALL MATCH LENGTH OF
LONGEST INDIVIDUAL GATE LEAF. BOND GATE POSTS TOGETHER WITH
#2 STC LEAD WHICH RUNS PAST AND CONNECTS TO GROUND RODS
OUTSIDE GATES.

BOND EACH GATE POST WITH #2 STC TO NEAREST PORTION OF
GROUNDING SYSTEM INSIDE COMPOUND.

BOND EACH GATE TO GATE POST WITH FLEXIBLE INSULATED OR
BRAIDED #4/0 COPPER STRAP. EXOTHERMICALLY WELD STRAP TO
BOTH GATE AND GATE POSTS.

ANY METAL FENCE POST WITHIN 6FT OF A GROUNDED METAL
OBJECT SHALL BE BONDED TO THE NEAREST GROUND RING. ANY
METAL FENCE WITHIN 6FT OF A GROUND RING SHALL HAVE THE
LINE POSTS BONDED TO THE GROUND RING AT 20FT MAXIMUM
INTERVALS AS MEASURED ALONG THE LENGTH OF THE FENCE.

WHERE GROUND BASED RRU’S, RAYCAP OVP'S OR DIPLEXERS ARE
INSTALLED AT THE EQUIPMENT AREA, BOND EACH COMPONENT TO
NEAREST TDSGA GROUND BAR BELOW THE COMPONENT WITH #2
GREEN INSULATED STRANDED GROUND WIRE. SINGLE HOLE LUG OR
RING TYPE CONNECTOR IS SUITABLE FOR CONNECTION TO
GROUNDING STUD ON EACH COMPONENT.

NOTIFY CM TO INSPECT GROUND RING BEFORE BACKFILLING.
CONTRACTOR SHALL HIRE A 3RD PARTY TO PERFORM AN IEEE81
FALL OF POTENTIAL METHOD GROUND TEST. MAXIMUM ALLOWABLE
RESISTANCE TO GROUND IS 5 OHMS. PROVIDE ADDITIONAL GROUND
SYSTEM COMPONENTS AS REQUIRED TO ACHIEVE THIS VALUE.

REFER TO TOWER GROUNDING DIAGRAM AND NOTES FOR GROUND
SYSTEM REQUIREMENTS ON THE TOWER.

GROUNDING OF ALL ELECTRICAL EQUIPMENT SHALL BE AS PER NEC,
MUNICIPAL AND UTILITY COMPANY REQUIREMENTS.
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GRAPHIC SCALE: 1" = 10"

KEY NOTES - GROUNDING EQUIPMENT

GROUND ROD TEST WELL (SEE DETAIL 1/€9).
GROUND ROD, TYPICAL
(SEE DETAIL 2/E9 AND NOTES 2 AND 3 ON E6).

TOWER AND EQUIPMENT GROUND RING
(SEE NOTES 1, 3, 4, 5, 6 AND 7 ON E6).

TDSGA—PA14 OR TDSGA—BC14 WHERE APPLICABLE
(SEE NOTES 10 AND 11 ON EB).

GENERATOR GROUNDING (SEE NOTE 16 ON E6).
GPS ANTENNA GROUNDING (SEE NOTE 18 ON ES).
RF CABINET GROUNDING (SEE NOTE 14 ON ES).

RRU'S AND OVP'S GROUNDING (SEE NOTE 23 ON EB).
ICE BRIDGE POST BOND TO GROUND RING, TYPICAL
(SEE NOTES 12 AND 13 ON ES).

FENCE POST GROUNDING, TYPICAL.
(SEE NOTE 22 ON E6).

GATE GROUNDING, TYPICAL.
(SEE NOTES 19, 20 & 21 ON EB).

UTILITY H-FRAME GROUNDING, TYPICAL.
(SEE SHEET E3 AND NOTE 13 ON E6).

TOWER GROUNDING, TYPICAL.
(SEE NOTES 5, 6 & 25 ON EB).

GROUND RADIALS, TYPICAL (SEE NOTE 6 ON ES).

REFER TO SHEETS E6, E7, E8 & E9 FOR GROUNDING
NOTES, DETAILS, AND SPECIFICATIONS.
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EXOTHERMIC WELD
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5/8" DIAMETER
/ COPPER CLAD STEEL

GROUND ROD 10" LONG
(MIN.)

/"1 GROUND ROD DETAIL

F

TRETA

THEVS

TWPEPS

/ 2"\ STANDARD EXOTHERMIC WELD DETAILS

TVFEVS

NON-THREADED DROP IN CAP\ [F\N\SHED GRADE

2 AWG WIRE LOOPED [

FOR TESTING PURPOSES ——] I PrE

]
= x 3-0" Loe
CONNECTION TREATED [[] WHITE PuC SLEEVE
WTH 2 COATS COLD ,‘7‘

GALVANIZED PANT : T, woe x 2 it si07
GROUND CONDUCTOR FOR GROUND CONDUCTOR

]
[

\ CADHELD (TYP.)

127 MIN.

3 OF CRUSHED
ROCK BELOW WELD —
VELD SHALL RENAIN

GROUND ROD

m INSPECTIONS DETAIL-TESTING PURPOSES

\E8/ norToscaLE

HARGER ITEN #43771

GROUND INSPECTION VELL ™\ /HMSHED GRADE

[= 6% x 30" LONG WHITE

SCH. 80 PVC SLEEVE

#2 AWG GROUND LEAD TO CELL
REFERENCE GROUND BAR

#2 AWG GROUND LEAD TO
EXTERIOR GROUND BAR

EXOTHERMIC WELD 777
CONNECTION TREATED 111
WTH 2 COATS COLD

GALVANIZED PAINT ]

[ 1" WDE X 2" HIGH SLOT
FOR GROUND CONDUCTOR

GROUND CONDUCTOR

GROUND ROD .
3" OF CRUSHED
ROCK BELOW WELD -
WELD SHALL REMAN
VISIBLE

\E8/ norToscaLe

EXOTHERNIC WELD

CONNECTION TREATED

WITH 2 COATS COLD
GALVANIZED PAINT

GROUND CONDUCTOR

GROUND ROD

\E8/ notT1oscaLe

HARGER ITEM 43771
GROUND INSPECTION WELL ™\

[HN\SHED GRADE

63 X 30" LONG WHITE
SCH. 80 PVC SLEEVE

#2 AWG GROUND LEAD TO
AT&T GROUND RING

1" WIDE X 2" HIGH SLOT
FOR GROUND CONDUCTOR

3" OF CRUSHED
ROCK BELOW WELD -
WELD SHALL REMAIN
VISIBLE
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KEY NOTES - ELECTRICAL EQUIPMENT

@ #6 AWG INSULATED STRANDED COPPER.

@ #6 AWG INSULATED STRANDED COPPER.
CONNECT COAX GROUND KITS DIRECTLY
TO TOWER TOP CIGBE ONLY.

@ #2 AWG SOLID TINNED COPPER.

#2 AWG SOLID TINNED COPPER.
(IF GROUNDING POST NOT AVAILABLE)

#2 AWG SOLID TINNED COPPER GROUND
RING BURIED 30" BELOW GRADE.

(6) TOWER ACTS AS CONDUCTOR.

FROM TOWER BUT BONDED TO TOWER
WITH #2 AWG INSULATED STRANDED
COPPER AND CLAMPED, OR EXOTHERMIC
WELD, UNLESS OTHERWISE NOTED.

4/0 BRAIDED COPPER STRAP,
EXOTHERMIC WELD TO BOTH GATE AND
GATE POST.
BOND GROUND BAR TO GROUNDING

POST USING THROUGH BOLT
CONNECTION.

#2 AWG INSULATED STRANDED COPPER.

TOWER GROUND BARS WILL BE ISOLATED

GPS Antenna

@ EQUIPMENT

Coax Ground kit |

I~

Cable 1/Feed Line ‘

l Ground Bar &

@ TOWER
Coax Ground kit |

[ Tower Bottom ‘

Grounding
Post 4 3
Cabinets
9 (OUTDOOR)

Coax Ground Kit
Cable 1/Feed Line

Interior

Grounding
Bar

Cable 1/Feed Line ‘ Ground Bar ‘
s
|
zZ| z
o o
ul oy
ol ©
g2l =
[*] o
2| z
o o
s £
<1
Intermediate CIGBE - oo,

(See Note 7)

®

Grounding
Post (Lattice)
N
Tower Ground Ring | N 6
O]

Halo

8
2 @ 7
y (INDOOR) DEDICATED STEEL POST WHERE POSSIBLE; OTHERWISE 5
3 Coax Ground Kit Tower Top CIGBE = TDSGA-BC14 CLAMPED DIRECTLY TO TOWERS STEEL
Cable 1/Feed Line | 5
- (SeeNote?) | o (THRU-BOLTED TO MESSENGER PIPE ON WATER
H (as required) S TANKS). 4
H Ice Bridge (K) 2,14 BARE STRANDED TNNED COPPER CROUNDING 3
al ®\( CONDUCTOR WHEN USING TDSGA—-BC14. TYPICAL TWO 2
5 CONNECTIONS TO GROUND RING. 1| 06/18/25 | CONSTRUCTION | ALP
g Sector CIGBE @ #2 AWG SOLID TINNED COPPER TOWER GROUND RING. | Lo 1 05/18/25 | CONSTRUCTION | ALP
(See Note 7) [CUCENSER
!
| | oo Brcae (M) DRIP LOOP. (SEE DETAIL 1/£6) \“‘“L‘A'm"";
Posts W, ‘%
i @ T0 SHELTER/RF CABINETS. W LAMag ',
q () T UNABLE To CLAMP 42 AYC BARE SOLID TNNED &
6 - COPPER TO METAL STRUCTURE, THEN RUN #2 AWG
INSULATED STRANDED TINNED COPPER FROM CIGBE
TO NEXT LOWEST CIGBE.
Gate S Gate Post Fencecomer‘ 3 @ PROPOSED RRU AND DIPLEXER (IF USED). —_%1._ STATE OF -lel::
3 0%, 3
n XN AR
(R) PROPOSED RAYCAP. %58 ‘0"“!*“‘0\&* 1
“uSIONAL B
RCOHNANE
A Fence s oLl V')
3 — o ~ —KHA PROJECT NUMBER:
p [ Crounaiung ) TOP OF GRAVEL [m
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KEY NOTE

®
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©

©
®
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CONDUIT, CONDUCTORS, & MISC

PROPOSED ANTENNA.

COAX OR HYBRID CABLE GROUNDING KIT, TYPICAL.
GROUNDING KITS ARE REQUIRED EVERY 75 FT MAXIMUM
EXCEPT WHERE COAX IS CONCEALED INSIDE MONOPOLE
OR OTHER INACCESSIBLE SPACE.

#6 AWG INSULATED GROUNDING CONDUCTOR FROM
COAX GROUND KIT TO TOWER GROUND BAR, TYPICAL.
SECTOR CIGBE GROUND BAR, PROVIDE ONE PER
SECTOR NEXT TO ANTENNAS (OPTIONAL ON GUYED
TOWERS) AND ISOLATED FROM TOWER. BOND TO TOWER
OR SECTOR FRAME WITH #2 AWG SOLID TINNED
COPPER AND APPROVED CLAMP. (SEE NOTE P BELOW)
TOWER TOP CIGBE GROUND BAR MOUNTED TO TOWER
WHERE COAX CABLES LEAVE VERTICAL WAVE GUIDE
SUPPORT OR COMMON CABLE TRAY. TYPICALLY
OCCURS ON GUY TOWERS (IN LIEU OF SECTOR
CIGBE'S), ROOFTOPS, OR ON WATER TANKS
(THRU—-BOLTED TO MESSENGER PIPE) IN ORDER TO
MAINTAIN 75 FEET MAXIMUM DISTANCE BETWEEN COAX
GROUND KITS. ISOLATE CIGBE FROM TOWER AND
BOND TO TOWER WITH #2 AWG BARE SOLID TINNED
COPPER AND APPROVED CLAMP. (SEE NOTE P BELOW)

COAX OR HYBRID CABLE.

#2 AWG INSULATED, STRANDED COPPER.

(SEE NOTE P BELOW)

INTERMEDIATE CIGBE GROUND BAR MOUNTED TO TOWER
BELOW AND WITHIN 3 FEET OF COAX GROUND KITS
AND ISOLATED FROM TOWER (THRU—BOLTED TO
MESSENGER PIPE ON WATER TANKS). BOND TO TOWER
WITH #2 AWG BARE SOLID TINNED COPPER AND
APPROVED CLAMP. (SEE NOTE P BELOW)

TOWER BOTTOM GROUND BAR TDSGA—PA14 ON
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