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FIRE PREVENTION DIVISION 

• SARASOTA COUNTY FIRE PREVENTION
6062 PORTER WAY 
SARASOTA FL 34232 

• ANITA BLACK
FIRE MARSHAL 
6062 PORTER WAY 
SARASOTA FL 34232 

• JASON M. SMITH
SUPERVISOR – PLAN REVIEWS & CONSTRUCTION INSPECTIONS 
6062 PORTER WAY 
SARASOTA FL 34232 

• FLORENCE JESTER
SUPERVISOR – FIRE SAFETY INSPECTIONS
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✓ PLEASE FAX SCFD WITH APPROPRIATE INFORMATION FAX: 941-925-7472 

PUBLIC EDUCATION & SPECIAL EVENTS 
• MICHAEL RODRIGUE

6062 PORTER WAY PHONE: 941-861-2293 
SARASOTA FL 34232 CELL: 941-650-3474 

FIREWORKS, SPARKLER SALES 
• PAUL ROTHELL

6062 PORTER WAY PHONE: 941-861-2290 
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BUILDING, UNDERGROUND AND SITE PLAN REVIEW 

• MELISSA SOUZA
FIRE CODE PLANS EXAMINER
6062 PORTER WAY 
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FIRE SYSTEMS PLANS REVIEW 

• PAUL ROTHELL
FIRE CODE PLANS EXAMINER 
6062 PORTER WAY 
SARASOTA FL 34232 

CONSTRUCTION INSPECTION SCHEDULING 
• 6062 PORTER WAY 

SARASOTA FL 34232 

PHONE: 941-861-2290 
FAX: 941-925-7472 

PHONE: 941-861-2290 
FAX: 941-925-7472 

PHONE: 941-861-5127 
FAX: 941-925-7472 
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FIRE PERMITS 

•  FLORIDA BUILDING CODE 105.1 REQUIREMENT - ANY CONTRACTOR, OWNER, OR AGENT AUTHORIZED IN ACCORDANCE WITH 
FLORIDA STATE STATUTE 489 WHO INTENDS TO CONSTRUCT, ENLARGE, ALTER, REPAIR, MOVE, DEMOLISH, OR CHANGE THE 
OCCUPANCY OF A BUILDING OR STRUCTURE, OR TO ERECT, INSTALL, ENLARGE, ALTER, REPAIR, REMOVE, CONVERT OR REPLACE ANY 
IMPACT RESISTANT COVERINGS, ELECTRICAL, GAS, MECHANICAL, OR PLUMBING, OR FIRE PROTECTION SYSTEM, OR ACCESSIBLE OR 
FLOOD RESISTANT SITE ELEMENT, THE INSTALLATION OF WHICH IS REGULATED BY THIS CODE, OR TO CAUSE ANY SUCH WORK TO BE 
DONE, SHALL FIRST MAKE APPLICATION TO THE BUILDING OFFICIAL AND OBTAIN THE REQUIRED PERMIT(S). 

 

• FLORIDA BUILDING CODE 105.3.1.2 NO PERMIT MAY BE ISSUED FOR ANY BUILDING CONSTRUCTION, ERECTION, ALTERATION, 
MODIFICATION, REPAIR, OR ADDITION UNLESS THE APPLICANT FOR SUCH PERMIT PROVIDES TO THE ENFORCING AGENCY WHICH 
ISSUES THE PERMIT ANY OF THE FOLLOWING DOCUMENTS WHICH APPLY TO THE CONSTRUCTION FOR WHICH PERMIT IS TO BE 
ISSUED AND WHICH SHALL BE PREPARED BY OR UNDER THE DIRECTION OF AN ENGINEER REGISTERED UNDER CHAPTER 471 FLORIDA 
STATE STATUTES. 

 

• FLORIDA BUILDING CODE 105.4.1 - PERMIT INTENT. A PERMIT ISSUED SHALL BE CONSTRUED TO BE A LICENSE TO PROCEED WITH 
THE WORK AND NOT AS AUTHORITY TO VIOLATE, CANCEL, ALTER OR SET ASIDE ANY OF THE PROVISIONS OF THE TECHNICAL CODES, 
NOR SHALL ISSUANCE OF A PERMIT PREVENT THE BUILDING OFFICIAL FROM THEREAFTER REQUIRING A CORRECTION OF ERRORS IN 
PLANS, CONSTRUCTION OR VIOLATIONS OF THIS CODE. 

 

• FIRE SPRINKLER ENGINEERING DOCUMENTS - FOR ANY NEW BUILDING OR ADDITION WHICH INCLUDES A FIRE SPRINKLER SYSTEM 
THAT CONTAINS 50 OR MORE SPRINKLER HEADS, A CONTRACTOR I, CONTRACTOR II OR CONTRACTOR IV, CERTIFIED UNDER SECTION 
633.521, FLORIDA STATE STATUTES, MAY DESIGN A FIRE SPRINKLER SYSTEM OF 49 OR FEWER HEADS. THE CONTRACTOR MAY 
DESIGN THE ALTERATION OF AN EXISTING FIRE SPRINKLER SYSTEM IF THE ALTERATION CONSISTS OF THE RELOCATION, ADDITION OR 
DELETION OF NOT MORE THAN 49 HEADS, NOTWITHSTANDING THE SIZE OF THE EXISTING FIRE SPRINKLER SYSTEM. 

 

• FIRE ALARM ENGINEERING DOCUMENTS - ANY SPECIALIZED MECHANICAL, ELECTRICAL, OR PLUMBING DOCUMENT FOR ANY NEW 
BUILDING OR ADDITION WHICH INCLUDES A MEDICAL GAS, OXYGEN, STEAM, VACUUM, TOXIC AIR FILTRATION, HALON, OR 

FIRE DETECTION AND ALARM SYSTEM WHICH COSTS MORE THAN $5,000. PLANS SHALL BE SIGN & SEALED. 

• CONDITIONS OF THE PERMIT / PERMIT INTENT - A PERMIT ISSUED SHALL BE CONSTRUED TO BE A LICENSE TO PROCEED WITH THE 

WORK AND NOT AS AUTHORITY TO VIOLATE, CANCEL, ALTER OR SET ASIDE ANY OF THE PROVISIONS OF THE TECHNICAL CODES PER 

THE FLORIDA BUILDING CODE 105.4.1. 

• TIME LIMITATION OF APPLICATION - AN APPLICATION FOR A PERMIT FOR ANY PROPOSED WORK SHALL BE DEEMED TO HAVE BEEN 

ABANDONED 180 DAYS AFTER THE DATE OF FILING, UNLESS SUCH APPLICATION HAS BEEN PURSUED IN GOOD FAITH OR A PERMIT 

HAS BEEN ISSUED; EXCEPT THAT THE BUILDING OFFICIAL IS AUTHORIZED TO GRANT ONE OR MORE EXTENSIONS OF TIME FOR 

ADDITIONAL PERIODS NOT EXCEEDING 90 DAYS EACH. THE EXTENSION SHALL BE REQUESTED IN WRITING AND JUSTIFIABLE CAUSE 

DEMONSTRATED FLORIDA BUILDING CODE 105.3.2. 

• NOTE: IN ADDITION TO THE FIRE PROTECTION AND DETECTION DRAWINGS REQUIRED TO OBTAIN YOUR CONSTRUCTION PERMIT 
THROUGH THE BUILDING DEPARTMENT, A SEPARATE APPLICATION SHALL BE SUBMITTED FOR THE INSTALLATION OF ANY FIRE 
PROTECTION AND/ OR DETECTION SYSTEM BY THE INSTALLING CONTRACTOR FOR A SEPARATE CODE COMPLIANCE REVIEW AND 
OBTAINING OF FIRE PERMIT. 

 

EMERGENCY REPAIRS 

• FLORIDA BUILDING CODE 105.2.1 EMERGENCY REPAIRS - WHERE EQUIPMENT REPLACEMENTS AND REPAIRS MUST BE PERFORMED 

IN AN EMERGENCY SITUATION, THE PERMIT APPLICATION SHALL BE SUBMITTED WITHIN THE NEXT WORKING BUSINESS DAY TO THE 

BUILDING OFFICIAL. NOTIFICATION SHALL BE GIVEN TO THE BUILDING OFFICIAL INCLUDING THE WORK ADDRESS, NATURE OF 

EMERGENCY AND SCOPE OF WORK IMMEDIATELY, OR BY NEXT BUSINESS DAY. 
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ALL STATE-OWNED BUILDINGS 

• ALL STATE-OWNED BUILDINGS ARE SUBJECT TO THE UNIFORM FIRE SAFETY RULES LISTED IN CHAPTER 69A OF THE FLORIDA 
ADMINISTRATIVE CODE. UNIFORM FIRE-SAFETY RULES ARE DEVELOPED BY THE STATE FIRE MARSHAL AND MAY NOT BE MODIFIED 
BY ANY LAW, RULE, OR ORDINANCE OF ANY OTHER STATE AGENCY OR LOCAL FIRE AUTHORITY. 

 

 

FLORIDA STATE STATUTES 471.025 - SEALS 

ENGINEERED SEALED DRAWINGS AND DIGITALLY SIGN DOCUMENTS 

• (1) THE BOARD SHALL PRESCRIBE, BY RULE, ONE OR MORE FORMS OF SEAL TO BE USED BY LICENSEES. EACH LICENSEE SHALL 

OBTAIN AT LEAST ONE SEAL IN THE FORM APPROVED BY RULE OF THE BOARD AND MAY, IN ADDITION, REGISTER HIS OR HER SEAL 

ELECTRONICALLY IN ACCORDANCE WITH SS. 668.001-668.006. 

• ALL FINAL DRAWINGS, SPECIFICATIONS, PLANS, REPORTS, OR DOCUMENTS PREPARED OR ISSUED BY THE LICENSEE, AND BEING 

FILED FOR PUBLIC RECORD, AND ALL FINAL DOCUMENTS PROVIDED TO THE OWNER OR THE OWNER’S REPRESENTATIVE SHALL BE 

SIGNED BY THE LICENSEE, DATED, AND SEALED WITH SAID SEAL. SUCH SIGNATURE, DATE, AND SEAL SHALL BE EVIDENCE OF THE 

AUTHENTICITY OF THAT TO WHICH THEY ARE AFFIXED. 

• DRAWINGS, SPECIFICATIONS, PLANS, REPORTS, FINAL DOCUMENTS, OR DOCUMENTS PREPARED OR ISSUED BY A 

LICENSEE MAY BE TRANSMITTED ELECTRONICALLY AND MAY BE SIGNED BY THE LICENSEE, DATED, AND SEALED 

ELECTRONICALLY WITH SAID SEAL IN ACCORDANCE WITH SS 668.001 – 668.006. 

• (2)  IT IS UNLAWFUL FOR ANY PERSON TO SEAL OR DIGITALLY SIGN ANY DOCUMENT WITH A SEAL OR DIGITAL SIGNATURE AFTER 
HIS OR HER LICENSE HAS EXPIRED OR BEEN REVOKED OR SUSPENDED, UNLESS SUCH LICENSE HAS BEEN REINSTATED OR REISSUED. 
WHEN AN ENGINEER’S LICENSE HAS BEEN REVOKED OR SUSPENDED BY THE BOARD, THE LICENSEE SHALL, WITHIN A PERIOD OF 30 
DAYS AFTER THE REVOCATION OR SUSPENSION HAS BECOME EFFECTIVE, SURRENDER HIS OR HER SEAL TO THE EXECUTIVE DIRECTOR 
OF THE BOARD AND CONFIRM TO THE EXECUTIVE DIRECTOR THE CANCELLATION OF THE LICENSEE’S DIGITAL SIGNATURE IN 
ACCORDANCE WITH SS.668.001-668.006. IN THE EVENT THE ENGINEER’S LICENSE HAS BEEN SUSPENDED FOR A PERIOD OF TIME, HIS 
OR HER SEAL SHALL BE RETURNED TO HIM OR HER UPON EXPIRATION OF THE SUSPENSION PERIOD. 

 

• (3) NO LICENSEE SHALL AFFIX OR PERMIT TO BE AFFIXED HIS OR HER SEAL, NAME, OR DIGITAL SIGNATURE TO ANY PLAN, 
SPECIFICATION, DRAWING, FINAL BID DOCUMENT, OR OTHER DOCUMENT THAT DEPICTS WORK WHICH HE OR SHE IS NOT LICENSED 
TO PERFORM OR WHICH IS BEYOND HIS OR HER PROFESSION OR SPECIALTY THEREIN. 



SARASOTA COUNTY FIRE DEPARTMENT 
CONTRACTOR LICENSE 

A6 (1 of 1) 

SARASOTA COUNTY FIRE DEPARTMENT 6062 PORTER WAY, SARASOTA, FL 34232 PH: 941-861-2290 FAX: 941-925-7472 (REVISED 07/01/2025) 

 

 

 

 

 
FIRE ALARM & ELECTRICAL CONTRACTOR LICENSING 
FLORIDA DEPARTMENT OF BUSINESS & PROFESSIONAL REGULATIONS IN ACCORDANCE WITH FLORIDA STATE STATUTES 489 

(1) EC– UNLIMITED ELECTRICAL LICENSE, INCLUDING FIRE ALARM ISSUED BY THE DEPARTMENT OF BUSINESS & 

PROFESSIONAL REGULATIONS - STATE OF FLORIDA. FLORIDA STATUTES 489 

(2) EF– FIRE & BURGLAR ALARM AND UNLIMITED LOW VOLTAGE ISSUED BY THE STATE OF FLORIDA THRU 

FLORIDA STATUTES 489 

(3) MONITORING: COMPANIES WHO PROVIDE MONITORING IN FLORIDA SHALL BE LICENSED PER FLORIDA STATUTES 489.505 

(2), (2A), (9) – (EF LICENSE HOLDER) 

 

TWO-WAY COMMUNICATION ENHANCEMENT SYSTEMS 
(1) FCC LICENSE AND ONE OF THE FOLLOWING LICENSES. 

• EC– UNLIMITED ELECTRICAL LICENSE, INCLUDING FIRE ALARM ISSUED BY THE DEPARTMENT OF BUSINESS & PROFESSIONAL 

REGULATIONS - STATE OF FLORIDA. FLORIDA STATUTES 489 

• EF– FIRE & BURGLAR ALARM AND UNLIMITED LOW VOLTAGE ISSUED BY THE STATE OF FLORIDA THRU FLORIDA STATUTES 489 

• ES- CERTIFIED TWO-WAY RADIO COMMUNICATIONS ENHANCEMENT SYSTEM SPECIALTY LICENSE 

 

FIRE ALARM & BURGLAR ALARM SYSTEM AGENT “TECHNICIAN CERTIFICATION” 
FLORIDA DEPARTMENT OF BUSINESS & PROFESSIONAL REGULATIONS IN ACCORDANCE WITH FLORIDA STATUTES 489 

(1) FASA & BASA TECHNICIAN LICENSE – ISSUED AS EMPLOYEE WORKING FOR EC OR EF CONTRACTOR. FLORIDA STATE 

STATUTES 489.5185 & 489.518 

 

FIRE SPRINKLER “EMPLOYEE” INSPECTION & TESTING INSPECTOR 

TEST & INSPECTION: NICET CERTIFIED LEVEL 2 CERTIFICATION OR PROVISIONAL PERMIT REQUIRED PER FLORIDA STATUTES 
633.318 (10), (11) 

 
(1) THE STATE FIRE MARSHAL SHALL REQUIRE THE NATIONAL INSTITUTE OF CERTIFICATION IN ENGINEERING TECHNOLOGIES (NICET), 

SUB-FIELD OF INSPECTION AND TESTING OF FIRE PROTECTION SYSTEMS LEVEL II OR EQUIVALENT TRAINING AND EDUCATION AS 

DETERMINED BY THE DIVISION AS PROOF THAT THE PERMIT HOLDERS ARE KNOWLEDGEABLE ABOUT NATIONALLY ACCEPTED 

STANDARDS FOR THE INSPECTION OF FIRE PROTECTION SYSTEMS. 

 
(2) IT IS INTENDED THAT A CERTIFICATE HOLDER, OR A PERMITHOLDER WHO IS EMPLOYED BY A CERTIFICATE HOLDER, CONDUCT 

INSPECTIONS REQUIRED BY THIS CHAPTER. IT IS UNDERSTOOD THAT AFTER JULY 1, 2008, EMPLOYEE TURNOVER MAY RESULT IN A 

DEPLETION OF PERSONNEL WHO ARE CERTIFIED UNDER THE NICET SUB-FIELD OF INSPECTION AND TESTING OF FIRE PROTECTION SYSTEMS 

LEVEL II OR EQUIVALENT TRAINING AND EDUCATION AS REQUIRED BY THE DIVISION. A CERTIFICATE HOLDER MAY OBTAIN A PROVISIONAL 

PERMIT WITH AN ENDORSEMENT FOR INSPECTION, TESTING, AND MAINTENANCE OF WATER-BASED FIRE EXTINGUISHING SYSTEMS FOR 

AN EMPLOYEE. 

NOTE: 

A SPRINKLER TECHNICIAN MAY HAVE A PROVISIONAL PERMIT WHILE IN THE PROCESS OF OBTAINING NICET CERTIFICATION. 
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(4) SPECIALTY FIRE PROTECTION & EQUIPMENT LICENSE: FLORIDA STATE STATUTES 633.021 

• (4A) “CONTRACTOR I” MEANS A CONTRACTOR WHOSE BUSINESS INCLUDES THE EXECUTION OF CONTRACTS REQUIRING THE 

ABILITY TO LAY OUT, FABRICATE, INSTALL, INSPECT, ALTER, REPAIR, AND SERVICE ALL TYPES OF FIRE PROTECTION SYSTEMS, 

EXCLUDING PRE-ENGINEERED SYSTEMS. 

• (4B) “CONTRACTOR II” MEANS A CONTRACTOR WHOSE BUSINESS IS LIMITED TO THE EXECUTION OF CONTRACTS REQUIRING 

THE ABILITY TO LAY OUT, FABRICATE, INSTALL, INSPECT, ALTER, REPAIR, AND SERVICE WATER SPRINKLER SYSTEMS, WATER 

SPRAY SYSTEMS, FOAM-WATER SPRINKLER SYSTEMS, FOAM-WATER SPRAY SYSTEMS, STANDPIPES, COMBINATION 

STANDPIPES AND SPRINKLER RISERS, ALL PIPING THAT IS AN INTEGRAL PART OF THE SYSTEM BEGINNING AT THE POINT OF 

SERVICE AS DEFINED IN THIS SECTION, SPRINKLER TANK HEATERS, AIR LINES, THERMAL SYSTEMS USED IN CONNECTION WITH 

SPRINKLERS, AND TANKS AND PUMPS CONNECTED THERETO, EXCLUDING PRE-ENGINEERED SYSTEMS. 

• (4C) “CONTRACTOR III” MEANS A CONTRACTOR WHOSE BUSINESS IS LIMITED TO THE EXECUTION OF CONTRACTS 

REQUIRING THE ABILITY TO FABRICATE, INSTALL, INSPECT, ALTER, REPAIR, AND SERVICE CARBON DIOXIDE SYSTEMS, FOAM 

EXTINGUISHING SYSTEMS, DRY CHEMICAL SYSTEMS, AND HALON AND OTHER CHEMICAL SYSTEMS, EXCLUDING PRE- 

ENGINEERED SYSTEMS. 

• (4D) “CONTRACTOR IV” MEANS A CONTRACTOR WHOSE BUSINESS IS LIMITED TO THE EXECUTION OF CONTRACTS 

REQUIRING THE ABILITY TO LAY OUT, FABRICATE, INSTALL, INSPECT, ALTER, REPAIR, AND SERVICE AUTOMATIC FIRE 

SPRINKLER SYSTEMS FOR DETACHED ONE-FAMILY DWELLINGS, DETACHED TWO-FAMILY DWELLINGS, AND MOBILE HOMES, 

EXCLUDING PRE-ENGINEERED SYSTEMS AND EXCLUDING SINGLE-FAMILY HOMES IN CLUSTER UNITS, SUCH AS APARTMENTS, 

CONDOMINIUMS, AND ASSISTED LIVING FACILITIES OR ANY BUILDING THAT IS CONNECTED TO OTHER DWELLINGS. 

• (4E) “CONTRACTOR V” MEANS A CONTRACTOR WHOSE BUSINESS IS LIMITED TO THE EXECUTION OF CONTRACTS REQUIRING 

THE ABILITY TO FABRICATE, INSTALL, INSPECT, ALTER, REPAIR, AND SERVICE THE UNDERGROUND PIPING FOR A FIRE 

PROTECTION SYSTEM USING WATER AS THE EXTINGUISHING AGENT BEGINNING AT THE POINT OF SERVICE AS DEFINED IN 

THIS ACT AND ENDING NO MORE THAN 1 FOOT ABOVE THE FINISHED FLOOR. 

• (4F) “FIRE EQUIPMENT DEALER CLASS A” MEANS A LICENSED FIRE EQUIPMENT DEALER WHOSE BUSINESS IS LIMITED TO 

SERVICING, RECHARGING, REPAIRING, INSTALLING, OR INSPECTING ALL TYPES OF FIRE EXTINGUISHERS AND CONDUCTING 

HYDROSTATIC TESTS ON ALL TYPES OF FIRE EXTINGUISHERS. 

• (4G) “FIRE EQUIPMENT DEALER CLASS B” MEANS A LICENSED FIRE EQUIPMENT DEALER WHOSE BUSINESS IS LIMITED TO 

SERVICING, RECHARGING, REPAIRING, INSTALLING, OR INSPECTING ALL TYPES OF FIRE EXTINGUISHERS, INCLUDING 

RECHARGING CARBON DIOXIDE UNITS AND CONDUCTING HYDROSTATIC TESTS ON ALL TYPES OF FIRE EXTINGUISHERS, 

EXCLUDING CARBON DIOXIDE UNITS. 

• (4H) “FIRE EQUIPMENT DEALER CLASS C” MEANS A LICENSED FIRE EQUIPMENT DEALER WHOSE BUSINESS IS LIMITED TO 

SERVICING, RECHARGING, REPAIRING, INSTALLING, OR INSPECTING ALL TYPES OF FIRE EXTINGUISHERS, EXCEPT RECHARGING 

CARBON DIOXIDE UNITS, AND CONDUCTING HYDROSTATIC TESTS ON ALL TYPES OF FIRE EXTINGUISHERS, EXCLUDING 

CARBON DIOXIDE UNITS. 

• (4I) “FIRE EQUIPMENT DEALER CLASS D” MEANS A LICENSED FIRE EQUIPMENT DEALER WHOSE BUSINESS IS LIMITED TO 

SERVICING, RECHARGING, REPAIRING, INSTALLING, HYDRO TESTING, OR INSPECTING OF ALL TYPES OF PRE-ENGINEERED FIRE 

EXTINGUISHING SYSTEMS. 

NOTE: 

• UTILITY CONTRACTOR CANNOT INSTALL A FIRE MAIN PER FLORIDA STATUTES 489. 

• SARASOTA COUNTY FIRE DEPARTMENT REQUIRES A LICENSED FIRE CONTRACTOR TO INSTALL ALL UNDERGROUND/BACK FLOW 

FIRE MAINS. 
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THE FOLLOWING IS A PARTIAL LISTING OF THE MORE FREQUENTLY USED CODES AND STANDARDS 
 

 
 CURRENTLY 

ADOPTED 

UDC SARASOTA COUNTY UNIFIED DEVELOPMENT CODE ADOPTED 

UTL SARASOTA COUNTY UTILITY CODE ORDINANCE # 2021015 ADOPTED 

FFPC FLORIDA FIRE PREVENTION CODE 8TH Edition 

1 NATIONAL FIRE CODE 2021 

4 STANDARD FOR INTEGRATED FIRE PROTECTION AND LIFE SAFETY SYS TESTING 2021 

10 FIRE EXTINGUISHER 2018 

13 AUTOMATIC FIRE SPRINKLER 2019 

13R RESIDENTIAL AUTOMATIC FIRE SPRINKLER 2019 

13D 1 & 2 FAMILY DWELLING AUTOMATIC FIRE SPRINKLER 2019 

14 STANDPIPE & HOSE SYSTEMS 2019 

17 DRY CHEMICAL EXTINGUISHING SYSTEMS 2021 

17A WET CHEMICAL EXTINGUISHING SYSTEMS 2021 

20 STATIONARY FIRE PUMPS 2019 

24 PRIVATE FIRE SERVICE MAINS 2019 

25 FIRE SPRINKLER INSPECTION AND TESTING 2020 

30 FLAMMABLE AND COMBUSTIBLE LIQUIDS 2021 

33 SPRAY BOOTHS 2018 

58 LP GAS CODE 2020 

59A LIQUID NATURAL GAS 2019 

70 NATIONAL ELECTRICAL CODE 2020 

72 NATIONAL FIRE ALARM CODE 2019 

75 INFORMATION TECHNOLOGY EQUIPMENT 2020 

80 FIRE DOORS 2019 

90A AIR CONDITION AND VENTILATING SYSTEMS 2021 

96 COMMERCIAL COOKING 2021 

99 HEALTH CARE 2021 

101 LIFE SAFETY CODE 2021 

110 EMERGENCY AND STANDBY POWER SYSTEMS 2019 

241 SAFEGUARDING CONSTRUCTION, ALTERATION, AND DEMOLITION 2019 

2001 CLEAN AGENT FIRE EXTINGUISHING SYSTEMS 2018 

1221 EMERGENCY SERVICES COMMUNICATION SYSTEMS 2019 
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FIRE DEPARTMENT ACCESS / KNOX BOX REQUIREMENTS 

KNOX BOXES ARE REQUIRED TO BE INSTALLED PER THE UNIFORM FIRE CODE NFPA 1, CHAPTER 18, WHERE ACCESS TO, OR 
WITHIN A STRUCTURE OR AN AREA, IS RESTRICTED BECAUSE OF SECURED OPENINGS, OR WHERE IMMEDIATE ACCESS IS 
NECESSARY. 

 
NO KNOX BOX SHALL BE INSTALLED UNTIL SCFD HAS APPROVED THE REQUESTED LOCATION. 

DEPENDING ON THE SIZE AND LAYOUT OF THE BUILDING, MULTIPLE BOXES MAY BE REQUIRED. SCFD REQUIRES THAT EACH KNOX 
BOX CONTAIN ONE ENTRY MASTER KEY, AN EQUIPMENT/ELECTRICAL ROOM KEY, AND ROOF ACCESS KEYS. EACH KEY SHALL BE 
LABELED AND PUT ON A RING. 

 
                        BUILDING ENTRY BOX (A)                      FENCE & GATE LOCK (B)                 AUTOMATED GATE ACCESS (C) 

     

 

BUILDING ENTRY BOX (A) 

SCFD REQUIRES THAT ALL NEWLY INSTALLED OR REPLACED KNOX BOXES FOR “BUILDING ENTRY” BE ONE OF THE FOLLOWING MODELS: 
3200 SERIES. THE ACCESS BOX SHALL BE AN APPROVED TYPE LISTED IN ACCORDANCE WITH UL 1037. 

 

• SCFD MUST BE PROVIDED WITH A KEY TO THE MAIN ENTRY TO THE BUILDING. IF ACCESS IS REQUIRED FOR MULTIPLE UNITS A 
MASTER KEY SHALL BE PROVIDED OR INDIVIDUAL KEYS LABELED ACCORDINGLY. 

• SCFD DOES NOT SPECIFY WHETHER OR NOT THEY NEED TO BE SURFACE MOUNT OR RECESSED. TO ORDER GO TO: 
HTTP://WWW.KNOXBOX.COM/, SELECT SARASOTA COUNTY FIRE DEPARTMENT AS THE DEPARTMENT NAME, THEN THE KNOX 
BOX YOU WOULD LIKE TO ORDER. 

LOCATION 

• PLEASE CONTACT OUR CONSTRUCTION FIRE INSPECTORS FOR THE LOCATION AND PLACEMENT OF THE KNOX BOX 
BY CALLING {941) 861-5127 

MOUNTING HEIGHT 

• SHALL BE MOUNTED A MAXIMUM HEIGHT OF 5 FT (72”) A.F.F. TO TOP 

FENCE GATE LOCK (B) & AUTOMATED GATE ACCESS (C) 

• CONTACT THE SARASOTA COUNTY FIRE DEPARTMENT PRIOR TO PURCHASING AND INSTALLING. 

• EFFECTIVE OCT. 1, 2024, CLICK 2 ENTER ACCESS CONTROL IS NOW ALSO REQUIRED ON ALL NEW AUTOMATED GATES 

 CONTACT YOUR LOCAL GATE INSTALLER OR CLICK2ENTER.COM FOR DETAILS. 
 

NOTE: SIREN OR YELP ENTRY IS NOT PERMITTED ON AUTOMATED GATES 

 
 
  

http://www.knoxbox.com/
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NOTICE TO COMPLY 

 
FLORIDA STATUTES 633.222  -  BUILDINGS WITH LIGHT-FRAME TRUSS-TYPE CONSTRUCTION; NOTICE REQUIREMENTS; ENFORCEMENT. 

 
(1) THE OWNER OF ANY COMMERCIAL OR INDUSTRIAL STRUCTURE, OR ANY MULTIUNIT RESIDENTIAL STRUCTURE OF THREE UNITS OR MORE, 
THAT USES LIGHT-FRAME TRUSS-TYPE CONSTRUCTION SHALL MARK THE STRUCTURE WITH A SIGN OR SYMBOL APPROVED BY THE STATE FIRE 
MARSHAL IN A MANNER SUFFICIENT TO WARN PERSONS CONDUCTING FIRE CONTROL AND OTHER EMERGENCY OPERATIONS OF THE 
EXISTENCE OF LIGHT-FRAME TRUSS-TYPE CONSTRUCTION IN THE STRUCTURE. 

 
(2) THE STATE FIRE MARSHAL SHALL ADOPT RULES NECESSARY TO IMPLEMENT THE PROVISIONS OF THIS SECTION, INCLUDING, BUT NOT 
LIMITED TO: 

(A) THE DIMENSIONS AND COLOR OF SUCH SIGN OR SYMBOL. 
(B) THE TIME WITHIN WHICH COMMERCIAL, INDUSTRIAL, AND MULTIUNIT RESIDENTIAL STRUCTURES THAT USE LIGHT-FRAME TRUSS- 
TYPE CONSTRUCTION SHALL BE MARKED AS REQUIRED BY THIS SECTION. 
(C) THE LOCATION ON EACH COMMERCIAL, INDUSTRIAL, AND MULTI-UNIT RESIDENTIAL STRUCTURE USING LIGHT-FRAME TRUSS-TYPE 

 
CONSTRUCTION WHERE SUCH SIGN OR SYMBOL MUST BE POSTED. 

(3) THE STATE FIRE MARSHAL, AND LOCAL FIRE OFFICIALS IN ACCORDANCE WITH S. 633.118, SHALL ENFORCE THIS SECTION. AN OWNER WHO 
FAILS TO COMPLY WITH THE REQUIREMENTS OF THIS SECTION IS SUBJECT TO PENALTIES AS PROVIDED IN S. 633.228. 

 

 
LIGHTWEIGHT TRUSS FLOOR LIGHTWEIGHT TRUSS ROOF LIGHTWEIGHT TRUSS ROOF & FLOOR 

• MALTESE CROSS SHALL MEASURE 8 INCHES HORIZONTALLY AND 8 INCHES VERTICALLY 

• MALTESE CROSS SHALL BE A BRIGHT RED REFLECTIVE COLOR 

• MALTESE CROSS SHALL BE WITHIN 24 INCHES TO THE LEFT OF THE MAIN ENTRY 

• MALTESE CROSS SHALL BE NOT LESS THAN 4 FEET ABOVE GRADE, WALKING SURFACE, FINISHED FLOOR 

• MALTESE CROSS SHALL BE NOT MORE THAN 6 FEET ABOVE GRADE, WALKING SURFACE, FINISHED FLOOR 

• ADDITIONAL SIGNS TO BE INSTALLED AS DETERMINED BY THE AUTHORITY HAVING JURISDICTION 

• THE COMPLETE RULE IS AVAILABLE ON THE STATE FIRE MARSHALS WEB SITE UNDER RULES OF THE STATE FIRE MARSHAL 
 

1. IF YOUR BUILDING HAS BEEN INSPECTED AND IT HAS BEEN DETERMINED THAT YOU ARE REQUIRED TO COMPLY WITH THIS RULE, THE 
STATE FIRE MARSHAL RULE(S) 69A-3.012 FOR UNIFORM CODE BUILDINGS OR 69A-60.008 FOR MINIMUM CODE BUILDINGS REQUIRES 
YOU TO INSTALL THE REQUIRED SYMBOL(S) WITHIN 90 DAYS OF RECEIPT OF THIS NOTICE. 

2. WHERE THE OWNER OF THE STRUCTURE AND THE AUTHORITY HAVING JURISDICTION DISAGREE AS TO THE USE OF LIGHT-FRAME TRUSS- 
TYPE CONSTRUCTION WITHIN THE STRUCTURE, THE OWNER SHALL BE GRANTED NOT MORE THAN 45 DAYS TO PROVIDE WRITTEN 
VERIFICATION FROM A LICENSED ENGINEER OR LICENSED ARCHITECT; OTHERWISE, THE OWNER SHALL COMPLY WITH THE RULE. 

 
3. SYMBOLS MUST BE ALL WEATHER AND CONTRASTING WITH BACKGROUND 

I AM IN RECEIPT OF THIS NOTICE TO COMPLY AND UNDERSTAND THAT THE REQUIRED SYMBOL SHALL BE INSTALLED WITHIN 90 DAYS. 

 

x  DATE   



SARASOTA COUNTY FIRE DEPARTMENT 
FIRE SITE PLAN SUBMITTAL 

B1 (1 of 3) 

SARASOTA COUNTY FIRE DEPARTMENT 6062 PORTER WAY, SARASOTA, FL 34232 PH: 941-861-2290 FAX: 941-925-7472 (REVISED 07/01/2025) 

 

 

 

 

 

 

ENGINEERED PLANS SHALL BE DRAWN TO AN INDICATED SCALE ON SHEETS OF UNIFORM SIZE, WITH A PLAN OF EACH APPLICABLE 
AREA AND SHALL INCLUDE THE FOLLOWING ITEMS THAT PERTAIN TO THE DESIGN FOR FIRE DEPARTMENT ACCESS, ACCESS ROADS, 
FIRE HYDRANTS, AND FIRE DEPARTMENT CONNECTIONS. 

 
THE ENGINEERED PLAN SUBMITTAL SHALL INCLUDE THE MANUFACTURER’S INSTALLATION INSTRUCTIONS FOR ANY SPECIALLY LISTED 
EQUIPMENT, INCLUDING DESCRIPTIONS, APPLICATIONS, AND LIMITATIONS FOR ANY DEVICES, PIPING, FITTINGS AND HYDRAULIC 
CALCULATIONS / FLOW REQUIREMENTS. 

SHOP DRAWINGS MINIMUM REQUIREMENTS 

“SHOP DRAWING SHALL SHOW YOUR SCOPE OF WORK ONLY  - ALL UNRELATED WORK SHALL BE REMOVED FROM THE DRAWINGS” 

 
1  PROJECT NAME, ADDRESS, CITY AND STATE SHALL BE SHOWN ON EACH DRAWING. 

 
2  CONTRACTOR NAME, ADDRESS, CITY, STATE AND LICENSE NUMBER SHALL BE SHOWN ON EACH DRAWING. 

3  SCALE – A GRAPHIC REPRESENTATION OF THE SCALE USED ON ALL PLANS. 
 

4  NORTH ARROW - MUST APPEAR ON EVERY SHEET SHOWING A PORTION OF THE SITE. 

5  KEY PLAN SHALL BE REQUIRED AS NEEDED. 
 

6  DATE - THE DATE OF THE PLANS ALONG WITH ANY SUBSEQUENT REVISIONS MUST BE DENOTED. 
 

7  SHEET NUMBER - EACH SHEET MUST SHOW THE SHEET NUMBER AND THE TOTAL NUMBER OF SHEETS 
INCLUDED, AS WELL AS CLEARLY LABELED MATCH LINES TO SHOW WHERE OTHER SHEETS MATCH OR ADJOIN. 

 
8  PRODUCT DATA SHEETS / CUT SHEETS SHALL BE HIGHLIGHTED FOR VERIFICATION AND REVIEW. 

 
9  ALL DRAWINGS, SPECIFICATIONS, REPORTS OR DOCUMENTS PREPARED OR ISSUED SHALL BE SIGNED AND SEALED BY A 

FLORIDA REGISTERED DESIGN PROFESSIONAL AS DETERMINED BY THE SCOPE OF WORK. 
 

10  SIZES AND LOCATIONS OF ALL WATER SUPPLIES. 

11  SIZES AND LOCATIONS OF STANDPIPE RISERS, HOSE OUTLETS, HAND HOSE, MONITOR NOZZLES, AND RELATED 
 

12  EQUIPMENT. THE FOLLOWING ITEMS PERTAIN TO HYDRANTS: 

(A) SIZE AND LOCATION, INCLUDING SIZE AND NUMBER OF OUTLETS AND WHETHER OUTLETS ARE TO BE EQUIPPED WITH 
INDEPENDENT GATE VALVES. 

(B) THREAD SIZE AND COUPLING ADAPTER SPECIFICATIONS. 
(C) WHETHER HOSE HOUSES AND EQUIPMENT ARE TO BE PROVIDED, AND BY WHOM. 
(D) STATIC AND RESIDUAL HYDRANTS USED IN FLOW TEST. 
(E) METHOD OF RESTRAINT. 

13  SIZE, LOCATION, AND PIPING ARRANGEMENT OF FIRE DEPARTMENT CONNECTIONS. 
 

14  COLOR CODING PER SARASOTA COUNTY REQUIREMENTS (SHOW COLOR ON DRAWINGS). 
 

15  HYDRANT FLOW INFORMATION COMPLETED WITHIN SIX MONTHS OF PLAN SUBMITTAL. 

 
16  HYDRANT LOCATION, INCLUDING UNDERGROUND WATER SUPPLY AND SIZE. 
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NFPA 1-16.1 GENERAL REQUIREMENTS STRUCTURES UNDERGOING CONSTRUCTION, ALTERATION, OR DEMOLITION OPERATIONS, 
INCLUDING THOSE IN UNDERGROUND LOCATIONS, SHALL COMPLY WITH NFPA 241, STANDARD FOR SAFEGUARDING CONSTRUCTION, 
ALTERATION, AND DEMOLITION OPERATIONS, AND NFPA 1: CHAPTER 16. 

ACCESS ROADS & FIRE LANES 
FIRE DEPARTMENT ACCESS ROADS PROVIDED IN ACCORDANCE WITH NFPA 1: CHAPTERS 16 & 18 SHALL BE PROVIDED AT THE START OF 
A PROJECT AND SHALL BE MAINTAINED THROUGHOUT CONSTRUCTION. 

17  ACCESS ROAD IDENTIFIED ON PLAN SET. 

18  ACCESS ROAD DISTANCE TO BUILDING. 

19  ACCESS ROAD TO HYDRANT / FIRE DEPARTMENT CONNECTION. 

20  FIRE LANE IDENTIFIED ON PLAN SET, INCLUDING SIGNAGE. 

 

FIRE DEPARTMENT ACCESS ROADS 

21  FIRE LANES SHALL BE PROVIDED FOR ALL NEW OR EXISTING BUILDINGS THAT ARE SETBACK MORE THAN 150’ FT 

FROM THE PUBLIC ROAD OR EXCEED MORE THAN 30’ FT IN HEIGHT AND SETBACK OVER 50FT FROM PUBLIC ROAD. 

22  APPROVED FIRE DEPARTMENT ACCESS ROAD SHALL BE PROVIDED FOR EVERY FACILITY, BUILDING, OR PORTION OF 

A BUILDING HEREAFTER CONSTRUCTED OR RELOCATED. THE FIRE DEPARTMENT ACCESS ROAD SHALL CONSIST OF 

ROADWAYS, FIRE LANES, PARKING LOT LANES, OR A COMBINATION THEREOF PER NFPA 1: CHAPTER 18. 

ACCESS TO BUILDING 

23  A FIRE DEPARTMENT ACCESS ROAD SHALL EXTEND TO WITHIN 50 FT (15 M) OF AT LEAST ONE EXTERIOR DOOR THAT CAN BE 

OPENED FROM THE OUTSIDE AND THAT PROVIDES ACCESS TO THE INTERIOR OF THE BUILDING NFPA 1: CHAPTER 18. 

24  WHERE A ONE- OR TWO-FAMILY DWELLING, OR TOWNHOUSE, IS PROTECTED WITH AN APPROVED AUTOMATIC SPRINKLER 

SYSTEM THAT IS INSTALLED IN ACCORDANCE WITH NFPA 13D OR NFPA 13R, AS APPLICABLE, THE DISTANCE IN NFPA 1: 

CHAPTER 18 SHALL BE PERMITTED TO BE INCREASED TO 150 FT (46 M) PER NFPA 1: CHAPTER 18. 

25  FIRE DEPARTMENT ACCESS ROADS SHALL BE PROVIDED SUCH THAT ANY PORTION OF THE FACILITY OR ANY PORTION OF AN 

EXTERIOR WALL OF THE FIRST STORY OF THE BUILDING IS LOCATED NOT MORE THAN 150 FT (46 M) FROM FIRE DEPARTMENT 

ACCESS ROADS AS MEASURED BY AN APPROVED ROUTE AROUND THE EXTERIOR OF THE BUILDING OR FACILITY PER 

NFPA 1: CHAPTER 18. 

26  WHEN BUILDINGS ARE PROTECTED THROUGHOUT WITH AN APPROVED AUTOMATIC SPRINKLER SYSTEM THAT IS INSTALLED 

IN ACCORDANCE WITH NFPA 13, NFPA 13D, OR NFPA 13R, THE DISTANCE IN CHAPTER 18 SHALL BE PERMITTED TO BE 

INCREASED TO 450 FT (137 M) PER NFPA 1: CHAPTER 18. 

MULTIPLE ACCESS ROADS 

27  MORE THAN ONE FIRE DEPARTMENT ACCESS ROAD SHALL BE PROVIDED WHEN IT IS DETERMINED BY THE AHJ THAT ACCESS 
BY A SINGLE ROAD COULD BE IMPAIRED BY VEHICLE CONGESTION, CONDITION OF TERRAIN, CLIMATIC CONDITIONS, OR OTHER 

FACTORS THAT COULD LIMIT ACCESS PER NFPA 1: CHAPTER 18. 

DIMENSIONS 

28  WIDTH: FIRE DEPARTMENT ACCESS ROADS SHALL HAVE AN UNOBSTRUCTED WIDTH OF NOT LESS THAN 20 FT (6.1 M) PER 

NFPA 1: CHAPTER 18. 

29  VERTICAL CLEARANCE HEIGHT: FIRE DEPARTMENT ACCESS ROADS SHALL HAVE AN UNOBSTRUCTED VERTICAL CLEARANCE 

OF NOT LESS THAN 13 FT 6 IN. (4.1 M) PER NFPA 1: CHAPTER 18. 
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AREAS NOT SUBJECT TO PAVING 

30  FIRE DEPARTMENT ACCESS ROADS IN AREAS NOT SUBJECT TO PAVING MATERIALS SHALL BE CONSTRUCTED AND MAINTAINED 

IN ACCORDANCE WITH SARASOTA COUNTY FIRE DEPARTMENT UNIFORM FIRE CODE. 

1. THE FIRE DEPARTMENT ACCESS SHALL BE DESIGNEC AND CONSTRUCTED TO SUPPORT A MINIMUM OF 38 TONS. 

2. THE SURFACE SHALL BE CONSTRUCTED AND MAINTAINED TO ACCOMMODATE THE NECESSARY EROSION AND DRAINAGE 

FOR THE LIFE OF THE ROAD UNTIL SUCH TIME THE ROAD IS NO LONGER REQUIRED AS DEEMED BY SCFD. 

3. THE WIDTH OF THE ROAD SHALL BE DURABLY MARKED BY GROUND MARKERS OR SIGNS OR BOTH AT INTERVALS TO BE 

DETERMINED BY THE FIRE PLAN REVIEW. 

SURFACE 

ALL FIRE DEPARTMENT ACCESS ROADS SHALL BE DESIGNED AND PROVIDED WITH AN ALL-WEATHER DRIVING 
31 SURFACE PER NFPA 1: CHAPTER 18. 

ALL FIRE DEPARTMENT ACCESS ROAD AND FIRE LANE SURFACES SHALL BE DESIGNED TO SUPPORT FIRE APPARATUS 
32  WITH A MINIMUM WEIGHT OF 38 TONS. 

CUL-DE-SAC 
 

33  

34  

 

GRADE 

35  

TURNAROUNDS SHALL HAVE A MINIMUM OUTSIDE TURNING RADIUS OF 45 FT. 

DEAD END FIRE DEPARTMENT ACCESS ROADS IN EXCESS OF 150 FT IN LENGTH SHALL BE PROVIDED WITH APPROVED 
PROVISIONS FOR THE FIRE APPARATUS TO TURN AROUND PER NFPA 1: CHAPTER 18. 
 

 
THE ANGLE OF APPROACH AND DEPARTURE: FOR ANY MEANS OF FIRE DEPARTMENT ACCESS ROAD SHALL NOT EXCEED 1 
FOOT DROP IN 20 FT OR THE DESIGN LIMITATIONS OF THE FIRE APPARATUS OF THE FIRE DEPARTMENT AND SHALL BE 
SUBJECT TO APPROVAL PER NFPA 1: CHAPTER 18. 

MARKING OF FIRE DEPARTMENT ACCESS ROAD 

36  MARKING: WHERE REQUIRED BY THE AHJ, APPROVED SIGNS, APPROVED ROADWAY SURFACE MARKINGS, OR OTHER 

APPROVED NOTICES SHALL BE PROVIDED AND MAINTAINED TO IDENTIFY FIRE DEPARTMENT ACCESS ROADS OR TO 

PROHIBIT THE OBSTRUCTION THEREOF OR BOTH PER NFPA 1: CHAPTER 18. 

FIRE LANE MARKING 

37  FIRE LANE MARKING SHALL DESIGNATE AT LEAST 40 FT EITHER SIDE OF THE OUTER EDGE OF A MAIN OR SECONDARY ENTRY / 

EXIT POINT OF A BUILDING. 

MARKED AS FOLLOWS 

38  CURB OR LINE OF A CURB SHALL BE PAINTED YELLOW FOR THE LENGTH OF THE DESIGNATED FIRE LANE. 

39  FIVE FEET (5’) FROM THE PAINTED CURB SHALL BE AN EIGHT (8) INCH WIDE YELLOW LINE WITH 4 INCH WIDE YELLOW LINES 

RUNNING AT A 45 DEGREE ANGLE TO THE CURB LINE SPACED AT 3 FOOT (3'} INTERVALS. 

40  WITHIN THE STRIPES SHALL BE THE WORDS “FIRE LANE – NO PARKING” IN 12 INCH LETTERS DIRECTLY IN FRONT OF THE 

ENTRY DOORS ALONG CURBING SPACED NO FARTHER THAN 50 FEET (50'} APART. 

GATES 

41  MINIMUM GATE WIDTH: 15 FEET (15'} PER SARASOTA COUNTY FIRE DEPARTMENT. 

NOTE: PICTORIAL DRAWINGS SHOWN ON THE FOLLOWING PAGES FOR VISUALIZATION PURPOSE ONLY. 
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FIRE DEPARTMENT TURN AROUND/ ACCESS PICTORIAL (FDA-01) 

 
 

 

 

 

• ALL ROAD SHALL AN UNOBSTRUCTED WIDTH OF 20 FEET MINIMUM 

• 25 FOOT INSIDE TURNING RADIUS 

• 45 FOOT OUTSIDE CURB TURNING RADIUS 
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Y TURN AROUND T TURN AROUND CUL-DE-SAC TURN AROUND 
 
 
 
 
 
 

 
1) PROVIDE TURNING TEMPLATES SHOWING TRAFFIC FLOW OF FIRE APPARATUS {TILLER TRUCK / TRACTOR DRAWN 

AERIAL) HAVING AN OVERALL LENGTH OF 59’ 1’’ (INCLUDING PLATFORM OVERHANG), A 12’ 6’’ TRACTOR WHEELBASE, 

A 31' 811 TRAILER WHEELBASE, A 38-DEGREE INSIDE CRAMP ANGLE, A BUMPER SWING CLEARANCE OF 44’ 7’’, A 

PLATFORM SWING CLEARANCE OF 45’ 10’’, AND AN SAE TURNING RADIUS OF 39’ 2’’. 

2) CUL-DE-SAC AND DEAD-END ROADS MUST MEET REQUIREMENTS OF NFPA 1: CHAPTER 18 EMERGENCY ACCESS (CUL- 

DE-SACS MUST HAVE A 45-FOOT RADIUS). 

3) FIRE DEPARTMENT ACCESS ROADS SHALL HAVE AN UNOBSTRUCTED WIDTH OF NOT LESS THAN 20 FT AND AN 

UNOBSTRUCTED VERTICAL CLEARANCE OF NOT LESS THAN 13 FEET 6 INCHES NFPA 1: CHAPTER 18. 

4) PROVIDE STABILIZED ALL-WEATHER SURFACE FOR EMERGENCY ACCESS; MUST BE ABLE TO SUPPORT A MINIMUM OF 38 

TONS PER NFPA 1: CHAPTER 18. 

5) A MINIMUM CLEAR GATE OPENING WIDTH OF 15 FEET IS REQUIRED. PLEASE DETAIL THAT MINIMUM CLEARANCE 

REQUIREMENT ON THE PLANS. 
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AS PER SARASOTA COUNTY UNIFIED DEVELOPMENT CODE ORDINANCE 2018-047 EMERGENCY VEHICLE LANES CHAPTER 124-121 

PAGE 484, 485. 

1) EMERGENCY VEHICLE LANES SHALL BE POSTED WITH SIGNS ADJACENT TO THE BUILDING SIDE OF THE LANE SPACED NOT MORE THAN 
60 FEET APART ALONG THE ENTIRE LENGTH OF THE LANE. SIGNS SHALL BE READABLE FROM BOTH DIRECTIONS ALONG THE LANE. THE 
TOP SIGN SHALL BE THE STANDARD 12-INCH BY 12-INCH INTERNATIONAL "NO PARKING" SIGN, RED AND BLACK ON A WHITE 
BACKGROUND. THE BOTTOM SIGN SHALL BE A RECTANGULAR SIGN, 12 INCHES IN WIDTH BY SIX INCHES IN HEIGHT WITH A RED UPPER 
HALF BACKGROUND AND A BLUE LOWER HALF BACKGROUND. THE WORD "FIRE" SHALL BE CENTERED IN WHITE LETTERS ON THE RED 
BACKGROUND PORTION AND THE WORDS "EMERGENCY LANE" SHALL BE CENTERED IN WHITE LETTERS ON THE BLUE BACKGROUND 
PORTION OF THE SIGN. THE LOWEST PORTION OF THE SIGN SHALL BE A MINIMUM OF SIX FEET SIX INCHES ABOVE THE SURFACE AT THE 
INSTALLATION POINT. 

2) EMERGENCY VEHICLE LANES SHALL BE BOUNDED ON THE OUTSIDE EDGE BY A CONTINUOUS YELLOW STRIPE NOT LESS THAN EIGHT 
INCHES IN WIDTH. IF THERE IS A DRIVEWAY OR ACCESS AISLE THAT IS WIDER THAN 12 FEET, THEN THE OUTSIDE EDGE OF THE DRIVEWAY 
OR ACCESS AISLE IS BOUNDED BY THE EIGHT-INCH STRIPE. WHERE A TWO-WAY DRIVE AISLE IS LESS THAN 24 FEET IN WIDTH, THE 
OUTSIDE EDGE OF THAT DRIVE AISLE MUST BE IDENTIFIED WITH A SOLID PAINTED STRIPE AND SIGNAGE ON BOTH SIDES OF SUCH DRIVE 
AISLE. 

3) OPEN ACCESS AREAS ADJACENT TO A FDC OR MAIN ENTRANCE SHALL BE BOUNDED BY AN EIGHT-INCH YELLOW STRIPE WITH FOUR- 
INCH DIAGONAL STRIPES ONE FOOT APART. FIRE DEPARTMENT CONNECTIONS SHALL ALSO BE POSTED WITH A SIGN DENOTING SAME. 
MAIN ENTRANCES USING AN OPEN ACCESS AREA SHALL BE POSTED NO PARKING. 

 

FIRE LANE MARKING: 

• FIRE LANE MARKING SHALL DESIGNATE AT LEAST 40 FT EITHER SIDE OF THE OUTER EDGE OF A MAIN OR SECONDARY ENTRY / EXIT 

POINT OF A BUILDING. 
 

VERIFY ALL FIRE LANE MARKINGS WITH FIRE INSPECTOR 

MARKED AS FOLLOWS: 

• CURB OR LINE OF A CURB: SHALL BE PAINTED YELLOW FOR THE LENGTH OF THE DESIGNATED FIRE LANE. 

• FIVE FEET (5’) FROM THE PAINTED CURB SHALL BE AN EIGHT (8) INCH WIDE YELLOW LINE WITH 4-INCH-WIDE YELLOW LINES RUNNING 
AT A 45 DEGREE ANGLE TO THE CURB LINE SPACED AT 3 FT INTERVALS. 

• WITHIN THE STRIPES SHALL BE THE WORDS “FIRE LANE – NO PARKING” IN 12 INCH LETTERS DIRECTLY IN FRONT OF THE ENTRY DOORS 
OR ALONG CURBING SPACED NO FARTHER THAN 50 FT APART. 
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EMERGENCY LANE SIGN MARKING 
B7 (1 of 1) 

 
SIGNS POSTED TO DESIGNATE EMERGENCY VEHICLE LANES OR OPEN ACCESS AREAS SHALL BE DEEMED OFFICIAL TRAFFIC CONTROL 

DEVICES AND DEEMED TO BE PLACED OR ERECTED BY AUTHORITY OF A PUBLIC BODY HAVING JURISDICTION FOR THE PURPOSE OF 

REGULATING, WARNING, OR GUIDING TRAFFIC. 

NO PARKING SIGNS (A) & (B) 

• SIGNS SHALL BE READABLE AND LEGIBLE FROM BOTH DIRECTIONS. 
 

• SIGN (A): SHALL BE THE STANDARD 12” X 12” INTERNATIONAL “NO PARKING” SIGN; RED AND BLACK ON WHITE 
BACKGROUND. 

• SIGN (B) THE TOP SIGN SHALL BE 12” X 12” AND SHALL BE THE STANDARD INTERNATIONAL “NO PARKING” SIGN; RED AND 
BLACK ON WHITE BACKGROUND. 

• SIGN (B) THE BOTTOM SIGN SHALL BE 12” X 6” IN HEIGHT THE WORD “FIRE” SHALL BE CENTERED IN WHITE LETTERS ON THE 
RED BACKGROUND AND THE WORDS “EMERGENCY LANE” SHALL BE CENTERED IN WHITE LETTERS ON THE BLUE BACKGROUND 
PORTION OF THE SIGN. 

• THE OVERALL SIZE OF SIGN ( B ) SHALL BE A RECTANGULAR, 12” X 18” IN HEIGHT. 

SIGN MOUNTING HEIGHT AND LOCATION: 

• HEIGHT: SHALL BE MINIMUM OF 6 ½’ FT” AND A MAXIMUM OF 7 FT IN HEIGHT FROM THE ROADWAY TO THE BOTTOM OF 
THE SIGN. 

 

• FIRE LANES SHALL BE POSTED WITH SIGNS ADJACENT TO THE MARKED CURBING CENTERED ALONG THE LENGTH 
OF THE FIRE LANE. THE SIGNS SHALL BE WITHIN SIGHT OF THE TRAFFIC FLOW AND BE A MAXIMUM OF 60 FT APART. 

FIRE DEPARTMENT CONNECTION SIGN (C) 

• A SIGN IDENTIFYING THE ADDRESS SERVED BY THE FIRE DEPARTMENT CONNECTION SHALL BE MOUNTED TO THE 
FDC OR IT’S RISER WITH CORROSION-RESISTANT BRACKET. 

 

• THE SIGN SHALL BE 7” BY 10”, WITH REFLECTIVE WHITE BACKGROUND AND RED LETTERS “FDC” A MINIMUM OF 2 ¾” TALL WITH 

¾” STROKE. THE ADDRESS SHALL BE LETTERS A MINIMUM OF 1 ½” TALL WITH 3/8” STROKE. 

 

SIGN EXAMPLES 

 
SIGN (A) SIGN (B) SIGN (C) 
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THE FOLLOWING CHECKLISTS ARE INTENDED TO ASSIST YOU IN THE PREPARATION OF YOUR FIRE SYSTEM DRAWINGS. THESE CHECKLISTS IDENTIFY THE 
MINIMUM REQUIREMENTS FOR THE INITIAL FIRE PLAN REVIEW. THESE CHECKLISTS IN NO WAY DETAIL ALL OF THE REQUIREMENTS THAT MAY BE NECESSARY 
FOR A COMPLETE CODE COMPLIANT SYSTEM. A SEPARATE APPLICATION SHALL BE SUBMITTED FOR THE INSTALLATION OF ANY FIRE PROTECTION AND/ OR 
DETECTION SYSTEM BY THE INSTALLING CONTRACTOR FOR A CODE COMPLIANCE REVIEW. 

 

SHOP DRAWING MINIMUM REQUIREMENTS 
“SUBMITTED UNDERGROUND PLANS SHALL SHOW YOUR SCOPE OF WORK ONLY - ALL UNRELATED WORK SHALL BE REMOVED FROM THE DRAWINGS” 

 
1  MINIMUM OF ONE (1) UNDERGROUND UTILITY PLAN DRAWING SUBMITTED THROUGH ACCELA ALONG WITH THE 

REQUIRED SPECIFICATIONS AND CALCULATIONS. PLANS SHALL BE SUBMITTED IN ACCORDANCE WITH 
APPROPRIATE PLANS CHECKLIST AS LISTED BELOW (PLEASE INCLUDE APPROPRIATE PLANS CHECKLIST):  

2  PROJECT NAME, ADDRESS, CITY AND STATE SHALL BE SHOWN ON EACH DRAWING. 

3  CONTRACTOR NAME, ADDRESS, CITY, STATE AND LICENSE NUMBER SHALL BE SHOWN ON EACH DRAWING. 

4  SCOPE OF WORK AND ASSOCIATED NOTES. 

5  SCALE – A GRAPHIC REPRESENTATION OF THE SCALE USED ON ALL PLANS. 

6  NORTH ARROW - MUST APPEAR ON EVERY SHEET SHOWING A PORTION OF THE SITE. 

7  KEY PLAN SHALL BE REQUIRED AS NEEDED. 

8  DATE - THE DATE OF THE PLANS ALONG WITH ANY SUBSEQUENT REVISIONS MUST BE DENOTED. 

9  SHEET NUMBER - EACH SHEET MUST SHOW THE SHEET NUMBER AND THE TOTAL NUMBER OF SHEETS 
INCLUDED, AS WELL AS CLEARLY LABELED MATCH LINES TO SHOW WHERE OTHER SHEETS MATCH OR ADJOIN. 

10  PRODUCT DATA SHEETS / CUT SHEETS SHALL BE HIGHLIGHTED FOR VERIFICATION AND REVIEW. 

11  ALL DRAWINGS, SPECIFICATIONS, REPORTS OR DOCUMENTS PREPARED OR ISSUED SHALL BE SIGNED AND SEALED BY A 
FLORIDA REGISTERED DESIGN PROFESSIONAL AS DETERMINED BY THE SCOPE OF WORK. 

12  SIZES AND LOCATIONS OF ALL WATER SUPPLIES. 

13  HYDRANT FLOW TEST COMPLETED WITHIN SIX MONTHS OF SUBMITTAL ATTACHED TO THE SITE UTILITY PLAN. 

14  THE FOLLOWING ITEMS THAT PERTAIN TO PRIVATE FIRE SERVICE MAINS: 
(A) SIZE (B) LENGTH (C) LOCATION (D) WEIGHT (E) MATERIAL (F) POINT OF CONNECTION TO CITY MAIN (G) SIZES, 
TYPES, AND LOCATIONS OF VALVES, VALVE INDICATORS, REGULATORS, METERS, AND VALVE PITS (H) DEPTH AT WHICH THE 
TOP OF THE PIPE IS LAID BELOW GRADE (I) METHOD OF RESTRAINT. 

15  SIZE, LOCATION, AND PIPING ARRANGEMENT OF FIRE DEPARTMENT CONNECTIONS (DR-14 REQ. ON FDC LINES). 

16  HYDRANT COLOR CODING PER SARASOTA COUNTY REQUIREMENTS. 

17  BACKFLOW, FIRE DEPARTMENT CONNECTIONS, HYDRANTS, RISER LOCATION, AND CONTROL VALVES MATCH THE APPROVED 

CIVIL PLANS. 

 
FIRE DEPARTMENT CONNECTIONS 

18  FIRE DEPARTMENT CONNECTION SHALL BE LOCATED REMOTE FROM BUILDING OR OTHER APPROVED LOCATION WITH SIGN & 
ADDRESS NUMBER. PROPOSED PLACEMENT OF FIRE DEPARTMENT CONNECTIONS (F.D.C.) SHALL BE SHOWN ON PLAN 
SUBMITTALS AND SHALL REMAIN UNOBSTRUCTED. 

19  FIRE DEPARTMENT CONNECTIONS SHALL BE PAINTED RED. 

20  FREE STANDING FIRE DEPARTMENT CONNECTIONS SHALL BE 36 INCHES (36") IN HEIGHT. 

21  THE (F.D.C.) CHECK VALVE SHALL BE LOCATED AT THE SIAMESE CONNECTION, NOT ON THE RISER. 

22  THERE SHALL BE A FIRE HYDRANT NO CLOSER THAN 20 FEET (20') OR FURTHER THAN 100 FEET (100') FROM THE FIRE 
DEPARTMENT CONNECTION AS MEASURED BY HARD SURFACE TRAVEL PER NFPA 14: 6.4.5.4. 
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UNDERGROUND MINIMUM REQUIREMENTS 

23  THE FIRE LINE AS DEFINED BY FLORIDA STATE STATUTES 633 .021 SHALL BEGIN FROM THE POINT OF SERVICE TO NO MORE 
THEN 1-FOOT (1') ABOVE THE FINISHED FLOOR AND SHALL BE IDENTIFIED ON THE DRAWINGS. 

24  UNDERGROUND PIPE C-900 / DR 14 FOR PRESSURIZED FIRE SERVICE ONLY (FDC LINES). 

25  UNDERGROUND PIPE C-900 / DR 18 FOR NON-PRESSURIZED USE ONLY (FIRE LINES). 

26  EACH HYDRANT OR PIV SHALL BE PROTECTED AGAINST MECHANICAL DAMAGE WHERE NEEDED. 

27  PIPES AND FITTINGS USED IN FIRE MAIN SHALL COMPLY WITH ALL APPLICABLE CRITERIA SET FORTH BY NFPA 24. 

UNDERGROUND BURIAL DEPTH 

THE DEPTH OF COVER FOR UNDERGROUND FIRE MAINS SHALL COMPLY WITH ALL APPLICABLE CRITERIA SET FORTH BY NFPA 24. 

28  MINIMUM DEPTH OF COVER BELOW A BUILDING FOOTER IS 12 INCHES (12") TO TOP OF PIPE. 

29  AT A MINIMUM, THE DEPTH OF COVER SHALL BE AT LEAST 30 INCHES (30") FROM TOP OF THE PIPE TO FINAL GRADE. 

30  DEPTH OF COVER FOR PIPE BURIED BENEATH DRIVEWAYS SHALL BE AT LEAST 36 INCHES (36") TO PAVEMENT. 

31  DEPTH OF COVER FOR PIPE BURIED BENEATH TRAIN TRACKS SHALL BE AT LEAST 48 INCHES (48") TO ROAD BED. 

32  PRIVATE SERVICE MAINS UNDERGROUND PIPE MAY BE RUN TO A MAXIMUM OF 10 FEET (10') UNDER A BUILDING. 

PIPING MINIMUM REQUIREMENTS 
 

33  ALL FIRE LINES SHALL HAVE A CONTINUOUS #10 WIRE ATTACHED SECURELY TO THE PIPE. THE WIRE SHALL BE LAID ON TOP OF 
THE PIPE AND SECURED TO RESTRAINER BOLTS. 

34  THREE-INCH (3") METALLIC LOCATION TAPE IDENTIFYING "CAUTION - FIRE LINE BELOW" SHALL BE LOCATED 18 INCHES (18") 
ABOVE ALL FIRE LINES AND SHALL COMPLY WITH ALL APPLICABLE CRITERIA SET FORTH BY NFPA 24. 

35  ALL RODS, NUTS, WASHERS, COUPLINGS AND OTHER RESTRAINING DEVICES SHALL BE CLEANED AND THOROUGHLY COATED 
WITH BITUMINOUS OR OTHER ACCEPTABLE CORROSION, RETARDING MATERIAL. 

36  FLUSHING OF PIPE SHALL COMPLY WITH ALL THE APPLICABLE CRITERIA SET FORTH BY NFPA 24. 

. 
37  TESTING OF FIRE MAINS SHALL COMPLY WITH ALL APPLICABLE CRITERIA SET FORTH BY NFPA 24. 

38  HYDROSTATIC TEST PRESSURES FOR FIRE MAINS NOT LOCATED ON THE DISCHARGE SIDE OF A FIRE PUMP SHALL BE NOT LESS 
THAN 200 PSI FOR 2 HOURS, OR AT 50 PSI GREATER THAN THE MAXIMUM STATIC PRESSURE THAT IS IN EXCESS OF 150 PSI. 

39  FIRE LINE PIPE SHALL NOT BE USED FOR THE GROUNDING OF ELECTRICAL SERVICES. 

FIRE RISER 

40  IDENTIFY “LOCATION OF RISER STUB UP” ON DRAWINGS AND SHOW DIMENSION FROM WALL. 
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THE FOLLOWING CHECKLISTS ARE INTENDED TO ASSIST YOU IN THE PREPARATION OF YOUR FIRE SYSTEM DRAWINGS. THESE CHECKLISTS IDENTIFY THE 
MINIMUM REQUIREMENTS FOR THE INITIAL FIRE PLAN REVIEW. THESE CHECKLISTS IN NO WAY DETAIL ALL OF THE REQUIREMENTS THAT MAY BE NECESSARY 
FOR A COMPLETE CODE COMPLIANT SYSTEM. A SEPARATE APPLICATION SHALL BE SUBMITTED FOR THE INSTALLATION OF ANY FIRE PROTECTION AND/ OR 
DETECTION SYSTEM BY THE INSTALLING CONTRACTOR FOR A CODE COMPLIANCE REVIEW. 

 

 

ENGINEER & SHOP DRAWING INFORMATION 
“SUBMITTED PLANS SHALL SHOW YOUR SCOPE OF WORK ONLY - ALL UNRELATED WORK SHALL BE REMOVED FROM THE DRAWINGS” 

1  ENGINEER DRAWINGS: FIRE PROTECTION DRAWINGS SHALL BE SIGNED AND SEALED AS PER THE FLORIDA BUILDING CODE 
CHAPTER 105.3.1.2. A CONTRACTOR CERTIFIED UNDER FLORIDA STATE STATUTE 633.521 MAY DESIGN A FIRE SPRINKLER 
SYSTEM OF 49 OR FEWER HEADS AND MAY DESIGN THE ALTERATION OF AN EXISTING FIRE SPRINKLER SYSTEM IF THE 
ALTERATION CONSISTS OF THE RELOCATION, ADDITION OR DELETION OF NOT MORE THAN 49 HEADS, NOTWITHSTANDING 
THE SIZE OF THE EXISTING FIRE SPRINKLER SYSTEM. 

 
2  CONTRACTOR SHOP DRAWINGS: SHALL BE REVIEWED BY THE ENGINEER OF RECORD FOR COMPLIANCE WITH THE ORIGINAL 

ENGINEER OF RECORD DESIGN DOCUMENTS. A LETTER SHALL BE PROVIDED BY THE ENGINEER OF RECORD ON COMPANY 
LETTER HEAD STATING WHETHER OR NOT THE SHOP DRAWINGS ARE IN COMPLIANCE ALONG WITH ANY NOTED ITEMS. THE 
DRAWINGS MAY BE RUBBER STAMPED, SIGNED, DATED WITH STATED REVIEW COMMENTS IN LIEU OF A LETTER. IF THESE 
DRAWINGS ARE THE DESIGN DOCUMENTS, THEY SHALL BE SUBMITTED IN ACCORDANCE WITH ITEM (1) ABOVE PER THE 
FLORIDA BUILDING CODE CHAPTER 105.3.1.2. NOTE: A SHOP REVIEW BY THE ENGINEER OF RECORD IS NOT REQUIRED WHEN 
THE ENGINEER OF RECORD HAS SUBMITTED A 61G15-32 DESIGN CRITERIA ONLY. 

3   A MINIMUM OF ONE (1) SYSTEM PLAN DRAWING SUBMITTED THROUGH ACCELA ALONG WITH THE REQUIRED SPECIFICATIONS 
AND HYDRAULIC CALCULATIONS SHALL BE SUBMITTED IN ACCORDANCE WITH THE ITEMS LISTED BELOW (PLEASE INCLUDE 
WITH APPROPRIATE PLANS CHECKLIST): 

DRAWING INFORMATION 

TO ENSURE MINIMUM DESIGN QUALITY IN FIRE PROTECTION SYSTEM ENGINEERING DOCUMENTS, SAID DOCUMENTS SHALL INCLUDE AS 
A MINIMUM THE FOLLOWING INFORMATION WHEN APPLICABLE: 

4  PROJECT NAME, ADDRESS, CITY AND STATE SHALL BE SHOWN ON EACH DRAWING. 

5  CONTRACTOR NAME, ADDRESS, CITY, STATE AND LICENSE NUMBER SHALL BE SHOWN ON EACH DRAWING. 

6  SCOPE OF WORK, NOTES AND OPERATION. 

7  SCALE – A GRAPHIC REPRESENTATION OF THE SCALE USED ON ALL PLANS. 

8  NORTH ARROW - MUST APPEAR ON EVERY SHEET SHOWING A PORTION OF THE SITE. 

9  KEY PLAN SHALL BE REQUIRED AS NEEDED. 

10  DATE - THE DATE OF THE PLANS ALONG WITH ANY SUBSEQUENT REVISIONS MUST BE DENOTED. 

11  SHEET NUMBER - EACH SHEET MUST SHOW THE SHEET NUMBER AND THE TOTAL NUMBER OF SHEETS 
INCLUDED, AS WELL AS CLEARLY LABELED MATCH LINES TO SHOW WHERE OTHER SHEETS MATCH OR ADJOIN. 

12  SUBMITTALS – ALL MATERIAL HARDWARE BEING USED FOR THIS PROJECT SHALL BE HIGHLIGHTED AND SUBMITTED 

FOR VERIFICATION AND REVIEW. 

13  PROJECT TYPE:   NEW   REMODEL   ADDITION   OTHER:   

14  CONSTRUCTION TYPE & SQUARE FOOTAGE - TYPE 1, 2, 3, 4, 5, A OR B   SQUARE FOOTAGE 

15  CONSTRUCTION:   UNOBSTRUCTED   OBSTRUCTED – (REF NFPA 13 - 3.7.1 & A.3.7.1) 

16  THE POINT OF SERVICE FOR THE FIRE PROTECTION WATER SUPPLY AS DEFINED BY SECTION 633.021(18), F.S. 
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17  APPLICABLE NFPA STANDARD TO BE APPLIED, OR IN THE CASE WHERE NO SUCH STANDARD EXISTS, THE ENGINEERING STUDY, 

JUDGMENTS, AND/OR PERFORMANCE BASED ANALYSIS AND CONCLUSIONS. 

18  CLASSIFICATION OF HAZARD OCCUPANCY FOR EACH ROOM OR AREA. 

19  DESIGN APPROACH, WHICH INCLUDES SYSTEM TYPE, DENSITIES, DEVICE TEMPERATURE RATING, AND SPACING FOR EACH 
SEPARATE HAZARD OCCUPANCY. 

20  CHARACTERISTICS OF WATER SUPPLY TO BE USED, SUCH AS MAIN SIZE AND LOCATION, WHETHER IT IS DEAD-END OR 
CIRCULATING; AND IF DEAD-END, THE DISTANCE TO THE NEAREST CIRCULATING MAIN, AS WELL AS ITS MINIMUM DURATION 
AND RELIABILITY FOR THE MOST HYDRAULICALLY DEMANDING DESIGN AREA. 

21  WHEN PRIVATE OR PUBLIC WATER SUPPLIES ARE USED, THE FLOW TEST DATA, INCLUDING DATE AND TIME OF TEST, WHO 
CONDUCTED TEST OR SUPPLIED INFORMATION, TEST ELEVATION, STATIC GAUGE PRESSURE AT NO FLOW, FLOW RATE WITH 
RESIDUAL GAUGE PRESSURE, HYDRANT BUTT COEFFICIENT, AND LOCATION OF TEST IN RELATION TO THE HYDRAULIC POINT OF 
SERVICE SHALL BE SUBMITTED. ALL FLOW TESTS SHALL BE SUBMITTED WITHIN 6 MONTHS OF PLAN SUBMITTAL. 

22  VALVING AND ALARM REQUIREMENTS TO MINIMIZE POTENTIAL FOR IMPAIRMENTS AND UNRECOGNIZED FLOW OF WATER. 

23  MICROBIAL INDUCED CORROSION (MIC). THE ENGINEER OF RECORD SHALL MAKE REASONABLE EFFORTS TO IDENTIFY WATER 
SUPPLIES THAT COULD LEAD TO MICROBIAL INDUCED CORROSION (MIC). 

24  QUALITY AND PERFORMANCE SPECIFICATIONS OF ALL YARD AND INTERIOR FIRE PROTECTION COMPONENTS. 

25   A DETERMINATION OF WHETHER A FIRE PUMP IS REQUIRED, AND IF SO, THE SPECIFIC VOLUMETRIC FLOW AND PRESSURE 
RATING OF THE PUMP. 

26   A VERIFICATION OF WHETHER A FIREWATER STORAGE TANK IS REQUIRED ON SITE AND IF SO, A DETERMINATION OF THE SIZE 
AND CAPACITY REQUIRED. 

27  OWNER’S CERTIFICATE, IN STORAGE OCCUPANCIES, THE OWNER’S INFORMATION CERTIFICATE IS REQUIRED FROM THE 
PROPERTY OWNER AS IT CLEARLY DEFINES THE STORAGE CONFIGURATION OF THE SPACE FOR THE CURRENT AND FUTURE USE 
OF THE PROPERTY, AS REQUIRED BY THE CODES AND STANDARDS SET FORTH IN SUBSECTION 61G15-32.004 (4M), F.A.C. 

28   ALL SYSTEM AREA LIMITATIONS HAVE BEEN VERIFIED AND IDENTIFIED. 

29   HYDRAULIC CALCULATIONS INCLUDED WITH SAFETY FACTOR MAINTAINED. 

30   REMOTE AREA SHOWN ON DRAWINGS WITH HATCH LINE & NODE NUMBERS. 

31   AREA REDUCTION CALCULATIONS SHALL BE SHOWN ON THE DRAWINGS FOR VERIFICATION WHEN APPLICABLE. 

32   WATER SUPPLY:    PUBLIC UTILITY    PRIVATE WELL    TANK    LAKE,    POND,  OTHER. 

33   FIRE PUMP IS REQUIRED   N/A   ELECTRIC   DIESEL    ROOM LOCATION   (ATTACHED) OR   (DETACHED). 

34   FIRE DEPARTMENT CONNECTION SHALL BE LOCATED WITHIN 20 to 100 FT OF A FIRE HYDRANT. 

25   THE (F.D.C.) CHECK VALVE SHALL BE LOCATED AT THE SIAMESE CONNECTION, NOT ON THE RISER. 

36   STANDPIPE SYSTEM IS BEING PROVIDED AND SHOWN ON DRAWINGS  NOT REQUIRED. 

37   STANDPIPE SHALL BE UNDER SEPARATE CONTROL VALVE, AND FLOW SWITCH. 

38   ATTIC PROTECTION: PROVIDE ELEVATION VIEW AND ATTIC HEAD LAYOUT ON DRAWINGS. 

39   ATTIC SPACING: PROTECTION AREA   120 SQFT -   130 SQFT -     HEAD K FACTOR      PSI MINIMUM. 

40   ATTIC SLOPE: VERIFY INCREASE FOR ROOF PITCH PER NFPA 13: 11.2.4.1.3. 

41   THE SPRINKLER VERTICAL RISER SHALL INCLUDE A MAIN CONTROL VALVE WITH TAMPER, SUPPLY & SYSTEM GAUGES. 

42  FLOOR CONTROL VALVES, WITH FLOW & TAMPER SWITCH SHALL BE REQUIRED ON ALL BUILDINGS 3 STORIES OR MORE. 
ADDITIONAL RESTRICTIONS MAY APPLY TO SPECIFIC OCCUPANCIES. 

43  IDENTIFY ON THE DRAWINGS THE SPECIFIC NFPA 13: CHAPTER 12-20 THAT YOU WILL BE USING FOR THE DESIGN CRITERIA. 

44  FIRE SPRINKLER RACKS SHALL BE UNDER A SEPARATE CONTROL VALVE AND SHALL BE IDENTIFIED ON DRAWINGS. 

45  IN RACK FIRE SPRINKLER COVERAGE WHEN REQUIRED SHALL BE IDENTIFIED ON DRAWINGS. 

46  COMPLETE PAGE 3 FOR ALL STORAGE APPLICATIONS AND IDENTIFY ON DRAWINGS. 
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COMPLETE THIS CHECKLIST AND INCLUDE WITH YOUR STORAGE SUBMITTAL 
 

Percentage: % of Class I   % of Class II   % of Class III   % of Class IV  

% of Group “A” plastics   % of Group ”B” plastics   % of Group ”C” plastics   

% of unexpanded plastics   % of expanded plastics   

Overall approximate % of plastics   

Commodity Hazard (Check all that apply): 

□ Commodities contain plastic 

□ Commodities contain rubber 

□ Commodities contain hazardous material 

□ Commodities contain foam or foam packing 

□ Commodities contain free-flowing plastic 

Packaging (Check all that apply): 

□ Commodities are packaged 

□ Commodities are packaged in cardboard cartons 

□ Commodities are bound on 4 sides with plastic wrap 

□ Commodities are bound on 4 sides with plastic wrap 

and on top with plastic (encapsulated) 

Storage type/amount (Check all that 

apply): 

□ Single Row Racks  □ Double Row Racks 

□ Multi-row Racks □ Shelf Storage 

□ Palletized Pile Storage □ Pile Storage 

□ Storage area: Length x Width 

If Rack Storage (Check all that apply): 

□ Products are stored on wood pallets 

□ Products are stored on plastic pallets 

□ There are racks with wire meshing on the beams 

□ There are racks with solid shelving on the beams 

Pile Dimensions: 

(approximate dimensions for a standard pile) 

Length x Width x Height:   

Maximum Commodity Height: 

Piles   Racks   

Ceiling Height: (If truss is present, 

measurement starts below the truss)   

feet 

Aisle (Check all that apply): 

□ 4 feet 

□ 8 feet or more 

□ Size  
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THE FOLLOWING CHECKLISTS ARE INTENDED TO ASSIST YOU IN THE PREPARATION OF YOUR FIRE SYSTEM DRAWINGS. THESE CHECKLISTS IDENTIFY THE 
MINIMUM REYUIREMENTS FOR THE INITIAL FIRE PLAN REVIEW. THESE CHECKLISTS IN NO WAY DETAIL ALL OF THE REYUIREMENTS THAT MAY BE NECESSARY 
FOR A COMPLETE CODE COMPLIANT SYSTEM. A SEPARATE APPLICATION SHALL BE SUBMITTED FOR THE INSTALLATION OF ANY FIRE PROTECTION AND/ OR 
DETECTION SYSTEM BY THE INSTALLING CONTRACTOR FOR A CODE COMPLIANCE REVIEW. 

SHOP DRAWINGS MINIMUM REQUIREMENTS 
“SUBMITTED PLANS SHALL SHOW YOUR SCOPE OF WORK ONLY - ALL UNRELATED WORK SHALL BE REMOVED FROM THE DRAWINGS” 

 

A COMPLETE PLAN AND DETAILED DATA DESCRIBING PUMP, DRIVER, CONTROLLER, POWER SUPPLY, FITTINGS, SUCTION 
AND DISCHARGE CONNECTIONS, AND LIQUID SUPPLY CONDITIONS SHALL BE PREPARED FOR APPROVAL. 

1   A MINIMUM OF ONE (1) SYSTEM PLAN DRAWING SUBMITTED THROUGH ACCELA ALONG WITH THE REQUIRED SPECIFICATIONS 
AND CALCULATIONS. PLANS SHALL BE SUBMITTED IN ACCORDANCE WITH APPROPRIATE PLANS CHECKLIST AS LISTED BELOW 
(PLEASE INCLUDE APPROPRIATE PLANS CHECKLIST): 

2  PROJECT NAME, ADDRESS, CITY AND STATE SHALL BE SHOWN ON EACH DRAWING. 

3  CONTRACTOR NAME, ADDRESS, CITY, STATE AND LICENSE NUMBER SHALL BE SHOWN ON EACH DRAWING. 

4  SCOPE OF WORK, NOTES AND OPERATION. 

5  SCALE – A GRAPHIC REPRESENTATION OF THE SCALE USED ON ALL PLANS. 

6  NORTH ARROW - MUST APPEAR ON EVERY SHEET SHOWING A PORTION OF THE SITE. 

7  KEY PLAN SHALL BE REQUIRED AS NEEDED. 

8  DATE - THE DATE OF THE PLANS ALONG WITH ANY SUBSEQUENT REVISIONS MUST BE DENOTED. 

9  SHEET NUMBER - EACH SHEET MUST SHOW THE SHEET NUMBER AND THE TOTAL NUMBER OF SHEETS 
INCLUDED, AS WELL AS CLEARLY LABELED MATCH LINES TO SHOW WHERE OTHER SHEETS MATCH OR ADJOIN. 

10  PRODUCT DATA SHEETS / CUT SHEETS SHALL BE HIGHLIGHTED FOR VERIFICATION AND REVIEW. 

11  ALL DRAWINGS, SPECIFICATIONS, REPORTS OR DOCUMENTS PREPARED OR ISSUED SHALL BE SIGNED AND SEALED BY A 
FLORIDA REGISTERED DESIGN PROFESSIONAL AS DETERMINED BY THE SCOPE OF WORK. 

13  ROOM DIMENSIONS SHALL BE PROVIDED. 

14  EQUIPMENT SYMBOL LEGEND IS PROVIDED. 

12  PLAN VIEW AND CROSS-SECTIONAL VIEWS OF INSTALLED EQUIPMENT ARE PROVIDED. 

FIRE PUMP 

13  ELECTRIC  DIESEL  STEAM  GPM @ PSI RPM 

14  SUCTION MAIN SIZE, LENGTH, LOCATION, TYPE AND CLASS/ SCHEDULE OF MATERIAL, AND POINT OF CONNECTION TO 
WATER SUPPLY, AS WELL AS DEPTH TO TOP OF PIPE BELOW GRADE (8) WATER STORAGE TANK, IF APPLICABLE. 

15  SIZE AND TYPE OF VALVES, REGULATORS, METERS, AND VALVE PITS, IF APPLICABLE. 

16  IDENTIFY ON DRAWINGS: WATER SUPPLY INFORMATION INCLUDING THE FOLLOWING FLOW TEST INFORMATION, IF 
APPLICABLE: 

(A) LOCATION AND ELEVATION OF STATIC AND RESIDUAL TEST GAUGE WITH RELATION TO THE ELEVATION REFERENCE 
POINT, (B) FLOW LOCATION, (C) STATIC PRESSURE, PSI (BAR,) (D) RESIDUAL PRESSURE, PSI (BAR), (E) FLOW, GPM (L/MIN), 
(F) DATE, (G) TIME, (H) NAME OF PERSON WHO CONDUCTED THE FIRE FLOW TEST OR SUPPLIED THE INFORMATION, 
(I) OTHER SOURCES OF WATER SUPPLY, WITH PRESSURE OR ELEVATION. 

17  OTHER SOURCES OF WATER SUPPLY, WITH PRESSURE OR ELEVATION. PUMP 

18  DRIVER DETAILS INCLUDING MANUFACTURER AND HORSEPOWER. 

19  VOLTAGE FOR ELECTRIC MOTOR–DRIVEN PUMPS. 

20  FUEL SYSTEM DETAILS FOR DIESEL-DRIVEN PUMPS. 
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21  CONTROLLER MANUFACTURER, TYPE, AND RATING. 

22  SUCTION AND DISCHARGE PIPE, FITTING, AND VALVE TYPES. 

23  TEST CONNECTION PIPING AND VALVES. 

24  FLOW METER DETAILS, IF APPLICABLE. 

25  PRESSURE MAINTENANCE PUMP AND CONTROLLER ARRANGEMENT INCLUDING SENSING LINE DETAILS, IF APPLICABLE. 

26  SUCTION PIPE FLUSHING REQUIREMENTS FROM NFPA 20: TABLE 14.1.1.1 ARE ON THE PLANS. 

27  PLOT PLAN ILLUSTRATING CONNECTION TO THE WATER SUPPLY INCLUDING THE PIPE DIAMETER AND THE PIPE ROUTING 
(INCLUDING ANY ELEVATION CHANGES) FROM THE SOURCE TO THE FIRE PUMP. 

28  DRIVER, PUMP, AND CONTROLLER MANUFACTURER, RESPECTIVE MODELS, AND DRIVER TYPE ARE SPECIFIED. 

39  COPY OF THE FACTORY PUMP TEST CURVE IS PROVIDED BY NFPA 20: 4.5. 

30  PUMP GPM RATING, HEAD RATING, AND RPM ARE PROVIDED. 

31  PRESSURE GAUGE COMPLYING WITH NFPA 20: 4.11. IS DETAILED. 

32  WHERE THE MINIMUM PUMP SUCTION PRESSURE IS BELOW 20 PSI (1.3 BAR) UNDER ANY FLOW CONDITION, THE SUCTION 
GAUGE SHALL BE A COMPOUND PRESSURE AND VACUUM GAUGE PER 20: 4.12. 

33  UNLESS THE REQUIREMENTS OF NFPA 20: 4.13 ARE MET, EACH PUMP(S) SHALL HAVE AN AUTOMATIC RELIEF VALVE LISTED 
FOR THE FIRE PUMP SERVICE INSTALLED AND SET BELOW THE SHUTOFF PRESSURE AT MINIMUM EXPECTED SUCTION 
PRESSURE. 

34  NON-SPRINKLERED FIRE PUMP ROOM IS SEPARATED BY A 2-HOUR FIRE BARRIER. 

35  A SPRINKLERED FIRE PUMP ROOM IN A NON-SPRINKLERED BUILDING IS SEPARATED BY A 2-HOUR FIRE BARRIER. 

36  A SPRINKLERED FIRE PUMP ROOM IN A SPRINKLERED BUILDING IS SEPARATED BY A 1-HOUR FIRE BARRIER. 

37  AN EXTERIOR FIRE PUMP BUILDING IS SEPARATED FROM ADJACENT BUILDINGS BY AT LEAST 50 FT PER NFPA 20: TABLE 
4.14.1.2. 

38  FIRE PUMPS IN HIGH-RISE BUILDINGS ARE SEPARATED BY 2-HOUR FIRE-RATED CONSTRUCTION AS PER NFPA 20: 4.14. 

 
39  FIRE PUMP ROOM CONTAINING A DIESEL PUMP DRIVER AND FUEL STORAGE TANKS IS PROTECTED BY AN 

AUTOMATIC SPRINKLER SYSTEM IN COMPLIANCE WITH NFPA 20: 4.14. EXTRA HAZARD GROUP 2 OCCUPANCY. 

40  FIRE PUMP INSTALLED OUTDOOR IS LOCATED AT LEAST 50 FT FROM ANY BUILDING THAT WOULD BE AN 
EXPOSURE AS PER NFPA 20: 4.14. 

41  WHEN REQUIRED BY THE ENVIRONMENT OR ENGINE MANUFACTURER, THE FIRE PUMP ROOM HAS A HEAT 
SOURCE IN ACCORDANCE WITH NFPA 20: 4.14 WHERE REQUIRED, ABOVE 40 DEG F. 

42  EMERGENCY LIGHTING FOR THE FIRE PUMP ROOM IS PROVIDED IN ACCORDANCE WITH NFPA 20: 4.14. 

32  VENTILATION IS PROVIDED IN THE PUMP ROOM AS PER NFPA 20: 4.14. 

33  PUMP ROOM FLOOR IS ADEQUATELY PITCHED TO PROVIDE DRAINAGE AND IT DRAINS TO A FROST FREE 
LOCATION AS PER NFPA 20: 4.14. 

34  COUPLING GUARDS FOR THE FLEXIBLE COUPLINGS OR SHAFT CONNECTIONS BETWEEN THE PUMP DRIVER AND 
PUMP ARE NOTED OR ILLUSTRATED AND IN COMPLIANCE WITH SECTION 8 OF ANSI B15.1 AND NFPA 20: 4.14. 

35  SIZE AND TYPE OF PUMP SUCTION AND DISCHARGE PIPE USED ARE SPECIFIED AND DETAILED. 

36  ABOVEGROUND PIPE (STEEL) SHALL COMPLY WITH NFPA 20: 4.15. 

37  METHOD OF JOINING THE STEEL PIPE IS SPECIFIED AS PER NFPA 20: 4.15. 

 
THE FOLLOWING ITEMS WERE NOT SHOWN ON THE PLANS FOR THE FOLLOWING REASON: 

1.         
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THE FOLLOWING CHECKLISTS ARE INTENDED TO ASSIST YOU IN THE PREPARATION OF YOUR FIRE SYSTEM DRAWINGS. THESE CHECKLISTS IDENTIFY 
THE MINIMUM REQUIREMENTS FOR THE INITIAL FIRE PLAN REVIEW. THESE CHECKLISTS IN NO WAY DETAIL ALL OF THE REQUIREMENTS THAT MAY 
BE NECESSARY FOR A COMPLETE CODE COMPLIANT SYSTEM. A SEPARATE APPLICATION SHALL BE SUBMITTED FOR THE INSTALLATION OF ANY FIRE 
PROTECTION AND/ OR DETECTION SYSTEM BY THE INSTALLING CONTRACTOR FOR A CODE COMPLIANCE REVIEW. 

 

“SUBMITTED PLANS SHALL SHOW YOUR SCOPE OF WORK ONLY - ALL UNRELATED WORK SHALL BE REMOVED FROM THE DRAWINGS” 
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NOTE: 

ENGINEERED DRAWINGS: IF THE JOB VALUE EXCEEDS $5,000.00 FIRE ALARM DRAWINGS SHALL BE SIGNED AND SEALED BY A FLORIDA 
REGISTERED PROFESSIONAL ENGINEER IN ACCORDANCE WITH THE FLORIDA BUILDING CODE CHAPTER 105.3.1.2. 

CONTRACTOR SHOP DRAWINGS: SHALL BE REVIEWED BY THE ENGINEER OF RECORD FOR COMPLIANCE WITH THE ORIGINAL ENGINEER OF 
RECORD DESIGN DOCUMENTS. A LETTER SHALL BE PROVIDED BY THE ENGINEER OF RECORD ON COMPANY LETTER HEAD STATING WHETHER OR 
NOT THE SHOP DRAWINGS ARE IN COMPLIANCE ALONG WITH ANY NOTED ITEMS. THE DRAWINGS MAY BE RUBBER STAMPED, SIGNED, DATED 
WITH STATED REVIEW COMMENTS IN LIEU OF A LETTER. NOTE: A SHOP REVIEW BY THE ENGINEER OF RECORD IS NOT REQUIRED WHEN THE 
ENGINEER OF RECORD HAS SUBMITTED A 61G15-32 DESIGN CRITERIA ONLY. 

FACP REPLACEMENT ONLY: COVER LETTER, SCOPE, BATTERY CALCULATIONS, CUT-SHEETS. ADD DRAWINGS FOR COMPLETE REPLACEMENT. 

IDENTIFY THE COMMUNICATION METHOD OF TRANSMISSION ON THE DRAWINGS. 

FACP PANEL LOCATED OUTSIDE IN NEMA RATED ENCLOSURE SHALL MEET THE VOLTAGE, TEMPERATURE, AND HUMIDITY VARIATION OF NFPA 
72. EQUIPMENT SHALL BE DESIGNED SO THAT IT IS CAPABLE OF PERFORMING ITS INTENDED FUNCTIONS IN ACCORDANCE WITH NFPA 72. 
PROVIDE DOCUMENTATION ON ENCLOSURE, FAN AND TEMPERATURE CONTROL. 

MULTI-TENANT & BUILDING OCCUPANCIES SHALL REPORT TO CENTRAL STATION BY DEVICE / UNIT # - ALL OTHERS CONTACT ID (CID). 

A MINIMUM OF ONE (1) SET OF EACH OF THE FOLLOWING SHALL BE SUBMITTED PER FLORIDA BUILDING CODE & FIRE PREVENTION CODE, NFPA 72: 
• FA DRAWINGS WITH A LEGIBLE FONT SIZE. 

• FIRE ALARM LEGEND, SCOPE OF WORK, OPERATIONAL MATRIX. 

• FACP/ BPSE BATTERY LOAD CALCULATIONS AND VOLTAGE DROP CALCULATIONS FOR SLC AND NOTIFICATION 
CIRCUITS. 

• PRODUCT DATA SHEETS / CUT SHEETS WITH EACH ITEM HIGHLIGHTED FOR VERIFICATION AND REVIEW. 
THE PLAN SET SHALL INCLUDE THE PROJECT NAME, ADDRESS, CITY, STATE, AND ZIP CODE PER NFPA 72. 

THE PLAN SET SHALL INCLUDE THE CONTRACTORS NAME, ADDRESS, CITY, STATE, ZIP CODE AND LICENSE NUMBER. 

THE PLAN SET SHALL INDICATE THE BUILDING ORIENTATION, NORTH, EAST, ETC…NFPA 72. LARGER BUILDINGS SHALL INCLUDE A KEY PLAN. 

THE PLAN SET SHALL CLEARLY IDENTIFY THE LOCATION OF THE FACP, POWER EXPANDERS, DIGITAL COMMUNICATORS, AND REMOTE 
ANNUNCIATOR. ANNUNCIATOR SHALL BE LOCATED AT MAIN ENTRY TO BUILDING. 

ALL ROOMS SHALL BE CLEARLY IDENTIFIED ON THE FLOOR PLAN INDICATING THE ROOM USE PER FLORIDA BUILDING CODE CHAPTER 9, 
SECTION 907.1.1 CONSTRUCTION DOCUMENTS. 

IDENTIFY ALL SPRINKLER WATER FLOW & TAMPER SWITCHES ON DRAWINGS. 

TRANSIENT PROTECTION: TO REDUCE THE POSSIBILITY OF DAMAGE BY INDUCED TRANSIENTS, CIRCUITS AND EQUIPMENT SHALL BE PROTECTED 
IN ACCORDANCE WITH THE REQUIREMENT OF NFPA 70, NATIONAL ELECTRICAL CODE, ARTICLE 800. TO REDUCE THE POSSIBILITY OF INDUCED 
SURGES SECONDARY SURGE PROTECTION SHALL BE INSTALLED ON ALL NEW SYSTEM AND PANEL CHANGE OUTS AND SHALL BE INSTALLED IN 
ACCORDANCE WITH MANUFACTURERS’ INSTALLATION INSTRUCTIONS AND IDENTIFIED ON THE PLAN SET PER NFPA 72. 

ALL WIRING ENTERING AND LEAVING THE BUILDING SHALL BE PROTECTED WITH SURGE PROTECTION INSTALLED IN ACCORDANCE WITH 
MANUFACTURERS INSTALLATION INSTRUCTIONS AND IDENTIFIED ON THE PLAN SET. 

SURVIVABILITY LEVEL, CLASS, PATHWAY, SHALL BE IDENTIFIED ON THE PLAN SET FOR EACH SLC, ZONE, NAC, CIRCUIT WIRING PER NFPA 72, 
FFPC AND FLORIDA BUILDING CODE CHAPTER 9, SECTION 907.1.1 CONSTRUCTION DOCUMENTS. 

THE NOTIFICATIONS DEVICE LOCATION AND THE CANDELA RATING SHALL BE CLEARLY IDENTIFIED NEXT TO EACH NOTIFICATION DEVICE. 
UNLESS ALL THE NOTIFICATIONS DEVICES ARE OF THE SAME CANDELA ,“INDICATE SUCH BY PLAN NOTE” PER NFPA 72. EFFECTIVE JANUARY 1, 
2014, WHERE AUDIBLE APPLIANCES ARE PROVIDED TO PRODUCE SIGNALS FOR SLEEPING AREAS, THEY SHALL PRODUCE A LOW FREQUENCY 
ALARM SIGNAL THAT COMPLIES WITH NFPA 72: 18.4.6. 

A MINIMUM OF ONE WEATHERPROOF NOTIFICATION DEVICE SHALL BE PROVIDED AND LOCATED TOWARDS THE MAIN ENTRY TO THE BUILDING 
FOR FIRE DEPARTMENT NOTIFICATION. COORDINATE LOCATION WITH FIRE INSPECTOR. 

ANY DEVICE USED OUTDOORS SHALL BE IDENTIFIED WITH “WP” DESIGNATION. 

DUCT SMOKE DETECTORS SHALL BE PROGRAMMED TO INITIATE A SUPERVISORY SIGNAL AND SHUT DOWN THE ASSOCIATED UNIT, UNLESS 
ANOTHER MODE OF ACTION IS REQUIRED BY THE FIRE PROTECTION ENGINEER. 

A KNOX BOX SHALL BE REQUIRED FOR ALL BUILDINGS WHERE THE MAIN FIRE ALARM CONTROL PANEL IS LOCATED INSIDE THE BUILDING OR IN 
A SEPERATE ROOM. 

IDENTIFY ON THE DRAWINGS THAT A FIRE ALARM SYSTEM DOCUMENT CABINET HAS BEEN PROVIDED AS PER NFPA 72. 

STRUCTURES THAT HAVE A DESIGNATED ADDRESS SHALL REQUIRE A SEPARATE F.A.C.P.. MULTIPLE FIRE ALARM PANELS IN ONE BUILDING IS NOT PERMITTED. 
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IP COMMUNICATOR DRAWINGS MINIMUM REQUIREMENTS 
 
 
 
 
 
 
 
 
 

 

 
 
 
 

 
NOTE: VOIP SERVICE SHALL NOT BE USED, PER FLORIDA STATE STATUTES CHAPTER 633.0215 (12), SEE 69A-48 
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THE FOLLOWING CHECKLISTS ARE INTENDED TO ASSIST YOU IN THE PREPARATION OF YOUR FIRE SYSTEM DRAWINGS. THESE CHECKLISTS IDENTIFY THE 
MINIMUM REYUIREMENTS FOR THE INITIAL FIRE PLAN REVIEW. THESE CHECKLISTS IN NO WAY DETAIL ALL OF THE REYUIREMENTS THAT MAY BE NECESSARY 
FOR A COMPLETE CODE COMPLIANT SYSTEM. A SEPARATE APPLICATION SHALL BE SUBMITTED FOR THE INSTALLATION OF ANY FIRE PROTECTION AND/ OR 
DETECTION SYSTEM BY THE INSTALLING CONTRACTOR FOR A CODE COMPLIANCE REVIEW. 

 

 

SHOP DRAWINGS MINIMUM REQUIREMENTS 
“SUBMITTED PLANS SHALL SHOW YOUR SCOPE OF WORK ONLY - ALL UNRELATED WORK SHALL BE REMOVED FROM THE DRAWINGS” 

 
1  A MINIMUM OF ONE (1) SYSTEM PLAN DRAWING SUBMITTED THROUGH ACCELA ALONG WITH THE REQUIRED 

SPECIFICATIONS AND CALCULATIONS. PLANS SHALL BE SUBMITTED IN ACCORDANCE WITH APPROPRIATE PLANS 
CHECKLIST AS LISTED BELOW (PLEASE INCLUDE APPROPRIATE PLANS CHECKLIST): 

2  PROJECT NAME, ADDRESS, CITY AND STATE SHALL BE SHOWN ON EACH DRAWING. 

3  CONTRACTOR NAME, ADDRESS, CITY, STATE AND LICENSE NUMBER SHALL BE SHOWN ON EACH DRAWING. 

4  SCOPE OF WORK, NOTES AND OPERATION. 

5  SCALE – A GRAPHIC REPRESENTATION OF THE SCALE USED ON ALL PLANS. 

6  SCALE IS ADEQUATE TO REPRESENT THE SYSTEM AND PROVIDE NECESSARY INFORMATION. 

7  NORTH ARROW - MUST APPEAR ON EVERY SHEET SHOWING A PORTION OF THE SITE. 

8  KEY PLAN SHALL BE REQUIRED AS NEEDED. 

9  DATE - THE DATE OF THE PLANS ALONG WITH ANY SUBSEQUENT REVISIONS MUST BE DENOTED. 

10  SHEET NUMBER - EACH SHEET MUST SHOW THE SHEET NUMBER AND THE TOTAL NUMBER OF SHEETS INCLUDED, AS WELL 
AS CLEARLY LABELED MATCH LINES TO SHOW WHERE OTHER SHEETS MATCH OR ADJOIN. 

11  ALL DRAWINGS, SPECIFICATIONS, PLANS, REPORTS OR DOCUMENTS SHALL BE INCLUDED FOR REVIEW. PLEASE HIGHLIGHT ALL 
ASSOCIATED EQUIPMENT IN SPECIFICATIONS. 

HOOD TYPE SHOWN ON THE DRAWINGS 

12   TYPE I  TYPE II 

13  (SEE PAGE 2)  WALL MOUNTED CANOPY  SINGLE-ISLAND CANOPY DOUBLE-ISLAND CANOPY 
 BACK SHELF  PASS-OVER STYLE  EYEBROW 

 
DIMENSIONED SHOWN ON THE DRAWINGS 

14  LENGTH AND WIDTH OF EXHAUST HOOD. 

15  LENGTH AND WIDTH OF EXHAUST DUCT. 

16  DISTANCE OF EXHAUST DUCT FROM END OF EXHAUST HOOD. 

17  DIMENSION OF TRANSITION DUCTS (IF APPLICABLE). 

PROVIDE SUFFICIENT HOOD DETAIL TO IDENTIFY THE TYPE ON THE DRAWINGS 

18  IDENTIFY TYPE OF HOOD (V-BANK OR SINGLE PLENUM). 

19  TYPE OF COOKING DEVICES AND DIMENSIONS OF COOKING SURFACES. (IF THE FRYER HAS A DRIP BOARD, YOU NEED TO 
IDENTIFY IT AS SUCH AND PROVIDE THE DIMENSIONS OF THE DRIP BOARD. WHERE BURNERS OF RANGES ARE COVERED 
BY A BACK SHELF, YOU SHOULD PROVIDE THE DIMENSIONS OF THE BACK SHELF AND SHOW IT ON THE PLANS). 

20  IDENTIFY THE ENERGY SOURCES FOR EACH APPLIANCE (I.E. GAS, ELECTRIC, SOLID FIRED, ETC.). 

21  ADDITIONAL INFORMATION AS MAY BE REQUIRED BY THE SYSTEM MANUFACTURER (SEE THE MANUFACTURER’S DESIGN, 
INSTALLATION, AND MAINTENANCE MANUALS FOR SPECIAL DESIGN CONCERNS RELATING TO THE SYSTEM INSTALLATION). 
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HOOD TYPES 

 

 
PROVIDE SYSTEM DETAILS ON THE DRAWINGS 

22  IDENTIFY THE TANK SIZE AND LOCATION. 

23  IDENTIFY THE LENGTH, SIZE OF EACH PIPE AND PIPE TYPE OF ALL PIPE SECTIONS. 

24  THE PIPING ARRANGEMENT IS SHOWN USING AN ISOMETRIC (3-DIMENSIONAL) VIEW OR A COORDINATED TOP, FRONT, 
AND SIDE VIEW ARE PROVIDED (IF A COORDINATED TOP, FRONT, AND SIDE VIEW ARE USED, THE CONTRACTOR SHOULD 
VERIFY THAT EACH VIEW SHOWS ALL OF THE REQUIRED PIPING AND IDENTIFIES THE LENGTH OF EACH PIPE. TOP, FRONT, 
AND SIDE VIEWS SHALL NOT PROVIDE CONFLICTING INFORMATION AS TO THE LENGTH OR ARRANGEMENT OF PIPES). 

25  SHOW THE LOCATION OF NOZZLES WITH RESPECT TO THE COOKING SURFACE ON THE DRAWINGS. 

26  IDENTIFY THE NOZZLE TYPE USED IN THE DESIGN MANUAL FOR VERIFICATION. 

27  THE SYSTEM DESIGN SHALL COMPLY WITH THE MANUFACTURER’S DESIGN, INSTALLATION, AND MAINTENANCE MANUAL. 

PROVIDE INFORMATION PERTAINING BELOW ON THE DRAWINGS 

28  THE LOCATION AND FUNCTION OF DETECTION DEVICES. 

29  OPERATING DEVICES (I.E. MANUAL PULL STATIONS, ETC.). 

30  AUXILIARY EQUIPMENT (I.E. GAS SHUTOFF VALVES, ELECTRICAL SHUTOFF SWITCHES, ALARM ACTIVATION, ETC.). 

31  ELECTRICAL CIRCUITRY. 

32  FIRE EXTINGUISHER SHOWN ON DRAWINGS. 

WHEEL LOCKING DEVICE SHOWN ON THE DRAWINGS 

33  AN APPROVED METHOD SHALL BE PROVIDED THAT WILL ENSURE THAT THE APPLIANCE IS RETURNED TO AN APPROVED 
DESIGN LOCATION, SUBJECT TO THE APPROVAL OF THE AHJ. 

MANUAL ACTIVATION ON THE DRAWINGS 

34  MANUAL ACTIVATION SHALL BE LOCATED BETWEEN (42 IN. AND 48 IN.) ABOVE THE FLOOR, BE ACCESSIBLE IN THE EVENT OF A 
FIRE, BE LOCATED IN A PATH OF EGRESS, AND CLEARLY IDENTIFY THE HAZARD PROTECTED AND LOCATED A MINIMUM OF (10 
FT) AND A MAXIMUM OF (20 FT) FROM THE PROTECTED KITCHEN APPLIANCE(S) WITHIN THE PATH OF EGRESS. 

PORTABLE FIRE EXTINGUISHERS ON THE DRAWINGS: 

35  PORTABLE FIRE EXTINGUISHERS SHALL BE INSTALLED IN KITCHEN COOKING AREAS IN ACCORDANCE WITH NFPA 10 AND LISTED. 
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THE FOLLOWING CHECKLISTS ARE INTENDED TO ASSIST YOU IN THE PREPARATION OF YOUR FIRE SYSTEM DRAWINGS. THESE CHECKLISTS IDENTIFY THE 
MINIMUM REYUIREMENTS FOR THE INITIAL FIRE PLAN REVIEW. THESE CHECKLISTS IN NO WAY DETAIL ALL OF THE REYUIREMENTS THAT MAY BE NECESSARY 
FOR A COMPLETE CODE COMPLIANT SYSTEM. A SEPARATE APPLICATION SHALL BE SUBMITTED FOR THE INSTALLATION OF ANY FIRE PROTECTION AND/ OR 
DETECTION SYSTEM BY THE INSTALLING CONTRACTOR FOR A CODE COMPLIANCE REVIEW. 

 

SHOP DRAWINGS MINIMUM REQUIREMENTS 

TYPICAL INFORMATION SHOWN: EXHAUST DUCT(S), APPLIANCES, INTERFACE OF THE FIRE-EXTINGUISHING SYSTEM DETECTORS, 
PIPING, NOZZLES, FUEL SHUTOFF DEVICES, AGENT STORAGE CONTAINER(S), MANUAL ACTUATION DEVICE(S) SHALL ALL BE SHOWN. 

 
“SUBMITTED PLANS SHALL SHOW YOUR SCOPE OF WORK ONLY - ALL UNRELATED WORK SHALL BE REMOVED FROM THE DRAWINGS” 

 
1  A MINIMUM OF ONE (1) SYSTEM PLAN DRAWING SUBMITTED THROUGH ACCELA ALONG WITH THE REQUIRED 

SPECIFICATIONS AND CALCULATIONS. PLANS SHALL BE SUBMITTED IN ACCORDANCE WITH APPROPRIATE PLANS 
CHECKLIST AS LISTED BELOW: 

 
2  PROJECT NAME, ADDRESS, CITY AND STATE SHALL BE SHOWN ON EACH DRAWING. 

 
3  CONTRACTOR NAME, ADDRESS, CITY, STATE AND LICENSE NUMBER SHALL BE SHOWN ON EACH DRAWING. 

4  SCOPE OF WORK, NOTES AND OPERATION. 
 

5  SCALE – A GRAPHIC REPRESENTATION OF THE SCALE USED ON ALL PLANS. 
 

6  NORTH ARROW - MUST APPEAR ON EVERY SHEET SHOWING A PORTION OF THE SITE. 
 

7  KEY PLAN SHALL BE REQUIRED AS NEEDED. 
 

8  DATE - THE DATE OF THE PLANS ALONG WITH ANY SUBSEQUENT REVISIONS MUST BE DENOTED. 
 

9  SHEET NUMBER - EACH SHEET MUST SHOW THE SHEET NUMBER AND THE TOTAL NUMBER OF SHEETS 
INCLUDED, AS WELL AS CLEARLY LABELED MATCH LINES TO SHOW WHERE OTHER SHEETS MATCH OR ADJOIN. 

10  ALL DRAWINGS, SPECIFICATIONS, REPORTS OR DOCUMENTS PREPARED OR ISSUED SHALL BE SIGNED AND SEALED BY 
A FLORIDA REGISTERED DESIGN PROFESSIONAL AS DETERMINED BY THE SCOPE OF WORK. 

 
11  ALL SPECIFICATIONS, REPORTS OR DOCUMENTS SHALL BE HIGHLIGHTED FOR VERIFICATION AND REVIEW. 

 
PLANS SHALL BE DRAWN TO SCALE OR SUITABLY DIMENSIONED TO SCALE 

12  ALL DIMENSIONS ARE SHOWN ON DRAWING TO SCALE. 

 
13  EXHAUST DUCT LENGTH AND WIDTH ARE SHOWN ON DRAWING TO SCALE. 

 
14  PLENUM LENGTH AND WIDTH ARE SHOWN ON DRAWING TO SCALE. 
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SPRAY BOOTH & ROOM SUPPRESSION PLAN 

SUBMITTAL 
B20 (2 of 2) 

 

TYPE OF AREA BEING PROTECTED 

16  SPRAY BOOTH 17   SPRAY ROOM 18   DIP TANK 19   OTHER  

 
20  CLOSED 21   OPEN FACE 22   UN CLOSABLE OPENINGS % 

COVERAGE TYPE 

23  LOCAL APPLICATION AGENT, SEE CONFORMING NFPA DOCUMENT. 

 
24  TOTAL FLOODING AGENT, SEE CONFORMING NFPA DOCUMENT. 

 
25  FIRE SPRINKLER PROTECTION, SEE NFPA 13 AND CONFORMING NFPA DOCUMENT. 

 

PROVIDE SUFFICIENT DETAIL TO IDENTIFY THE HAZARD 

26  HAZARD PROPERLY IDENTIFIED ON DRAWINGS. 
 

SYSTEM TANK SIZE 

27  NUMBER OF TANKS AND SIZE SHOWN. 

 
28  THE AGENT AMOUNT REQUIRED. 

 

PROVIDE SYSTEM DETAILS 
 

29  THE SYSTEM DESIGN SHALL COMPLY WITH THE MANUFACTURER’S DESIGN, INSTALLATION, AND MAINTENANCE MANUAL. 

 
30  IDENTIFY IN A LEGEND THE NOZZLE TYPE, HEAD TYPE, PIPE SIZE AND PIPE TYPE. 

 
31  IDENTIFY THE LENGTH OF EACH PIPE USED. 

 
32  THE PIPING ARRANGEMENT IS SHOWN ON THE PLANS. 

 
33  APPROXIMATE NOZZLE / HEAD LOCATIONS ARE SHOWN ON THE PLANS. 

 
34  MANUFACTURER’S DESIGN AND INSTALLATION DATA IS PROVIDED TO SHOW THE SPECIFIC LOCATIONS OF NOZZLES OR HEADS. 

 
35  THE LOCATION AND FUNCTION OF DETECTION DEVICES. 

 
36  FUSIBLE LINK TEMPERATURE RATING SHOWN ON DRAWINGS. 

 
37  OPERATING DEVICES (I.E. MANUAL PULL STATIONS, ETC.). 

 
38  AUXILIARY EQUIPMENT (I.E. GAS SHUTOFF VALVES, ELECTRICAL SHUTOFF SWITCHES, ALARM ACTIVATION, ETC.). 

 
39  HAZARDOUS AREA IDENTIFIED FOR CLASS 1, 2, 3, DIVISION 1, 2 AS PER THE NEC 70 ARTICLE 500 AND THE 

FLORIDA FIRE PREVENTION CODE AS APPLICABLE. 

 
40  MINIMUM SIZE FIRE EXTINGUISHER SHOWN ON DRAWINGS. 
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PLAN REVIEW 
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THE FOLLOWING CHECKLIST IS INTENDED TO ASSIST YOU IN THE PREPARATION OF YOUR FIRE SYSTEM DRAWINGS. THIS CHECK SHEET IDENTIFIES THE MINIMUM 
REQUIREMENT FOR THE INITIAL FIRE PLAN REVIEW. THIS CHECK LIST IN NO WAY DETAILS ALL OF THE REQUIREMENTS THAT MAY BE NECESSARY FOR A COMPLETE 
CODE COMPLIANT SYSTEM. A SEPARATE APPLICATION SHALL BE SUBMITTED FOR THE INSTALLATION OF ANY FIRE PROTECTION AND/ OR DETECTION SYSTEM BY 
THE INSTALLING CONTRACTOR FOR A CODE COMPLIANCE REVIEW 

AS PER THE FLORIDA FIRE PREVENTION CODE NFPA 1- 11.10.1 TWO-WAY RADIO COMMUNICATION ENHANCEMENT SYSTEMS. IN ALL NEW 
AND EXISTING BUILDINGS, MINIMUM RADIO SIGNAL STRENGTH FOR FIRE DEPARTMENT COMMUNICATIONS SHALL BE MAINTAINED AT A 
LEVEL DETERMINED BY THE AHJ. 

ENGINEER & CONTRACTOR QUALIFICATIONS: 

1  ENGINEER: THE SYSTEM DESIGNER SHALL BE COMPLETED BY A FLORIDA LICENSED PROFESSIONAL ENGINEER. 
ALL DESIGN DOCUMENTS SHALL BE SIGNED AND SEALED. 

CONTRACTOR: THE LEAD INSTALLATION PERSONNEL AND PERSONNEL CONDUCTING RADIO SYSTEM TEST SHALL BE QUALIFIED TO 
PERFORM SUCH WORK AND HOLD A CURRENT (FCC GENERAL LICENSE) AND LOW VOLTAGE LICENSE AS REQUIRED BY 
THE SCOPE OF WORK BEING PERFORMED. 

MINIMUM REQUIREMENTS 
“SUBMITTED PLANS SHALL SHOW YOUR SCOPE OF WORK ONLY - ALL UNRELATED WORK SHALL BE REMOVED FROM THE DRAWINGS” 

 
2  ALL DRAWINGS, SPECIFICATIONS, REPORTS OR DOCUMENTS PREPARED SHALL BE SIGNED AND SEALED BY A FLORIDA 

REGISTERED DESIGN PROFESSIONAL. 

3  THE BUILDING IS (NEW)   OR (EXISTING) PLEASE IDENTIFY ON THE DRAWINGS. 

4  NEW BUILDINGS 

CONSTRUCTION PLAN REVIEW 

THE INITIAL CONSTRUCTION DRAWINGS SHALL INCLUDE A STATEMENT ON THE DRAWINGS THAT INDICATES THE FOLLOWING: AS PER NFPA 1- 
11.10.1: IN ALL NEW AND EXISTING BUILDINGS, MINIMUM RADIO SIGNAL STRENGTH FOR FIRE DEPARTMENT COMMUNICATIONS SHALL BE 
MAINTAINED AT A LEVEL DETERMINED BY THE AHJ AND COMPLETED PRIOR TO BUILDING FIRE FINAL. 

INITIAL SURVEY TEST - APPLYING FOR A FIRE PERMIT 

A PRELIMINARY SITE SURVEY THAT INCLUDES SIGNAL STRENGTH, SIGNAL TO NOISE RATIO AND BIT ERROR RATE SHALL BE COMPLETED AND 
SUBMITTED FOR REVIEW. THE PRELIMINARY SURVEY TESTING SHALL BE IN ACCORDANCE WITH NFPA 1221, WITH A 20 GRID OVERLAY ONTO A 
FLOOR AREA WITH A MINIMUM GRID CELL DIMENSION OF 20 FT AND A MAXIMUM GRID DIMENSION OF 80 FT that WILL SUFFICE TO 
ENCOMPASS THE ENTIRE FLOOR AREA. A SEPARATE FIRE PERMIT SHALL BE REQUIRED. 

IF A TWO-WAY RADIO COMMUNICATION ENHANCEMENT SYSTEM IS REQUIRED BASED UPON THE INITIAL SURVEY TEST, THE INSTALLING 
CONTRACTOR SHALL INCLUDE A COMPLETE SET OF DRAWINGS THAT IDENTIFIES ALL (A) CRITICAL AND (B) NON-CRITICAL AREAS WITH ALL 
ROOMS IDENTIFIED BY NAME ALONG WITH A SIGNAL TEST GRID OVERLAY, EQUIPMENT SUBMITTALS, AND ITEMS NOTED IN THIS CHECK SHEET. 

FINAL SURVEY TEST 

A FINAL RADIO SIGNAL TEST SHALL BE PROVIDED PRIOR TO FINAL FIRE INSPECTION AND ALL DRAWINGS UPDATED. 

5  EXISTING BUILDINGS 

A PRELIMINARY SITE SURVEY THAT INCLUDES SIGNAL STRENGTH, SIGNAL TO NOISE RATIO AND BIT ERROR RATE SHALL BE COMPLETED AND 
SUBMITTED FOR REVIEW. THE PRELIMINARY SURVEY TESTING SHALL BE IN ACCORDANCE WITH NFPA 1221, WITH A 20 GRID OVERLAY ONTO A 
FLOOR AREA WITH A MINIMUM GRID CELL DIMENSION OF 20 FT AND A MAXIMUM GRID DIMENSION OF 80 FT that WILL SUFFICE TO 
ENCOMPASS THE ENTIRE FLOOR AREA. A SEPARATE FIRE PERMIT SHALL BE REQUIRED. 

IF A TWO-WAY RADIO COMMUNICATION ENHANCEMENT SYSTEM IS REQUIRED BASED UPON THE INITIAL SURVEY TEST, THE INSTALLING 
CONTRACTOR SHALL INCLUDE A COMPLETE SET OF DRAWINGS THAT IDENTIFIES ALL (A) CRITICAL AND (B) NON-CRITICAL AREAS WITH ALL 
ROOMS IDENTIFIED BY NAME ALONG WITH A SIGNAL TEST GRID OVERLAY, EQUIPMENT SUBMITTALS, AND ITEMS NOTED IN THIS CHECK SHEET. 

FINAL SURVEY TEST 

A FINAL RADIO SIGNAL TEST SHALL BE PROVIDED PRIOR TO FINAL FIRE INSPECTION AND ALL DRAWINGS UPDATED. 

 

NOTE: WE HAVE PROVIDED A PRELIMINARY LIST OF AREAS DEEMED CRITICAL (ITEM 21A) IN THIS CHECK SHEET. CRITICAL & NON-CRITICAL AREAS ARE 
SUBJECT TO CHANGE BASED UPON BUILDING LAYOUT AND FIRE DEPARTMENT REQUIREMENTS. 
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DRAWINGS: 

6  DRAWINGS ALONG WITH THE REQUIRED SPECIFICATIONS AND CALCULATIONS SHALL BE SUBMITTED IN ACCORDANCE WITH 
APPROPRIATE PLANS CHECKLIST AS LISTED HERE PLEASE INCLUDE APPROPRIATE PLANS CHECKLIST. 

7  PROJECT NAME, ADDRESS, CITY AND STATE SHALL BE SHOWN ON EACH DRAWING. 

8  CONTRACTOR NAME, ADDRESS, CITY, STATE AND LICENSE NUMBER SHALL BE SHOWN ON EACH DRAWING. 

9  SCOPE OF WORK, NOTES. 

10  SCALE – A GRAPHIC REPRESENTATION OF THE SCALE USED ON ALL PLANS. 

11  NORTH ARROW - MUST APPEAR ON EVERY SHEET SHOWING A PORTION OF THE SITE. 

12  A KEY PLAN SHALL BE REQUIRED AS NEEDED. 

13  DATE - THE DATE OF THE PLANS ALONG WITH ANY SUBSEQUENT REVISIONS MUST BE NOTED. 

14  SHEET NUMBER - EACH SHEET MUST SHOW THE SHEET NUMBER AND THE TOTAL NUMBER OF SHEETS INCLUDED, 
AS WELL AS CLEARLY LABELED MATCH LINES TO SHOW WHERE OTHER SHEETS MATCH OR ADJOIN TO EACH OTHER. 

15  COMPLETE, CURRENT MANUFACTURER’S SPECIFICATION AND INSTALLATION SHEETS ARE ATTACHED FOR ALL CONTROL 
UNITS, COMPONENTS, APPLIANCES, DEVICES, MODULES AND RELAYS LISTED ON LEGEND. 

16  IS THE SYSTEM CAPABLE OF UPGRADE, TO ALLOW FOR INSTANCES WHERE THE JURISDICTION CHANGES OR ADDS SYSTEM FREQUENCIES, IN 
ORDER TO MAINTAIN RADIO SYSTEM COVERAGE AS ORIGINALLY DESIGNED 

 

DESIGN 

17  ALL SYSTEMS SHALL BE DESIGNED IN ACCORDANCE WITH THE CURRENTLY ADOPTED FLORIDA FIRE PREVENTION CODE, NFPA 1221 NEC 70, 
AND ALL REFERENCED CODES AND STANDARDS CURRENTLY ADOPTED. 

18  A PRELIMINARY SITE SURVEY TEST SHALL BE COMPLETED TO MAKE A DETERMINE THE AVAILABLE SIGNAL STRENGTH, SIGNAL TO NOISE RATIO AND 

BIT ERROR RATE. 

19  THE DRAWINGS SHALL IDENTIFY ALL ROOMS & SPACES BY NAME AND THEIR USE. 

20  IF THERE IS A FIRE COMMAND ROOM, IS THERE A DEDICATED MONITORING PANEL PROVIDED IN THE FIRE COMMAND CENTER TO 
ANNUNCIATE THE STATUS OF ALL SIGNAL BOOSTER LOCATIONS? THE MONITORING PANEL SHALL PROVIDE VISUAL AND LABELED INDICATION 
OF THE FOLLOWING FOR EACH SIGNAL BOOSTER: (1) NORMAL AC POWER (2) SIGNAL BOOSTER TROUBLE (3) LOSS OF NORMAL AC POWER (4) 
FAILURE OF BATTERY CHARGER (5) LOW-BATTERY CAPACITY. 

21  RADIO COVERAGE THROUGHOUT THE BUILDING - THE BUILDING SHALL HAVE A MINIMUM OF: 

 
(A) CRITICAL AREAS RADIO COVERAGE 99%: 

ALL CRITICAL AREAS SUCH AS THE FIRE COMMAND CENTER(S), THE FIRE PUMP ROOM(S), EXIT STAIRS, EXIT PASSAGEWAYS, ELEVATOR, 
ELEVATOR LOBBIES, STANDPIPE CABINETS, SPRINKLER SECTIONAL VALVE LOCATIONS, AND OTHER AREAS DEEMED CRITICAL BY THE 
AUTHORITY HAVING JURISDICTION SHALL HAVE A MINIMUM OF 99% FLOOR AREA RADIO COVERAGE 

(B) NON-CRITICAL AREAS RADIO COVERAGE 90%: 
SHALL HAVE A MINIMUM OF 90% FLOOR AREA RADIO COVERAGE STATED ON PLANS. 

22  IS THE RADIO ENHANCEMENT SYSTEM EQUIPPED WITH AN FCC COMPLIANT CLASS "B" OR CLASS “A” SIGNAL BOOSTER (BI- 
DIRECTIONAL AMPLIFIER / DISTRIBUTED ANTENNA SYSTEM) OR SYSTEMS OTHERWISE APPROVED. 

23  ARE ALL COMPONENTS PROPERLY ENCLOSED, SUCH AS REPEATERS, TRANSMITTERS, RECEIVERS, SIGNAL BOOSTER COMPONENTS, AND 
BATTERY SYSTEM COMPONENTS IN A NEMA 4- OR 4X-TYPE ENCLOSURE(S) 

24  ARE THE RADIO ENHANCEMENT SYSTEM AND ALL ACTIVE CONTROLS LOCATED IN A PLACE THAT MEETS ALL ENVIRONMENTAL REQUIREMENTS 
WITH REGARDS TO HEATING, VENTILATION, COOLING, AND HUMIDITY REQUIREMENTS OF THE MANUFACTURER SPECIFICATIONS. 

25 ARE THE RADIO ENHANCEMENT SYSTEM AND ALL ACTIVE CONTROLS LOCATED IN AN AREA FREE FROM HAZARDS. 
26 IF A SIGNAL BOOSTER HAS BEEN INSTALLED, IS IT FCC CERTIFICATED AND COMPATIBLE WITH BOTH ANALOG AND DIGITAL 

27  ALL WIRING SHALL BE INSTALLED AT A MINIMUM THE SAME OR GREATER LEVEL OF SURVIVABILITY, PATHWAY AND CLASS AS THE FIRE ALARM 
SYSTEM 

28  ALL EQUIPMENT SHALL BE UL LISTED IN ACCORDANCE WITH ITS INTENDED USE. 

29  DBPR DIVISION OF ELEVATOR SAFETY: THE INSTALLING CONTRACTOR SHALL SUBMIT A LETTER TO DBPR FOR APPROVAL ALLOWING FOR 
PENETRATIONS INTO THE ELEVATOR SHAFT. ONLY IF INSTALLING SYSTEM IN THE ELEVATOR SHAFT. 



TWO-WAY COMMUNICATION ENHANCEMENT SYSTEM 
B23 (3 of 5) 

SARASOTA COUNTY FIRE DEPARTMENT 6062 PORTER WAY, SARASOTA, FL 34232 PH: 941-861-2290 FAX: 941-925-7472 (REVISED 07/01/2025) 

 

 

 

 
 

 
MONITORING SIGNALS 

30  DOES THE INTEGRITY OF THE CIRCUIT MONITORING SIGNAL BOOSTER(S) AND POWER SUPPLY COMPLY WITH NFPA 1221 

 
31  SIGNAL BOOSTER AND POWER SUPPLIES SHALL INCLUDE THE FOLLOWING MONITORING SIGNALS: 

 FIRE ALARM SYSTEM MONITORING: SHALL INCLUDE AUTOMATIC SUPERVISORY AND TROUBLE SIGNALS BOOSTER(S) AND POWER 
SUPPLY(IES) THAT ARE ANNUNCIATED BY THE FIRE ALARM SYSTEM AND COMPLY WITH THE FOLLOWING: 

(1) THE INTEGRITY OF THE CIRCUIT MONITORING SIGNAL BOOSTER(S)AND POWER SUPPLY(IES) SHALL COMPLY WITH 1221 

(2) SYSTEM AND SIGNAL BOOSTER SUPERVISORY SIGNALS SHALL INCLUDE THE FOLLOWING: 

(A) ANTENNA MALFUNCTION. (B) SIGNAL BOOSTER FAILURE. (C) LOW-BATTERY CAPACITY INDICATION WHEN 70 PERCENT OF THE 
12-HOUR OPERATING CAPACITY HAS BEEN DEPLETED. 

(3) POWER SUPPLY SIGNALS SHALL INCLUDE THE FOLLOWING FOR EACH SIGNAL BOOSTER: 

(A) LOSS OF NORMAL AC POWER. (B) FAILURE OF BATTERY CHARGER. 

 DEDICATED PANEL MONITORING: A DEDICATED MONITORING PANEL SHALL BE PROVIDED WITHIN THE FIRE COMMAND CENTER. 
THE MONITORING PANEL SHALL PROVIDE VISUAL AND LABELED INDICATION OF THE FOLLOWING FOR EACH SIGNAL BOOSTER: 

(A) NORMAL AC POWER (B) SIGNAL BOOSTER TROUBLE (C) LOSS OF NORMAL AC POWER (D) FAILURE OF BATTERY CHARGER 
(E)  LOW-BATTERY CAPACITY 

32  IF A DONOR ANTENNA EXISTS, IS THERE ISOLATION BETWEEN THE DONOR ANTENNA AND ALL INSIDE ANTENNAS AT A MINIMUM OF 15 DB 
ABOVE THE SIGNAL BOOSTER GAIN UNDER ALL OPERATING CONDITIONS 

33  ARE THERE NO PERMANENT EXTERNAL FILTERS AND ATTACHMENTS 

34  ARE ALL EXTERIOR ANTENNAS DIRECTIONAL, HIGH GAIN, VERTICAL POLARIZED AND SPECIFIED FOR THE OPERATING FREQUENCIES? (YAGI OR 
CORNER REFLECTOR-TYPE ANTENNAS ARE RECOMMENDED.) 

35  ARE ALL ANTENNAS PROTECTED FROM LIGHTING STRIKES IN 

36  IS THERE A GRID SYSTEM OVERLAYING ALL FLOORS IN ORDER TO IDENTIFY AREAS OF DEFICIENCIES WHILE TESTING? 
 

POWER SUPPLY & BOOSTER 

37  ARE THE PRIMARY SOURCE SUPPLIED FROM A DEDICATED TWENTY (20) AMPERE BRANCH CIRCUIT. 

38  IS THERE AT LEAST TWO INDEPENDENT AND RELIABLE POWER SUPPLIES PROVIDED FOR ALL REPEATER, TRANSMITTER, RECEIVER, AND SIGNAL 
BOOSTER COMPONENTS, ONE PRIMARY AND ONE SECONDARY 

39  ALL CONTROL PANELS MUST BE CONNECTED TO A DEDICATED CIRCUIT BREAKER MARKED "RADIO ENHANCEMENT CONTROL 
CIRCUIT", 

40  ARE THE BACKUP BATTERIES THE SAME SIZE AS THOSE REQUIRED ON THE APPROVED PLAN AND MARKED WITH THE DATE OF INSTALLATION, 

41  THE SECONDARY POWER SOURCE SHALL CONSIST OF ONE OF THE FOLLOWING: 
 

(A) A STORAGE BATTERY DEDICATED TO THE SYSTEM WITH AT LEAST 12 HOURS OF 100 PERCENT SYSTEM OPERATION CAPACITY 

(B) AN AUTOMATIC-STARTING, ENGINE-DRIVEN GENERATOR SERVING THE DEDICATED BRANCH CIRCUIT OR THE SYSTEM WITH 
AT LEAST 12 HOURS OF 100 PERCENT SYSTEM OPERATION CAPACITY AND STORAGE BATTERIES DEDICATED TO THE SYSTEM 
WITH AT LEAST 2 HOURS OF 100 PERCENT SYSTEM OPERATION CAPACITY 

 

FINAL TEST 

42  A SECOND TEST SHALL BE COMPLETED AT FINAL THAT IDENTIFIES THE BUILDING HAS MET THE MINIMUM REQUIREMENTS OF 
THE BUILDING SIGNAL STRENGTH FOR BOTH (A) CRITICAL AREAS (B) NON CRITICAL AREAS. 

43  A COMPLETED TEST REPORT SHALL BE SUBMITTED PRIOR TO FINAL INSPECTION TO THE AHJ. 

44  PLACARD: THE C.R.C.C. SIGN SHALL BE POSTED NEXT TO THE BDA/DAS/FACP UPON FINAL SYSTEM TEST AS DIRECTED BY THE AHJ. 

45  FINAL APPROVAL SUBJECT TO FIELD INSPECTION, CORRECTIONS MAY BE REQUIRED FOR CODE COMPLIANCE. 

46  VERIFY RADIO REGISTRATION: THIS RADIO SHALL BE REGISTERED AT THE FCC WEBSITE BY THE INSTALLING CONTRACTOR. 
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RETRANSMISSION PROCEDURE 

 
1. OPTIMIZATION REQUIREMENT: PRIOR TO COMMISSIONING THE TWO-WAY RADIO COMMUNICATIONS ENHANCEMENT SYSTEM, 

SARASOTA COUNTY PUBLIC SAFETY COMMUNICATIONS REQUIRES THAT THE BDA/DAS SYSTEM BE OPTIMIZED WITH OUR SYSTEM. THIS 

OPTIMIZATION IS ESSENTIAL FOR MITIGATING THE RISK OF INTERFERENCE AND MAINTAINING EFFECTIVE COMMUNICATION CAPABILITIES 

FOR PUBLIC SAFETY PERSONNEL. 

2. CONTACT INFORMATION: 

MOTOROLA SOLUTIONS, INC. 

8240 VICELA DRIVE, UNIT 2 

SARASOTA, FL 34240 

OFFICE: (941) 343-0020 

COMMISSIONING AUTHORIZATION: FINAL RETRANSMISSION AUTHORIZATIONS WILL NOT BE ISSUED UNTIL THE SUCCESSFUL COMMISSIONING OF 
THE SYSTEM WITH OUR DESIGNATED VENDOR, MOTOROLA SOLUTIONS, INC. 
FINANCIAL RESPONSIBILITY: ALL COSTS ASSOCIATED WITH THE SYSTEM COMMISSIONING, INCLUDING OPTIMIZATION, WILL BE THE RESPONSIBILITY 
OF THE BUILDING OWNERS, DEVELOPERS, OR CONTRACTORS INVOLVED IN THE PROJECT. 
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SARASOTA COUNTY 
FIRE DEPARTMENT 

DAS / BDA 
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TWO-WAY COMMUNICATION ENHANCEMENT SYSTEMS 

INSPECTION SCHEDULING INFORMATION 

RADIO FREQUENCY REQUIREMENTS 

 
Sarasota County Public Safety Communications operates a Motorola 800 MHZ P25 phase 1 trunked radio 

system. We have 9 tower sites providing county wide coverage utilizing a simulcast configuration. The system 

has 17 trunked channels transmitting between 850.000 –860.000 MHZ and receiving between 805-815 MHZ. 

The Motorola radio system uses a digital control channel that typically will be assigned to channel 1. The system 

may periodically rotate the control channel between channel 1, 2, 3 or 4. 

When a radio signal coverage test is conducted, the active control channel will need to be the test frequency 

used to determine the signal levels. The control channel continuously transmits data 24/7 

If a radio communications enhancement system is required to achieve the minimum signal levels, the design and 

equipment will need to cover the full range of 850.000 – 860.000 MHZ as we also operate on direct, simplex and 

national mutual aid channels. 

 

 
The P25 trunked radio system control channel frequencies are as follows. 

• CH 1. TX 851.3875 / RX 806.3875 

• CH 2. TX 851.6875 / RX 806.6875 

• CH 3. TX 851.7625 / RX 806.7625 

• CH 4. TX 851.7875 / RX 806.7875 

 
SARASOTA COUNTY OPERATIONAL FREQUENCY ............. 800 MHZ PUBLIC SAFETY & 45 MHZ OFFSET - LOCAL 

700 MHZ FOR FEDERAL MUTUAL AID. 
 
 

HTTPS://WWW.RADIOREFERENCE.COM/ 
 

 
NOTE: WE HAVE 4 CHANNELS THAT ARE USED BUT ONLY THE STRONGEST CHANNEL IS ACTIVE THAT DAY. 

http://www.radioreference.com/


SARASOTA COUNTY FIRE DEPARTMENT 6062 PORTER WAY, SARASOTA, FL 34232 PH: 941-861-2290 FAX: 941-925-7472 (REVISED 07/01/2025) 

 

 

 

SARASOTA COUNTY 

FIRE DEP ARTMENT 

INSPECTION SCHEDULING INFORMATION 
C1 (1 of 1) 

HOW TO SCHEDULE AND COMPLETE YOUR FINAL INSPECTIONS: 

WHEN YOU ARE READY TO BEGIN THE PROCESS OF SCHEDULING YOUR INSPECTIONS, IT WILL BE NECESSARY FOR YOU TO 
PRINT YOUR INSPECTION CHECKLIST FORM AND VERIFY THAT EVERYTHING IS READY FOR THE INSPECTION. 

SARASOTA COUNTY FIRE DEPARTMENT REQUIRES THAT ALL M.E.P. & BUILDING INSPECTIONS BE COMPLETED PRIOR TO 
SCHEDULING YOUR FINAL INSPECTION, AND THAT NO FURNITURE, FIXTURES, RACKING SYSTEMS, OR OTHER ASSETS 
(EXCLUDING THOSE REQUIRED FOR ELECTRICAL, REFRIGERATION, OR PLUMBING INSPECTION) ARE TO BE MOVED IN PRIOR 
TO FINAL FIRE INSPECTION {FIRE PREVENTION IS NOT RESPONSIBLE FOR MOVING THESE ITEMS OUT PRIOR TO INSPECTION 
AND ALL ASSOCIATED COSTS, OR FOR RESCHEDULING INSPECTION). 

• SARASOTA COUNTY FIRE DEPARTMENT 6062 PORTER WAY - SARASOTA, FL 34232 PHONE: 941-861-5127 

 

UNDERGROUND SYSTEM INSPECTION: 

• THE UNDERGROUND CONTRACTOR IS RESPONSIBLE FOR CONTACTING THE SCFD “CONSTRUCTION INSPECTION SCHEDULING” 
AND SCHEDULING THE UNDERGROUND INSPECTION. 

• THE INSPECTION CONSISTS OF: 

1) UNDERGROUND PIPE AND JOINT INSPECTION 2) PRESSURE TEST AND FLUSH PRIOR TO BEING CONNECTED TO THE FIRE RISER. 

• * THE FLUSH CANNOT BE DONE PRIOR TO THE BAC-T APPROVAL 

FIRE SPRINKLER SYSTEM INSPECTION: 

• THE ABOVEGROUND FIRE SPRINKLER CONTRACTOR IS RESPONSIBLE FOR CONTACTING THE SCFD “CONSTRUCTION 
INSPECTION SCHEDULING” TO SCHEDULE THE ROUGH-IN PRESSURE TEST INSPECTION, AND THE FINAL SPRINKLER INSPECTION. 

• THE ROUGH-IN INSPECTION CONSISTS OF ROUGH-IN PIPE, HANGER, ALL HARDWARE, HEAD INSPECTION AND PRESSURE TEST. 

 

FIRE SUPPRESSION SYSTEM INSPECTION: 

• THE FIRE SUPPRESSION CONTRACTOR IS RESPONSIBLE FOR CONTACTING THE SCFD “CONSTRUCTION INSPECTION 
SCHEDULING” TO SCHEDULE THE FIRE FINAL INSPECTION. 

• THE INSPECTION CONSISTS OF: ROUGH-IN PIPE, HARDWARE, SUPPORTS, HEAD INSPECTION AND TRIP TEST. 

FIRE ALARM SYSTEM INSPECTION: 

• THE FIRE ALARM CONTRACTOR IS RESPONSIBLE FOR CONTACTING THE SCFD “CONSTRUCTION INSPECTION SCHEDULING” TO 
SCHEDULE THE FIRE ALARM FINAL INSPECTION. 

• FOR BUILDINGS THAT WILL REQUIRE A FIRE SPRINKLER OR OTHER SUPPRESSION INSPECTION THEY WILL NEED TO BE 
COORDINATED WITH THE FIRE ALARM CONTRACTOR FOR THE SAME DATE AND TIME. 

• THE INSPECTION CONSISTS OF: ACTIVATING THE FIRE ALARM NOTIFICATION DEVICES THROUGHOUT, INCLUDING TESTING AND 
REMOVING DEVICES AND VERIFYING THE INTEGRITY OF THE CIRCUIT WIRING FOR ALARM, TROUBLE AND SUPERVISORY 
CONDITIONS. 

BUILDING FIRE FINAL INSPECTION: 

• THE GENERAL CONTRACTOR IS RESPONSIBLE FOR CONTACTING THE SARASOTA COUNTY FIRE DEPARTMENT TO SCHEDULE 
THE BUILDING FIRE FINAL. WE PREFER TO CONDUCT THE BUILDING FIRE FINAL AT THE SAME TIME AS THE FIRE “SYSTEMS” 
INSPECTIONS NOTED ABOVE. PLEASE SEE GENERAL CONTRACTORS’ CHECKLIST (NEXT PAGE) PRIOR TO SCHEDULING. 

• FIRE FINAL: THIS INSPECTION WILL NOT BE SCHEDULED UNLESS THE MECHANICAL, ELECTRICAL, AND PLUMBING FINALS 
HAVE BEEN COMPLETED AND SIGNED OFF BY THE SARASOTA COUNTY BUILDING DEPARTMENT, AND BUILDING IS FREE 
OF ANY FURNITURE, FIXTURES, APPLIANCES, RACKING SYSTEMS, ETC., NOT REQUIRED FOR M.E.P. INSPECTIONS. 

• PRIOR TO SCHEDULING YOUR INSPECTION YOU WILL NEED TO COMPLETE THE GENERAL CONTRACTORS CHECK SHEET AND 
HAVE IT READY TO BE TURNED OVER TO THE FIRE INSPECTOR AT THE TIME OF INSPECTION. 

FIRE FINAL: BUILDINGS THAT INCLUDE ANY OF THE SYSTEMS ABOVE SHALL BE COORDINATED WITH ALARM, 
SPRINKLER, SUPPRESSION AND BUILDING FIRE FINAL TO BE COMPLETED AT THE SAME TIME. 
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Certificate of Completion – Sarasota County Fire Marshal’s Office 
C2 (1 of 2) 

CONSTRUCTION SCHEDULING: 941-861-5127 

THE FINAL FIRE INSPECTION WILL NOT BE DONE WITHOUT THE INFORMATION BLANKS FILLED IN AND THE CONTRACTOR’S 
INITIALS ON ALL APPLICABLE ITEMS, ALL OUTSTANDING FIRE AND EMS FEES ARE PAID, AND THE UTILITIES DEPARTMENT 
HAS RELEASED THE FIRE MAIN. NOTE: ALL "FIRE" RELATED INSPECTIONS ARE TO BE CALLED IN TO 941-861-5127. 

SARASOTA COUNTY FIRE DEPARTMENT REQUIRES THAT ALL M.E.P. & BUILDING INSPECTIONS BE COMPLETED PRIOR TO 
SCHEDULING YOUR FINAL INSPECTION, AND THAT NO FURNITURE, FIXTURES, RACKING SYSTEMS, OR OTHER ASSETS 
(EXCLUDING THOSE REQUIRED FOR ELECTRICAL, REFRIGERATION, OR PLUMBING INSPECTION) ARE TO BE MOVED IN PRIOR 
TO FINAL FIRE INSPECTION (FIRE PREVENTION IS NOT RESPONSIBLE FOR MOVING THESE ITEMS OUT PRIOR TO INSPECTION 
AND ALL ASSOCIATED COSTS, OR FOR RESCHEDULING INSPECTION). PHASING OF INSPECTIONS IS NOT PERMITTED.  

PROJECT NAME:   ADDRESS:   

BUILDING PERMIT#:   CONTRACTOR:   

BUILDING FINAL   ELECTRICAL FINAL   PLUMBING FINAL   MECHANICAL FINAL   

ADDRESS CORRECT NUMBERS IN CORRECT SIZE & CONTRASTING COLOR?   

DO REAR DOORS FOR MULTI OCCUPANT FACILITIES SHOW ADDRESS?   

BUILDING DO ALL REQUIRED EXIT AND EMERGENCY LIGHTS WORK PROPERLY?   
IS THERE A PROPER EGRESS FROM ALL AREAS OF BUILDING?   EXIT TO FIRM SURFACE?   

ARE ALL FIRE EXTINGUISHERS CERTIFIED?   COMPANY  _ DATE   
 

ELEVATOR KEYS: 3 KEYS SHALL BE PROVIDED 1) BUILDING 2) FIRE DEPARTMENT 3) FIRE PREVENTION 

KNOX BOX: REQUIRED?   LOCATION   PROPER KEYS INSIDE?     

TWO-WAY RADIO ENHANCEMENT SYSTEM (BDA DAS) 

1. CONTRACTOR   PERMIT #  FP 

2. ARE APPROVED PLANS & PERMITS ON SITE? _  

3. ARE APPROVED RADIO TEST REPORTS ON SITE?  PASS  FAIL  

4. SIGNS POSTED SHOWING DATE THE BUILDING COMPLIES WITH RADIO RELIABILITY LOCATED NEXT TO FACP ROOM?  

UNDERGROUND FIRE MAIN 

1. CONTRACTOR   PERMIT #  _FP 

2. ARE APPROVED PLANS & PERMITS ON SITE?  _ 

3. JOINT INSPECTION  PRESSURE TEST (200# X 2 HRS)   FULL BORE FLUSH   

4. FIRE DEPARTMENT CONNECTION – IS IT ACCESSIBLE?  _ IS IT FACING THE PROPER DIRECTION?   

5. SARASOTA COUNTY USES 2.5" SIAMESE CONNECTIONS. DO NOT USE A STORTZ CONNECTION 

6. FIRE HYDRANT - IS IT ACCESSIBLE?   IS IT FACING THE RIGHT DIRECTION?   

7. IS IT THE PROPER COLOR?   DOES IT HAVE PROPER CLEARANCE?   A 36” IN CLEAR SPACE SHALL BE 
MAINTAINED AROUND THE CIRCUMFERENCE OF HYDRANTS AND FIRE PROTECTION EQUIPMENT. 

8. IS THERE A MINIMUM 18” CLEARANCE FROM THE MIDDLE OF THE STEAMER CAP TO THE GROUND?   

9. BACK FLOW PREVENTER (OS&Y) – IS IT TAGGED, CHAINED AND LOCKED IN THE “OPEN” POSITION?   
 

CONTRACTOR’S SIGNATURE:   DATE:   
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C3 (2 of 2) 

NO FURNITURE, FIXTURES, RACKING SYSTEMS, OR OTHER ASSETS (EXCLUDING THOSE REQUIRED FOR ELECTRICAL, 
REFRIGERATION, OR PLUMBING INSPECTION) ARE TO BE MOVED IN PRIOR TO FINAL FIRE INSPECTION (FIRE PREVENTION IS 
NOT RESPONSIBLE FOR MOVING THESE ITEMS OUT PRIOR TO INSPECTION AND ALL ASSOCIATED COSTS, OR FOR 
RESCHEDULING INSPECTION). PHASING OF INSPECTIONS IS NOT PERMITTED. 

HOOD / ROOM SUPPRESSION 

1. CONTRACTOR  PERMIT #   

2. IS THERE A “K” FIRE EXTINGUISHER, WITH PROPER LABELS, IN COMMERCIAL KITCHEN?   

3. ARE WHEEL CHOCKS PRESENT AND BEING UTILIZED?   IS FIRE CAULKING ON HOOD ASSEMBLY?   

FIRE SPRINKLER SYSTEM 

1. CONTRACTOR  _ PERMIT #    

1. IS COVERAGE ACCORDING TO APPROVED PLANS AND DRAWINGS?   

2. ARE APPROVED FIRE PLANS & PERMITS ON SITE?   

3. ARE ALL VALVES PROPERLY TAGGED, I.E. MAIN DRAIN, INSPECTORS TEST, CALC PLATE?   INSPECTION TAG?   

4. DOES INSPECTORS TEST DRAIN HAVE PROPER SIZE ORIFICE?   

5. ARE SPARE HEADS AND WRENCH PROPERLY PLACED?   DO BOTH GAUGES SHOW PROPER PRESSURE?   

6. IS CONTROL VALVE OPEN?   

7. IS “FIRE SPRINKLER RISER” ROOM MARKED PROPERLY?   

8. ARE ANY HEADS PAINTED, WRAPPED OR CORRODED? (REPLACE SAME)   

9. IS THE REQUIRED 18” HEAD CLEARANCE OBTAINED THROUGHOUT?   

10. DOES HIGH STORAGE HAVE 36” CLEARANCE FROM HEADS?   

11. IS THERE A FIRE PUMP?   GENERATOR?   TESTED?   

12. IS THERE A PROPER LOG FOR ABOVE TO SHOW MONTHLY TEST RUN?   

13. IS PIV PADLOCKED?   IS PIV CHAINED AND LOCKED?   
 

FIRE ALARM SYSTEM 

CONTRACTOR  _ PERMIT #    

1. ARE APPROVED PLANS AND PERMITS ON SITE?   

2. IS THERE A REMOTE ANNUNCIATOR IF PANEL IS NOT NEAR MAIN ENTRY?   

3. ARE 3 ZONE MAPS PROVIDED?   MAINTENANCE & MONITORING AGREEMENTS?   REGISTRATION FORMS?   

4. IS DOOR TO ALARM ROOM MARKED “FACP”?   IS THE PANEL IN THE “NORMAL” MODE?   

5. IS “INSPECTION” TAG CURRENT OR “NEW” TAG ON NEW SYSTEMS  IS THERE A SERVICE LOG SHEET?   

6. IS THERE A SMOKE/HEAT DETECTOR ABOVE PANEL?   

7. IS THE OUTSIDE WATERPROOF HORN / STROBE PROPERLY PLACED?   

 

(FOR OFFICE USE ONLY (PLEASE INITIAL) 
ARE ALL APPROPRIATE PERMITS SIGNED OFF IN AMANDA?   GPS HYDRANTS INSTALLED FOR THIS PROJECT?   

NOTIFICATION E-MAIL SENT?   ZONE MAPS TO FILE AT FIRE MARSHAL’S OFFICE?   (REVISED 7-17-19) 
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FIRE ALARM INSPECTION 
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REQUIRE A MINIMUM 24-HOUR NOTICE 

CONSTRUCTION SCHEDULING: 941-861-5127 

 

INSPECTION PROCEDURES 

AT TIME OF INSPECTION YOU WILL BE REQUIRED TO PROVIDE THE 
FOLLOWING TO CONDUCT THE INSPECTION AND FOR FINAL APPROVAL 

 
PLEASE CHECK OFF EACH ITEM PRIOR TO CALLING FOR YOUR INSPECTION: 

 
NO INSPECTION WILL BE DONE UNLESS A MINIMUM OF 2 SETS OF INSPECTION FORMS AND APPROVED SET 
OF JOB SITE PLANS ARE ON SITE! 

 
A MINIMUM OF TWO TECHNICIANS WILL BE PROVIDED AT THE TIME OF TEST, ONE SHALL OPERATE THE 
CONTROL PANEL AND THE OTHER TECHNICIAN SHALL COMPLETE THE FUNCTIONAL DEVICE TEST. 

 
A MEANS SHALL BE PROVIDED FOR COMMUNICATION BETWEEN TECHNICIAN (RADIOS OR CELL PHONES) 

KNOX (KEY) BOX INSTALLED WITH KEYS AVAILABLE 

(FASA) CURRENT FIRE ALARM SYSTEM AGENT ID CARD 

MAINTENANCE & INSPECTION CONTRACT 

MONITORING CONTRACT 

FIRE ALARM REGISTRATION FORM ($25 FEE INCLUDED IN PERMIT FEE) 

RECORD OF COMPLETION PER NFPA 72 (Adopted Ed) 
 

PROVIDE “DOCUMENTATION” AS REQUIRED IN NFPA 72 (Adopted Ed) 

PROVIDE 3 ZONE MAPS WITH DEVICE ID #. MAPS SHALL BE LOCATED AT EACH 
1) FACP 2) ANNUNCIATOR  3) AHJ 

HAVE ALL NON-ADDRESSABLE & NOTIFICATION DEVICES HANGING FOR SUPERVISION TEST 

VERIFY THE FIRE ALARM DOCUMENT CABINET HAS BEEN INSTALLED PER NFPA 72 

(Adopted Ed) 
 

NOTE: PERMIT FEE COVERS ONE TEST AND ONE FINAL INSPECTION. ANY ADDITIONAL 

PARTIAL OR RE-INSPECTIONS WILL HAVE A $75 FEE PER INSPECTION PAYABLE IN 

ADVANCE. 
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SARASOTA COUNTY FIRE DEPARTMENT 

REGISTRATION FOR FIRE ALARM SYSTEM 
C5 (1 of 1) 

The information requested in this form is required by Resolution No. 2004-126, Section 3, to be completed and 

returned to the Sarasota County Fire Department prior to the activation of the alarm system. 

 

Business Name:   Phone #:    

In Service Date: (New system or Replacement Panel)    

 

Business Address:    Zip:  

Owner:   Phone #:     

Billing Address:     Zip:   

 

Persons authorized to enter the premises and be responsible for the alarm system: 

 

1. Name:   Company:   

Position:   Phone #:   

2.  Name:   Company:   

Position:   Phone #:   

3.  Name:   Company:   

Position:   Phone #:   

 

Alarm Company Information: 

 
Installing Company:(New system)     Phone #:   License #:    

Maintenance Company:   Phone #:   License #:    

Monitoring Company:   Phone #:   License #:    

Sprinkler Company:   Phone #:  License #:   

 

FACP Location:    

Knox Box:   YES   NO   Knox Box Location:    

Form Completed By:   

(Print Name) (Title) 

 

 

 
Please mail, fax or deliver this form to: Florence Jester 

 
SARASOTA COUNTY – FIRE ALARM ENFORCEMENT 

6062 Porter Way, Sarasota, FL 34232 

PHONE: (941) 861-2290 FAX: (941) 925-7472 

Date Received   

Date Entered   

Entered By   

Registration #   
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FIRE SPRINKLER 
INSPECTION 
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REQUIRE A MINIMUM 24-HOUR NOTICE 

CONSTRUCTION SCHEDULING: 

 

941-861-5127 

 
INSPECTION PROCEDURES 

AT TIME OF INSPECTION YOU WILL BE REQUIRED TO PROVIDE THE 
FOLLOWING TO CONDUCT THE INSPECTION AND FOR FINAL APPROVAL 

 
PLEASE CHECK OFF EACH ITEM PRIOR TO CALLING FOR YOUR INSPECTION: 

 
NO INSPECTION WILL BE DONE UNLESS A MINIMUM OF 2 SETS OF INSPECTION 

FORMS AND APPROVED SET OF JOB SITE PLANS ARE ON SITE! 

TEST & INSPECTION: NICET CERTIFIED LEVEL 2 CERTIFICATION OR PROVISIONAL 

PERMIT REQUIRED PER FLORIDA STATUTES 633.318 (10), (11). 

ALL HYDROSTATIC TESTING WILL BE DONE IN ACCORDANCE WITH NFPA 13, 13R, 13D (Adopted Ed). 

ALL PVC INSTALLATION SHALL BE INSTALLED BY TRAINED PERSONNEL. 

 
ALL PVC FITTING INSTALLATIONS SHALL MEET THE MANUFACTURER REQUIRED DRY TIME. 

 
UNDERGROUND FIRE MAINS SHALL BE TESTED AND INSPECTED BY THE FIRE 

PREVENTION DIVISION. 

WATER MUST BE CERTIFIED (BAC-T AND FINAL DRAWINGS) BY THE HEALTH DEPT. 

BEFORE A FINAL INSPECTION CAN BE DONE. 

PRESSURE TEST SHALL BE COMPLETED WITH ALL HEADS IN PLACE. 
 
 
 
 
 
 

 

NOTE: 

 
PERMIT FEE COVERS ONE ROUGH-IN & FINAL INSPECTION. 

ANY ADDITIONAL PARTIAL OR RE-INSPECTIONS WILL HAVE A $75 FEE PER INSPECTION PAYABLE IN ADVANCE. 
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UNDERGROUND FIRE 
LINE INSPECTION 

C7 (1 of 1) 

REQUIRE A MINIMUM 24-HOUR NOTICE 
CONSTRUCTION SCHEDULING: 

 

941-861-5127 
 
 

INSPECTION PROCEDURES 

AT TIME OF INSPECTION YOU WILL BE REQUIRED TO PROVIDE THE 
FOLLOWING TO CONDUCT THE INSPECTION AND FOR FINAL APPROVAL 

PLEASE CHECK OFF EACH ITEM PRIOR TO CALLING FOR YOUR INSPECTION 
 

NO INSPECTION WILL BE DONE UNLESS A MINIMUM OF 2 SETS OF INSPECTION 

FORMS AND APPROVED SET OF JOB SITE PLANS ARE ON SITE! 

 
ALL UNDERGROUND FIRE LINES SUBJECT TO INCREASED PRESSURE (FDC LINE) SHALL BE C 900 / 

DR-14 UNLESS ALTERNATE TYPE HAS BEEN APPROVED. 

 
THE FIRE LINE TO THE BUILDING SHALL EXTEND TO ONE-FOOT (1') ABOVE FINISHED FLOOR (AFF) OR 

ONE-FOOT (1') ABOVE FINISHED GRADE (AFG) AT THE BUILDING. 

 
ALL RESTRAINING RODS AND BOLTS SECURING FIRE LINES SHALL HAVE A COAT OF BITUMINOUS 

MATERIAL APPLIED PRIOR TO BACKFILLING OF TRENCH. 

 
A MINIMUM OF THIRTY INCH (30") TAMPED CLEAN DIRT COVER IS REQUIRED OR MINIMUM OF THIRTY- 

SIX INCHES (36") UNDER DRIVEWAY. 

 
ALL FIRE LINES SHALL HAVE A CONTINUOUS NUMBER TEN (# 10) WIRE ATTACHED SECURELY TO THE 

PIPE. 

 

THE WIRE SHALL BE LAID ON TOP OF THE PIPE, SECURED TO RESTRAINER BOLTS, AND TAPED AT A 

MINIMUM OF TEN-FOOT (10') INTERVALS. 

 
THREE-INCH (3") METALLIC LOCATION TAPE IDENTIFYING "FIRE LINE BELOW" SHALL BE LOCATED 

EIGHTEEN INCHES (18") ABOVE ALL FIRE LINES. 
 
 

 

 
NOTE: 

CONTRACTORS MATERIAL AND TEST CERTIFICATE FOR PRIVATE FIRE MAINS PER NFPA 24 AT FINAL 

INSPECTION. 

 
(1) THE UNDERGROUND FLUSH WILL NOT BE DONE PRIOR TO BAC-T CERTIFICATION. 

(2) PERMIT FEE: COVERS ONE PIPE, JOINT 200 PSI PRESSURE TEST WITH FLUSH INSPECTION AND ONE FINAL INSPECTION. ANY 

ADDITIONAL PARTIAL OR RE-INSPECTIONS WILL HAVE A $75 FEE PER INSPECTION PAYABLE IN ADVANCE. 
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SUPPRESSION SYSTEM 
INSPECTION 

C8 (1 of 1) 

REQUIRE A MINIMUM 24-HOUR NOTICE 
CONSTRUCTION SCHEDULING: 

 

941-861-5127 

INSPECTION PROCEDURES: 

AT TIME OF INSPECTION YOU WILL BE REQUIRED TO PROVIDE THE 
FOLLOWING TO CONDUCT THE INSPECTION AND FOR FINAL APPROVAL 

PLEASE CHECK OFF EACH ITEM PRIOR TO CALLING FOR YOUR INSPECTION: 

 
NO INSPECTION WILL BE DONE UNLESS A MINIMUM OF 2 SETS OF INSPECTION 

FORMS AND APPROVED SET OF JOB SITE PLANS ARE ON SITE! 

 
STAMPED JOB SITE APPROVED DRAWINGS ON SITE. 

INSPECTION PAPERWORK. 

TESTING AND VISUAL INSPECTION ALL DETECTORS. 

VERIFYING ELECTRIC SHUTDOWN AND EVACUATION CIRCUITS. 

VERIFYING CYLINDER PRESSURES AND WEIGHTS. 

CHECKING FOR CHANGES IN HAZARD INTEGRITY FROM APPROVED DRAWINGS. 

CHECKING INPUT AND OUTPUT CIRCUIT SUPERVISION. 

SIMULATING SYSTEM DISCHARGE AND TESTING RELEASING CIRCUITS VISUALLY 

INSPECTING AGENT PIPING AND NOZZLES. 

CHECKING CYLINDERS AND DISCHARGE HOSES. 

ROOM FAN TEST. 

PROPER HEAD COVERAGE. 
 

 
NOTE: 

 

(1) REFER TO MANUFACTURER’S TEST AND MAINTENANCE PROCEDURES. 

(2) PERMIT FEE COVERS ONE FINAL INSPECTION. ANY ADDITIONAL PARTIAL OR RE-INSPECTIONS 

WILL HAVE A $75 FEE PER INSPECTION PAYABLE IN ADVANCE. 
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HOOD SYSTEM 
INSPECTION 
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REQUIRE A MINIMUM 24-HOUR NOTICE 
CONSTRUCTION SCHEDULING: 

 

941-861-5127 

INSPECTION PROCEDURES: 

AT TIME OF INSPECTION YOU WILL BE REQUIRED TO PROVIDE THE 
FOLLOWING TO CONDUCT THE INSPECTION AND FOR FINAL APPROVAL 

 
PLEASE CHECK OFF EACH ITEM PRIOR TO CALLING FOR YOUR INSPECTION: 

 
NO INSPECTION WILL BE DONE UNLESS A MINIMUM OF 2 SETS OF INSPECTION 

FORMS AND APPROVED SET OF JOB SITE PLANS ARE ON SITE! 

 
STAMPED JOB SITE APPROVED DRAWINGS ON SITE. 

INSPECTION PAPERWORK. 

VERIFY MANUAL AND HEAD BLOW OFF TEST. 

 
TESTING AND VISUAL INSPECTION OF ALL FUSIBLE LINKS OR DETECTORS. 

SIMULATING SYSTEM DISCHARGE AND TESTING RELEASING CIRCUITS. 

VERIFY THAT ALL ELECTRIC SHUTDOWN UNDER HOOD. 

VERIFYING CYLINDER PRESSURES AND WEIGHTS. 

CHECKING FOR CHANGES IN HAZARD LAYOUT. 

VERIFY NOZZLES PROPERLY COVER HAZARD. 

CHECKING INPUT AND OUTPUT CIRCUIT SUPERVISION TO FIRE ALARM PANEL IF APPLICABLE. 

VISUALLY INSPECTING AGENT PIPING AND NOZZLES. 

PROPER HEAD COVERAGE. 

 
NOTE: 

PERMIT FEE COVERS ONE FINAL INSPECTION. ANY ADDITIONAL PARTIAL OR RE-INSPECTIONS WILL 
HAVE A $75 FEE PER INSPECTION PAYABLE IN ADVANCE. 
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TWO-WAY COMMUNICATION 
ENHANCEMENT SYSTEM INSPECTION 

C10 (1 of 1) 

REQUIRE A MINIMUM 24-HOUR NOTICE 
CONSTRUCTION SCHEDULING: 

941-861-5127 

INSPECTION PROCEDURES 

AT TIME OF INSPECTION YOU WILL BE REQUIRED TO PROVIDE THE 
FOLLOWING TO CONDUCT THE INSPECTION AND FOR FINAL APPROVAL 

PLEASE CHECK OFF EACH ITEM PRIOR TO CALLING FOR YOUR INSPECTION: 

NO INSPECTION WILL BE DONE UNLESS A MINIMUM OF 2 SETS OF INSPECTION & MAINTENANCE FORMS AND APPROVED 
SET OF JOB SITE PLANS ARE ON SITE! 

VERIFY RADIO REGISTRATION: THIS RADIO SHALL BE REGISTERED AT THE FCC WEBSITE BY THE INSTALLING 
CONTRACTOR. 

ANNUAL (12 MONTH) MAINTENANCE & INSPECTION CONTRACT SHALL BE PROVIDED AT TIME OF INSPECTION. 

A FINAL COMPLETE TEST REPORT SHALL BE PROVIDED WITH ALL AREAS MEETING MINIMUM RADIO STRENGTH. 

THE LICENSE (FCC G.R.O.L.) TECHNICIAN SHALL BE ON SITE FOR ALL RADIO TESTING. 

ANY BDA / DAS EQUIPMENT THAT REQUIRES A KEY FOR ACCESS SHALL BE PROVIDED AND LOCATED IN THE KNOX BOX . 

DAS/BDA SYSTEM SHALL BE MONITORED BY THE FIRE ALARM SYSTEM AND COMPLY WITH THE FOLLOWING SIGNALS 
PER NFPA 72 & 1221. 

1. SYSTEM AND SIGNAL BOOSTER SUPERVISORY SIGNALS SHALL INCLUDE THE FOLLOWING: 

(B) ANTENNA MALFUNCTION. 
(C) SIGNAL BOOSTER FAILURE. 
(D) LOW-BATTERY CAPACITY INDICATION WHEN 70 PERCENT OF THE 12-HOUR OPERATING 

CAPACITY HAS BEEN DEPLETED. 

2. POWER SUPPLY SIGNALS SHALL INCLUDE THE FOLLOWING FOR EACH SIGNAL BOOSTER: 

(A) LOSS OF NORMAL AC POWER. 
(B) FAILURE OF BATTERY CHARGER. 

 
DEDICATED PANEL MONITORING: A DEDICATED MONITORING PANEL SHALL BE PROVIDED WITHIN THE FIRE 
COMMAND CENTER. THE MONITORING PANEL SHALL PROVIDE VISUAL AND LABELED INDICATION OF THE FOLLOWING 
FOR EACH SIGNAL BOOSTER: 

(A) NORMAL AC POWER 

(B) SIGNAL BOOSTER TROUBLE 
(C) LOSS OF NORMAL AC POWER 
(D) FAILURE OF BATTERY CHARGER 
(E) LOW-BATTERY CAPACITY 

BATTERY BACKUP OR AUTOMATIC STARTING GENERATOR FUNCTIONAL TEST (12 HOURS MINIMUM BACKUP). 

PLACARD: THE C.R.C.C SIGN SHALL BE POSTED NEXT THE FACP / BDA INDICATING THE DATE OF THE FINAL 
SYSTEM TEST. 

NOTE: PERMIT FEE COVERS ONE TEST AND ONE FINAL INSPECTION. ANY ADDITIONAL PARTIAL OR RE- 
INSPECTIONS WILL HAVE A $75 FEE PER INSPECTION PAYABLE IN ADVANCE. 
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PUBLIC EDUCATION 
SPECIAL EVENTS 
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PLEASE CONTACT 
SARASOTA COUNTY FIRE DEPARTMENT 

PUBLIC EDUCATION COORDINATOR - 

MICHAEL RODRIGUE 

6062 PORTER WAY, SARASOTA, FL 34232 
PH: 941-861-2293 
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OUTDOOR EVENTS 
Fairs, Tents, Mobile Food Vehicles 

D2 (1 of 1) 
 

THE AHJ SHALL BE PERMITTED TO REGULATE ALL OUTDOOR EVENTS SUCH AS CARNIVALS, FAIRS, AS IT PERTAINS TO 
ACCESS FOR EMERGENCY VEHICLES, ACCESS TO FIRE PROTECTION EQUIPMENT, PLACEMENT OF STANDS, 
CONCESSION BOOTHS, EXHIBITS AND THE CONTROL OF HAZARDOUS CONDITIONS CONSIDERED DANGEROUS TO 
EITHER LIFE AND/OR PROPERTY. 
1  PERMIT REQUIRED YES  NO  

2  LIFE SAFETY EVALUATION REQUIRED YES  NO  
 

3  STAND BY PERSONNEL REQUIRED YES  NO  
 

4  COMMUNICATION METHOD OF NOTIFYING THE FIRE DEPT IN THE EVENT OF AN EMERGENCY  

CONCESSION STAND - NFPA 1: 10.14 

5  MINIMUM OF ONE PORTABLE FIRE EXTINGUISHER PER NFPA 1: 13.6 MINIMUM 2A-10BC CERTIFIED & TAGGED. 

6  SINGLE STATION SMOKE ALARM IN ALL STOCK AND EQUIPMENT ROOM TRAILERS USED FOR SLEEPING PURPOSE. 

7  ELECTRICAL WIRING & EQUIPMENT SAFE – PROTECT WITH CLASS C OR MULTI-PURPOSE FIRE EXTINGUISHER. 

8  CONCESSION STANDS UTILIZED FOR COOKING SHALL HAVE A MINIMUM OF 10 FT OF CLEARANCE ON TWO SIDES 
AND SHALL NOT BE LOCATED WITHIN 10 FT OF AMUSEMENT RIDES OR DEVICES. 

9  COOKING MEDIA FIRE EXTINGUISHER CLASS (K) OR CLASS (AK) CERTIFIED & TAGGED. 

10  LP TANKS PIPING LEAK TEST. 

11  HOOD SYSTEM CLEAN, INSPECTED AND TAGGED. 

TENTS - NFPA 1: 25.2 

12  FLAME PROPAGATION PERFORMANCE, ALL TENT FABRIC SHALL MEET THE FLAME PROPAGATION PERFORMANCE CRITERIA 
CONTAINED IN TEST METHOD 2 OF NFPA 701. A TENT UP TO 30 FEET BY 30 FEET IS EXEMPT FROM THE FLORIDA FIRE 
PREVENTION CODE, INCLUDING THE NATIONAL CODES INCORPORATED BY REFERENCE PER HOUSE BILL 7147. 

13  TENT SHALL NOT COVER MORE THAN 75% OF THE PREMISES, UNLESS OTHERWISE APPROVED BY THE AHJ. 

14  MINIMUM OF 10 FT BETWEEN STAKE LINES. 

15  ADJACENT TENTS SHALL BE SPACED TO PROVIDE AN AREA USED AS A MEANS OF EGRESS. WHERE 10 FT BETWEEN STAKE 
LINES DOES NOT MEET THE REQUIREMENTS FOR MEANS OF EGRESS, THE DISTANCE NECESSARY FOR MEANS OF EGRESS 
SHALL GOVERN. TENTS, EACH NOT EXCEEDING 1200 SQFT IN GROUND AREA AND LOCATED IN FAIRGROUNDS OR SIMILAR 
OPEN SPACES, SHALL NOT BE REQUIRED TO BE SEPARATED FROM EACH OTHER, PROVIDED THAT SAFETY PRECAUTIONS MEET 
THE APPROVAL OF THE AHJ. 

15  MINIMUM OF ONE CERTIFIED PORTABLE FIRE EXTINGUISHER MINIMUM 2A-10BC LOCATION AS DIRECTED BY AHJ. 

16  NO SMOKING SIGNS POSTED. 

17  THE FINISHED GROUND LEVEL ENCLOSED BY ANY TENT, AND THE FINISHED GROUND LEVEL FOR A REASONABLE DISTANCE, BUT 
OR NOT LESS THAN 10 FT OUTSIDE OF SUCH A TENT, SHALL BE CLEARED OF ALL FLAMMABLE OR COMBUSTIBLE MATERIAL OR 
VEGETATION THAT IS NOT USED FOR NECESSARY SUPPORT EQUIPMENT. THE CLEARING WORK SHALL BE ACCOMPLISHED TO 
THE SATISFACTION OF THE AHJ PRIOR TO THE ERECTION OF SUCH A TENT. 

18  THE PREMISES SHALL BE KEPT FREE FROM SUCH FLAMMABLE OR COMBUSTIBLE MATERIALS DURING THE PERIOD FOR WHICH 
THE PREMISES ARE USED BY THE PUBLIC. 

MISCELLANEOUS 

19  EXITS SIGNS PLASTIC OR LIGHTED POSTED ABOVE ENTRYWAY, OR AS REQUIRED BY THE AHJ. 

20  EMERGENCY LIGHTS ASSEMBLY – LARGE AREAS, OR AS REQUIRED BY THE AHJ. 

21  INDIVIDUAL CHAIR-TYPE SEATS SHALL BE PERMITTED IN FOLDING AND TELESCOPIC SEATING ONLY IF FIRMLY SECURED IN 
GROUPS OF NOT LESS THAN THREE. A MINIMUM OF 22 INCH BACK TO BACK, A MINIMUM 12 INCH FROM BACK TO FRONT OF 
SEAT. SEE LIFE SAFETY CODE FOR SPECIFICS. 


