
 

 

 

 
June 16, 2026 
 
Applicant: 
 
Abram Travers 
CSMC, Notary Public, & Florida State Erosion & Sediment Control Inspector 
DeJonge Excavating 
203 S Jackson Road 
Venice, FL 34292 
 
 
Subject: Wilkinson Road Stormwater Project 

Road Closed: Wilkinson Road between Bliss Road and Narrangset Trail from July 6th, 
2026, to August 6th, 2026, from 12:00 AM – 11:59 PM (24/7). 

 
Dear Applicant: 
 
We are in receipt of your request to close Wilkinson Road between Bliss Road and Narrangset 
Trail from July 6th, 2026, to August 6th, 2026, from 12:00 AM – 11:59 PM (24/7) to install new 
Stormwater boxes and pipes. 
 
Staff has reviewed the request and authorizes with the following stipulations: 
 

• The applicant shall notify all Sarasota County Emergency Personnel  
• The applicant shall install Portable Changeable Message Signs (PCMS) and notify all 

affected homeowners and businesses one week before the road closure. 
• The applicant shall be responsible to maintain emergency access through the work zone 

when necessary.  
• The traffic control devices shall be in accordance with the current edition of the FDOT 

Standard Specifications for Road and Bridge Construction, the current edition of MUTCD, 
and the approved TTCP. 

 
If you have any questions or require further information, please contact Amjid Hussain, P.E. at  
941-861-0750. 
 
Sincerely, 
 
 
 
Spencer L. Anderson, P.E.,  
Transportation Director, County Engineer   



TRAFFIC ENGINEERING AND OPERATIONS, 1001 Sarasota Center Boulevard, Sarasota, FL  34240 
Phone 941-861-0925 • Fax 941-861-0542 

 

Road Closed: Wilkinson Road between Bliss Road and Narrangset Trail 

 

cc:      Carolyn Eastwood, P.E. Capital Projects 
           Thai Tran, P.E. Capital Projects 
           Michelle Walters, Capital Projects 
           Tim Mushi, Communications 
           David (Dave) Rathbun, Emergency Services 
           Sandra Tapfumaneyi, Emergency Services  
           Darin Wallentine, Emergency Services 
           Jason Smith, Emergency Services 
           Dennis Medved, Planning and Development Services 
           Clifford Smith, Planning and Development Services 
           Brooke Bailey, Public Utilities 
           Paula Wiggins, P.E., Transportation  
           Amjid Hussain, P.E., PTOE, Transportation 
           Gregg Young, Transportation  
           Sheyla Veltri, Transportation  
           Jane Grogg, Sarasota County Transit  
           Brian Usher, Solid Waste 
           Lois Rose, Solid Waste 
           Sam Lutz, Sarasota County Sheriff’s Office 
           Wendy York, Sarasota County School Board 
           Charlotte Price, Sarasota County School Board 
           Keith Little Sarasota County School Board 
           Kevin Easton, Englewood Fire Department 
           Frank Giddens, City of Venice Fire Department  
           Kathy Brittin, Risk Management  
  



Transportation Traffic Engineering & Operations
Request for Road Closure / Lane Closure / Sidewalk Closure 

Please return completed form to: Sarasota County Transportation Traffic 

Engineering and Operations 1001 Sarasota Center Blvd., Sarasota, FL 34240, 

Korrie Smith, kosmith@scgov.net, (941) 404-5616

Road Closure Lane Closure Shoulder/Bike Lane Closure Sidewalk Closure (Check applicable) 

Reasons for Closure Request: (Describe the project and justification for a road closure) 

Submit Contact Information 

Submitted by:  Date: 

Email: Phone: 

Project Name: Company Name: 

Address: 

Office Use Only: 

Conditions of Application for Closure: 

• For any roadway improvements planned within the County Right-of-Way, the applicant shall submit the

Temporary Traffic Control Plans (TTCP) that are prepared, signed and sealed by a licensed Professional

Engineer who has successfully completed training in advance temporary traffic control to Sarasota County

Traffic Engineering and Operations for review and approval.

• Submit the TTC plans a minimum of 21 days before the road/lane closure for approval.

• For Thoroughfare Roads, No lane closure will be considered during the daytime unless supported by both
a documented hardship and a lane closure analysis. Daytime work is allowed on local residential streets.
Lane closure at night will be allowed between 9:00 PM to 5:00 AM.

• The contractor shall inform all the residents and business owners who will be impacted by the road/lane

closure two weeks before the work.

• The TTCP shall be in accordance with the project plans, the FDOT standard plans indices (102 series), the

FDOT standard specifications for road and bridge construction, FDOT Design Manual, and the Manual on

Uniform Traffic Control Devices (MUTCD).

• The contractor is responsible for repairing and/or replacing all permanent traffic control devices (signing,
pavement markings, electronics, etc.) to better or like condition upon completion of work. 

Temporary Traffic Control Plan (MOT) submitted for review must include: 

 A scaled drawing showing the limits of your work area, closures, and detour route (if applicable) for each phase.

 On the drawing, show the areas which will be disrupted such as travel lanes, crosswalks, medians, driveways,

sidewalks, and parking spaces. Include pedestrian detour if sidewalks are impacted/closed.

 If any residential or commercial driveways are affected or blocked, indicate on the drawing how re-

routing will be resolved and confirm that notices have been provided to the affected parties.

 If any private property will be adversely affected or the traffic control devices placed on the property, an

approval letter from the private property owner(s) will be required with your plan.

 If any traffic signals will be affected by the proposed closure, a signal modification plan must be provided.

 A copy of the FDOT permit will be required if proposing any work or sign installation on state roads.

Submit a Job Schedule 

 Location of Closure (BE SPECIFIC) Date(s) Times of closure 

Reviewed By: Date: 

Approved By: Date: 

srigo
Cross-Out
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This Certifies that
JASON W. BROWN

Has Completed a Florida Department of Transportation
Approved Maintenance of Traffic (MOT) Advanced Course

ATSSA
Phone:    540-368-1701
15 Riverside Parkway Ste.100
Fredericksburg, VA, FL
www.atssa.com
donna.clark@atssa.com

Date Expires   11/09/2027

Instructor  David Dennis

Certificate #   617280

FDOT Provider #        37

CUSTOMER PROJECT LOCATION CITY/COUNTY JOB CONTACT DATE

DeJonge Excavating Wilkinson Rd & Bliss Rd SARASOTA, FL Abram Travers 06/16/2026

PHONE

NN NOTE:
THIS M.O.T. IS BASED ON MUTCD & THE FLORIDA DEPARTMENT OF

TRANSPORTATION ROADWAY AND DESIGN STANDARDS. ALL TRAFFIC
CONTROL DEVICES MUST BE SET AND  PLACE BY PERSONS CERTIFIED

IN TRAFFIC CONTROL DEVICE PLACEMENT AND PLANNING.

DRAWING NOT TO SCALE
FOR OVERVIEW PURPOSE ONLY

TABLE 3

WORK ZONE SIGN SPACING
Road Type Min. Spacing (feet)

Arterials and Collectors with
Work Zone Speed

v

40 mph
Arterials and Collectors with
Work Zone Speed v45 mph

200

500

1500Limited Access Roadways *

* For Limited access roadways with work zone speed
   mph, the minimum spacing may be reduced in accordance
   with the MUTCD and as approved by the Engineer.
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This Certifies that
JASON W. BROWN

Has Completed a Florida Department of Transportation
Approved Maintenance of Traffic (MOT) Advanced Course

ATSSA
Phone:    540-368-1701
15 Riverside Parkway Ste.100
Fredericksburg, VA, FL
www.atssa.com
donna.clark@atssa.com

Date Expires   11/09/2027

Instructor  David Dennis

Certificate #   617280

FDOT Provider #        37

CUSTOMER PROJECT LOCATION CITY/COUNTY JOB CONTACT DATE

DeJonge Excavating Wilkinson Rd & Bliss Rd SARASOTA, FL Abram Travers 06/16/2026

PHONE

NN NOTE:
THIS M.O.T. IS BASED ON MUTCD & THE FLORIDA DEPARTMENT OF

TRANSPORTATION ROADWAY AND DESIGN STANDARDS. ALL TRAFFIC
CONTROL DEVICES MUST BE SET AND  PLACE BY PERSONS CERTIFIED

IN TRAFFIC CONTROL DEVICE PLACEMENT AND PLANNING.

DRAWING NOT TO SCALE
FOR OVERVIEW PURPOSE ONLY

TABLE 3
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Road Type Min. Spacing (feet)

Arterials and Collectors with
Work Zone Speed

v

40 mph
Arterials and Collectors with
Work Zone Speed v45 mph
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* For Limited access roadways with work zone speed
   mph, the minimum spacing may be reduced in accordance
   with the MUTCD and as approved by the Engineer.
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This Certifies that
JASON W. BROWN

Has Completed a Florida Department of Transportation
Approved Maintenance of Traffic (MOT) Advanced Course

ATSSA
Phone:    540-368-1701
15 Riverside Parkway Ste.100
Fredericksburg, VA, FL
www.atssa.com
donna.clark@atssa.com

Date Expires   11/09/2027

Instructor  David Dennis

Certificate #   617280

FDOT Provider #        37

CUSTOMER PROJECT LOCATION CITY/COUNTY JOB CONTACT DATE

DeJonge Excavating Wilkinson Rd & Bliss Rd SARASOTA, FL Abram Travers 06/16/2026

PHONE

NN NOTE:
THIS M.O.T. IS BASED ON MUTCD & THE FLORIDA DEPARTMENT OF

TRANSPORTATION ROADWAY AND DESIGN STANDARDS. ALL TRAFFIC
CONTROL DEVICES MUST BE SET AND  PLACE BY PERSONS CERTIFIED

IN TRAFFIC CONTROL DEVICE PLACEMENT AND PLANNING.

DRAWING NOT TO SCALE
FOR OVERVIEW PURPOSE ONLY
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Arterials and Collectors with
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v
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Arterials and Collectors with
Work Zone Speed v45 mph
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* For Limited access roadways with work zone speed
   mph, the minimum spacing may be reduced in accordance
   with the MUTCD and as approved by the Engineer.
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December 2023Sect. 6P.01     

Notes for Figure 6P-8—Typical Application 8 
Road Closure with an Off-Site Detour

Guidance:
1. Regulatory traffic control devices should be modified as needed for the duration of the detour.

Option:
2. If the road is opened for some distance beyond the intersection and/or there are significant origin/

destination points beyond the intersection, the ROAD CLOSED and DETOUR signs on Type 3 Barricades 
may be located at the edge of the traveled way.

3. A Route Sign Directional assembly may be placed on the far left corner of the intersection to augment or 
replace the one shown on the near right corner.

4. Flashing warning lights and/or flags may be used to call attention to the advance warning signs.
5. Cardinal direction plaques may be used with route signs.

500 ft

1,000 ft

500 ft

W20-3

W20-3

W20-2

R11-2

R11-3a

M4-10L

M4-8

M4-8

M1-5

M5-1L

M6-1L

M1-5

M4-8

M3-4

M1-5

500 ft

200 ft

Note: See Table 6P-2 for the meanings 
of the symbols used in this figure.

Typical Application 8

Figure 6P-8.  Road Closure with an Off-Site Detour (TA-8)

Page 874 MUTCD 11th Edition



December 2023

Notes for Figure 6P-8—Typical Application 8 
Road Closure with an Off-Site Detour

Guidance:
1. Regulatory traffic control devices should be modified as needed for the duration of the detour.

Option:
2. If the road is opened for some distance beyond the intersection and/or there are significant origin/

destination points beyond the intersection, the ROAD CLOSED and DETOUR signs on Type 3 Barricades 
may be located at the edge of the traveled way.

3. A Route Sign Directional assembly may be placed on the far left corner of the intersection to augment or 
replace the one shown on the near right corner.

4. Flashing warning lights and/or flags may be used to call attention to the advance warning signs.
5. Cardinal direction plaques may be used with route signs.

 







































Note: See Table 6P-2 for the meanings 
of the symbols used in this figure.

 

Figure 6P-8.  Road Closure with an Off-Site Detour (TA-8)

     Sect. 6P.01
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FY 2026-27 SHEETINDEX

DETOUR
DETOUR

DETOUR

DETOUR
DETOUR

DETOUR

R9-11AL

PEDESTRIAN DETOUR

(See Note 4)

R9-10

(See Notes 4 and 5)

Advance Closure LCD

(See Notes 4 and 5)

Advance Closure LCD

AHEAD

WORK

ROAD

W20-1F

AHEAD

WORK

ROAD

CROSS HERE
 

AHEAD
SIDEWALK CLOSED

CROSS HERE
 

AHEAD
SIDEWALK CLOSED

CLOSED

SIDEWALK

USE OTHER SIDE

SIDEWALK CLOSED

USE OTHER SIDE

SIDEWALK CLOSED

21102-660
SIDEWALK CLOSURE

11/01/20

M4-9BR

M4-9BL

M4-9BL

M4-9BR

R9-11AR

M4-9BL

M4-9BR

(See Note 4)

R9-10

(See Note 4)

R9-9

W20-1F

SYMBOLS:

Work Area

NOTES:

   facilities (e,g,, transit stops, residences, or business entrances).

5. Omit the Advance Closure LCD if it blocks access to other pedestrian 

   in accordance with the manufacturer's instructions.

4. "Sidewalk Closed" signs (R9-XX) may be mounted on pedestrian LCDs

   panel to the surface of the sidewalk. 

   maintain a minimum 7’ clearance from the bottom of the sign 

3. For post mounted signs located near or adjacent to a sidewalk, 

2. Place pedestrian LCDs across the full width of the closed sidewalk.

   closed crosswalks.

1. Cover or deactivate pedestrian traffic signal display(s) controlling 

Work Zone Sign

Lane Identification and Direction of Traffic

Pedestrian Longitudinal Channelizing Device (LCD)
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Note 4)

(See General

TTC-011A-25

PRESENT
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(See Note 4)
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Existing Sidewalk
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Note 4)
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22102-660
SIDEWALK CLOSURE
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PEDESTRIAN SPECIAL DETOUR

(Temporary Barrier Shown, Low Profile Barrier Similar)

PEDESTRIAN DIVERSION - OPTION 1

(Work Zone Speed 45 mph or Less)

PEDESTRIAN DIVERSION - OPTION 2

100'

100'

B XLXXXX

X

B XLXXXX

Merge

Arrow Board Mode:

Merge

Arrow Board Mode:

SYMBOLS:

NOTES:

Temporary Pedestrian Way

Work Area

Pedestrian Longitudinal Channelizing Device (LCD)

Work Zone Sign

Channelizing Device (See Index 102-600)

Lane Identification and Direction of Traffic

Arrow Board

Crash Cushion

   Plans or as approved by an Engineer.

5. Pedestrian Diversion Option 2 may only be used when called for in the 

   hours or less.

   distances, may be omitted when the work operation will be in place for 24 

   and "End Road Work" signs (G20-2), along with associated work zone sign 

4. The "Speeding Fines Doubled When Workers Present" signs (TTC-011A-25) 

   for curb ramps diverting pedestrian traffic into a closed lane.

   requirements of Index 522-002. Detectable warnings are not required 

3. When temporary pedestrian ways require curb ramps, meet the 

   5' in width at intervals not to exceed 200'.

   Provide a 5' x 5' passing space for temporary pedestrian ways less than 

   of 0.02, except where space restrictions warrant a minimum width of 4'. 

2. Provide a 5' wide temporary pedestrian way with a maximum cross-slope

   See Index 102-600 for "L", "B", "X", channelizing device spacing values.

   X = Work Zone Sign Distance

   B = Buffer Length

1. L = Taper Length
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